Technical Product Sheet »

belvenr
I BV49A-3434B-F4-PN10/PN16 - Handwheel

Gate valve, flanged PN16, resilient seated, F4 short face to face, with handwheel
Face to Face Standard: EN 558-1 series 14

Item Number Belven Ref.
49A3444B2040 | BVA9A-3434B-F4-PN16 DNOAO - HANDWHEEL
49A3444B2050 | BV49A-3434B-F4-PN16 DNOSO - HANDWHEEL
49A3444B2065 | BVA9A-3434B-F4-PN16 DNO65 - HANDWHEEL
49A3444B2080 | BVA9A-3434B-F4-PN16 DNOSO - HANDWHEEL
49A3444B82100 | BVA9A-3434B-F4-PN16 DN100 - HANDWHEEL
49A3444B2125 | BVA9A-3434B-F4-PN16 DN125 - HANDWHEEL
49A3444B2150 | BVA9A-3434B-F4-PN16 DN150 - HANDWHEEL
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DN/Size D H1I L Press.Cl. Weight(kg)
DN40 (1 1/2") 1200 | 264 |140 PN16 7.90
DN50 (2") 1200 |280,5 150 PN16 10.20
DN65 (2 1/2") 1250 (311,5 170 PN16 12.50
DN80(3") 1250 | 367 180 PN16 16.40
DN100 (4") 320 13985 190 PN16 21.60
DN125 (5") 320 |463,5 200 PN16 29.30
DN150 (6") 320 | 501 210 PN16 37.00
Item 1 Item 2 Item 3 Item 4
Body Material Wedge Material Stem Material ~ Actuator Material
Ductile iron : GGG50 + Epoxy coating | NBR vulcanized on ductile iron core GGG50 | Stainless steel : AISI 420 Steel
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We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 2019/07/05
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