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Ball Valves 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

6tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV1-6666T-LD-BSP 
Ball valve with 1-pce body, reduced bore, BSP threaded F/F ISO7/1-Rp, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref.  

016177T1008-A BV1-6666T-LD-BSP - 1/4" - LEVER 

016177T1010-A BV1-6666T-LD-BSP - 3/8" - LEVER 

016177T1015-A BV1-6666T-LD-BSP - 1/2" - LEVER 

016177T1020-A BV1-6666T-LD-BSP - 3/4" - LEVER  

016177T1025-A BV1-6666T-LD-BSP - 1" - LEVER  

016177T1032-A BV1-6666T-LD-BSP - 1 1/4" - LEVER 

016177T1040-A BV1-6666T-LD-BSP - 1 1/2" - LEVER 

016177T1050-A BV1-6666T-LD-BSP - 2" - LEVER 
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We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size A H1 L L1 SW Press.Cl. Weight(kg) 

DN08 

(1/4") 
5 22,1 38,7 64,4 17,1 1000 

WOG 
0.06 

DN10 

(3/8") 
7 23,6 44,2 76,5 20,7 1000 

WOG 
0.10 

DN15 

(1/2") 
9 30,4 55,6 93,5 24,8 1000 

WOG 
0.16 

DN20 

(3/4") 
12,5 33,7 62,1 93,5 31,4 1000 

WOG 
0.25 

DN25 (1") 15 40,1 68,9 111,3 38,2 1000 

WOG 
0.41 

DN32 (1 

1/4") 
20 44,5 78,2 111,3 47 1000 

WOG 
0.61 

DN40 (1 

1/2") 
24,5 50,5 86 139 53 1000 

WOG 
0.86 

DN50 (2") 32 56,6 102,7 139 65,2 1000 

WOG 
1.38 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV1-6666T-LD-NPT 
Ball valve with 1-pce body, reduced bore, NPT threaded F/F ANSI B1.20.1, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

016377T1008-A BV1-6666T-LD-NPT - 1/4" - LEVER 

016377T1010-A BV1-6666T-LD-NPT - 3/8" - LEVER 

016377T1015-A BV1-6666T-LD-NPT - 1/2" - LEVER 

016377T1020-A BV1-6666T-LD-NPT - 3/4" - LEVER 

016377T1025-A BV1-6666T-LD-NPT - 1" - LEVER 

016377T1032-A BV1-6666T-LD-NPT - 1 1/4" - LEVER 

016377T1040-A BV1-6666T-LD-NPT - 1 1/2" - LEVER 

016377T1050-A BV1-6666T-LD-NPT - 2" - LEVER 
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DN/Size A H1 L L1 SW Press.Cl. Weight(kg) 

DN08 

(1/4") 
5 22,1 38,7 64,4 17,1 1000 

WOG 
0.06 

DN10 

(3/8") 
7 23,6 44,2 76,5 20,7 1000 

WOG 
0.10 

DN15 

(1/2") 
9 30,4 55,6 93,5 24,8 1000 

WOG 
0.16 

DN20 

(3/4") 
12,5 33,7 62,1 93,5 31,4 1000 

WOG 
0.25 

DN25 (1") 15 40,1 68,9 111,3 38,2 1000 

WOG 
0.41 

DN32 (1 

1/4") 
20 44,5 78,2 111,3 47 1000 

WOG 
0.61 

DN40 (1 

1/2") 
24,5 50,5 86 139 53 1000 

WOG 
0.86 

DN50 (2") 32 56,6 102,7 139 65,2 1000 

WOG 
1.38 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV2-2466T-LD-BSP 
Ball valve with 2-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026156T1008-A BV2-2466T-LD-BSP - 1/4" - LEVER 

026156T1010-A BV2-2466T-LD-BSP - 3/8" - LEVER 

026156T1015-A BV2-2466T-LD-BSP - 1/2" - LEVER 

026156T1020-A BV2-2466T-LD-BSP - 3/4" - LEVER 

026156T1025-A BV2-2466T-LD-BSP - 1" - LEVER 

026156T1032-A BV2-2466T-LD-BSP - 1 1/4" - LEVER 

026156T1040-A BV2-2466T-LD-BSP - 1 1/2" - LEVER 

026156T1050-A BV2-2466T-LD-BSP - 2" - LEVER 
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DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN08 

(1/4") 
10 41,

4 
49,2 80 1000 WOG 0.16 

DN10 

(3/8") 
12,5 41,

4 
49,2 80 1000 WOG 0.15 

DN15 

(1/2") 
15 45 59 80 1000 WOG 0.22 

DN20 

(3/4") 
20 54,

7 
68,6 100 1000 WOG 0.37 

DN25 (1") 24,5 65,

3 
78,6 125 1000 WOG 0.61 

DN32 (1 

1/4") 
32 70,

9 
93,2 125 1000 WOG 0.96 

DN40 (1 

1/2") 
38 84 103,1 160 1000 WOG 1.50 

DN50 (2") 50 93,

3 
123,3 160 1000 WOG 2.55 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV2-2466T-LD-NPT 
Ball valve with 2-pce body, full bore, NPT threaded F/F ANSI B2.1, with lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026356T1008-A BV2-2466T-LD-NPT - 1/4" - LEVER 

026356T1010-A BV2-2466T-LD-NPT - 3/8" - LEVER 

026356T1015-A BV2-2466T-LD-NPT - 1/2" - LEVER 

026356T1020-A BV2-2466T-LD-NPT - 3/4" - LEVER 

026356T1025-A BV2-2466T-LD-NPT - 1" - LEVER 

026356T1032-A BV2-2466T-LD-NPT - 1 1/4" - LEVER 

026356T1040-A BV2-2466T-LD-NPT - 1 1/2" - LEVER 

026356T1050-A BV2-2466T-LD-NPT - 2" - LEVER 
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We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN08 

(1/4") 
10 41,

4 
49,2 80 1000 WOG 0.16 

DN10 

(3/8") 
12,5 41,

4 
49,2 80 1000 WOG 0.15 

DN15 

(1/2") 
15 45 59 80 1000 WOG 0.22 

DN20 

(3/4") 
20 54,

7 
68,6 100 1000 WOG 0.37 

DN25 (1") 24,5 65,

3 
78,6 125 1000 WOG 0.61 

DN32 (1 

1/4") 
32 70,

9 
93,2 125 1000 WOG 0.96 

DN40 (1 

1/2") 
38 84 103,1 160 1000 WOG 1.50 

DN50 (2") 50 93,

3 
123,3 160 1000 WOG 2.55 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV2-2466T-LD-BSP - STE with lever 
Ball valve with 2-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with stainless steel stem extension and lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026156T1S015-A BV2-2466T-LD-BSP - 1/2" - STE-LEVER 

026156T1S020-A BV2-2466T-LD-BSP - 3/4" - STE-LEVER 

026156T1S025-A BV2-2466T-LD-BSP - 1" - STE-LEVER 

026156T1S032-A BV2-2466T-LD-BSP - 1 1/4" - STE-LEVER 

026156T1S040-A BV2-2466T-LD-BSP - 1 1/2" - STE-LEVER 

026156T1S050-A BV2-2466T-LD-BSP - 2" - STE-LEVER 
 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 145 59 80 1000 

WOG 
0.37 

DN20 

(3/4") 
20 154,7 68,6 100 1000 

WOG 
0.52 

DN25 (1") 24,5 165,3 78,6 125 1000 

WOG 
0.76 

DN32 (1 

1/4") 
32 170,9 93,2 125 1000 

WOG 
1.21 
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DN40 (1 

1/2") 
38 184 103,1 160 1000 

WOG 
1.90 

DN50 (2") 50 193,3 123,3 160 1000 

WOG 
2.95 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE stainless 

steel AISI 

316 

BV2-6666T-LD-BSP 
Ball valve with 2-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026177T1008-A BV2-6666T-LD-BSP - 1/4" - LEVER 

026177T1010-A BV2-6666T-LD-BSP - 3/8" - LEVER 

026177T1015-A BV2-6666T-LD-BSP - 1/2" - LEVER 

026177T1020-A BV2-6666T-LD-BSP - 3/4" - LEVER 

026177T1025-A BV2-6666T-LD-BSP - 1" - LEVER 

026177T1032-A BV2-6666T-LD-BSP - 1 1/4" - LEVER 

026177T1040-A BV2-6666T-LD-BSP - 1 1/2" - LEVER 

026177T1050-A BV2-6666T-LD-BSP - 2" - LEVER 
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DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN08 

(1/4") 
10 41,4 49,2 80 1000 WOG 0.16 

DN10 

(3/8") 
12,5 41,4 49,2 80 1000 WOG 0.15 

DN15 

(1/2") 
15 45 59 80 1000 WOG 0.22 

DN20 

(3/4") 
20 54,7 68,6 100 1000 WOG 0.37 

DN25 (1") 24,5 65,3 78,6 125 1000 WOG 0.61 

DN32 (1 

1/4") 
32 70,9 93,2 125 1000 WOG 0.96 

DN40 (1 

1/2") 
38 84 103,1 160 1000 WOG 1.50 

DN50 (2") 50 93,3 123,3 160 1000 WOG 2.55 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV2-6666T-LD-NPT 
Ball valve with 2-pce body, full bore, NPT threaded F/F ANSI B2.1, with lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026377T1008-A BV2-6666T-LD-NPT - 1/4" - LEVER 

026377T1010-A BV2-6666T-LD-NPT - 3/8" - LEVER 

026377T1015-A BV2-6666T-LD-NPT - 1/2" - LEVER 

026377T1020-A BV2-6666T-LD-NPT - 3/4" - LEVER 

026377T1025-A BV2-6666T-LD-NPT - 1" - LEVER 

026377T1032-A BV2-6666T-LD-NPT - 1 1/4" - LEVER 

026377T1040-A BV2-6666T-LD-NPT - 1 1/2" - LEVER 

026377T1050-A BV2-6666T-LD-NPT - 2" - LEVER 
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We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN08 

(1/4") 
10 41,4 49,2 80 1000 WOG 0.16 

DN10 

(3/8") 
12,5 41,4 49,2 80 1000 WOG 0.15 

DN15 

(1/2") 
15 45 59 80 1000 WOG 0.22 

DN20 

(3/4") 
20 54,7 68,6 100 1000 WOG 0.37 

DN25 (1") 24,5 65,3 78,6 125 1000 WOG 0.61 

DN32 (1 

1/4") 
32 70,9 93,2 125 1000 WOG 0.96 

DN40 (1 

1/2") 
38 84 103,1 160 1000 WOG 1.50 

DN50 (2") 50 93,3 123,3 160 1000 WOG 2.55 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV2-6666T-LD-BSP - STE with lever 
Ball valve with 2-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with stainless steel stem extension and lockable lever 

Face to Face Standard:  

 

 

Item Number Belven Ref. 

026177T1S015-A BV2-6666T-LD-BSP - 1/2" - STE-LEVER 

026177T1S020-A BV2-6666T-LD-BSP - 3/4" - STE-LEVER 

026177T1S025-A BV2-6666T-LD-BSP - 1" - STE-LEVER 

026177T1S032-A BV2-6666T-LD-BSP - 1 1/4" - STE-LEVER 

026177T1S040-A BV2-6666T-LD-BSP - 1 1/2" - STE-LEVER 

026177T1S050-A BV2-6666T-LD-BSP - 2" - STE-LEVER 
 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 145 59 80 1000 

WOG 
0.37 

DN20 

(3/4") 
20 154,7 68,6 100 1000 

WOG 
0.52 

DN25 (1") 24,5 165,3 78,6 125 1000 

WOG 
0.76 

DN32 (1 

1/4") 
32 170,9 93,2 125 1000 

WOG 
1.21 
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DN40 (1 

1/2") 
38 184 103,1 160 1000 

WOG 
1.90 

DN50 (2") 50 193,3 123,3 160 1000 

WOG 
2.95 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE stainless 

steel AISI 

316 

BV3-2466T-LD-BSP 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036156T1015-A BV3-2466T-LD-BSP - 1/2" - LEVER 

036156T1020-A BV3-2466T-LD-BSP - 3/4" - LEVER 

036156T1025-A BV3-2466T-LD-BSP - 1" - LEVER 

036156T1032-A BV3-2466T-LD-BSP - 1 1/4" - LEVER 

036156T1040-A BV3-2466T-LD-BSP - 1 1/2" - LEVER 

036156T1050-A BV3-2466T-LD-BSP - 2" - LEVER 

036156T1065-A BV3-2466T-LD-BSP - 2 1/2" - LEVER 

036156T1080-A BV3-2466T-LD-BSP - 3" - LEVER 

036156T1100-A BV3-2466T-LD-BSP - 4" - LEVER 
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DN/Size A H1 H2 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 65 80 1000 

WOG 
0.34 

DN20 

(3/4") 
20 62,5 42,5 75 100 1000 

WOG 
0.58 

DN25 (1") 24,5 72 50,2 85 125 1000 

WOG 
0.88 

DN32 (1 

1/4") 
32 78,3 56,5 100 125 1000 

WOG 
1.30 

DN40 (1 

1/2") 
38 88,6 68,7 110 160 1000 

WOG 
2.02 

DN50 (2") 50 101,4 81,5 130 160 1000 

WOG 
3.27 

DN65 (2 

1/2") 
65 130,6 113 168 230 1000 

WOG 
8.92 

DN80 (3") 76,2 148,8 126,9 204 300 1000 

WOG 
15.18 

DN100 (4") 100 174,25 137,3 217 400 1000 

WOG 
23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 

!! For NPT connection check your  BELVEN sales engineer !! 
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BV3-2466T-LD-BW 
Ball valve with 3-pce body, full bore, BW welded ends ASME B16.25 Sched.40, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036856T1015-A BV3-2466T-LD-BW - 1/2" - LEVER 

036856T1020-A BV3-2466T-LD-BW - 3/4" - LEVER 

036856T1025-A BV3-2466T-LD-BW - 1" - LEVER 

036856T1032-A BV3-2466T-LD-BW - 1 1/4" - LEVER 

036856T1040-A BV3-2466T-LD-BW - 1 1/2" - LEVER 

036856T1050-A BV3-2466T-LD-BW - 2" - LEVER 

036856T1065-A BV3-2466T-LD-BW - 2 1/2" - LEVER 

036856T1080-A BV3-2466T-LD-BW - 3" - LEVER 

036856T1100-A BV3-2466T-LD-BW - 4" - LEVER 
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DN/Size A H1 H2 ID OD L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 16 17 65 80 1000 WOG 0.34 

DN20 

(3/4") 
20 62,5 42,5 20 22 75 100 1000 WOG 0.58 

DN25 (1") 24,5 72 50,2 24,5 28 85 125 1000 WOG 0.88 

DN32 (1 

1/4") 
32 78,3 56,5 33,8 37 100 125 1000 WOG 1.30 

DN40 (1 

1/2") 
38 88,6 68,7 39,8 43 110 160 1000 WOG 2.02 

DN50 (2") 50 101,4 81,5 50,8 54 130 160 1000 WOG 3.27 

DN65 (2 

1/2") 
65 130,6 113 65 77 170 230 1000 WOG 8.92 

DN80 (3") 76,2 148,8 126,9 77,9 90 204 300 1000 WOG 15.18 

DN100 (4") 100 174,25 137,3 102,2 107,7 230 400 1000 WOG 23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-2466T-LD-SW 
Ball valve with 3-pce body, full bore, SW welding sockets DIN 3239-2, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036956T1015-A BV3-2466T-LD-SW - 1/2" - LEVER 

036956T1020-A BV3-2466T-LD-SW - 3/4" - LEVER 

036956T1025-A BV3-2466T-LD-SW - 1" - LEVER 

036956T1032-A BV3-2466T-LD-SW - 1 1/4" - LEVER 

036956T1040-A BV3-2466T-LD-SW - 1 1/2" - LEVER 

036956T1050-A BV3-2466T-LD-SW - 2" - LEVER 

036956T1065-A BV3-2466T-LD-SW - 2 1/2" - LEVER 

036956T1080-A BV3-2466T-LD-SW - 3" - LEVER 

036956T1100-A BV3-2466T-LD-SW - 4" - LEVER 
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DN/Size A H1 H2 ID L L1 SW Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 22 65 80 22 1000 WOG 0.34 

DN20 

(3/4") 
20 62,5 42,5 27,5 75 100 27,5 1000 WOG 0.58 

DN25 (1") 24,5 72 50,2 34,5 85 125 34,5 1000 WOG 0.88 

DN32 (1 

1/4") 
32 78,3 56,5 43 100 125 43 1000 WOG 1.30 

DN40 (1 

1/2") 
38 88,6 68,7 49 110 160 49 1000 WOG 2.02 

DN50 (2") 50 101,4 81,5 61,5 130 160 61,5 1000 WOG 3.27 

DN65 (2 

1/2") 
65 130,6 113 74 168 230 74 1000 WOG 8.92 

DN80 (3") 76,2 148,8 126,9 90 204 300 90 1000 WOG 15.18 

DN100 (4") 100 174,25 137,3 115,6 217 400 115,6 1000 WOG 23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-2466T-LD-BSP - STE with lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with stainless steel stem extension and lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036156T1S015-A BV3-2466T-LD-BSP - 1/2" - STE-LEVER 

036156T1S020-A BV3-2466T-LD-BSP - 3/4" - STE-LEVER 

036156T1S025-A BV3-2466T-LD-BSP - 1" - STE-LEVER 

036156T1S032-A BV3-2466T-LD-BSP - 1 1/4" - STE-LEVER 

036156T1S040-A BV3-2466T-LD-BSP - 1 1/2" - STE-LEVER 

036156T1S050-A BV3-2466T-LD-BSP - 2" - STE-LEVER 
 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 145 65 80 1000 

WOG 
0.48 

DN20 

(3/4") 
20 154,7 75 100 1000 

WOG 
0.72 

DN25 (1") 24,5 165,3 85 125 1000 

WOG 
1.12 

DN32 (1 

1/4") 
32 170,9 100 125 1000 

WOG 
1.54 
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DN40 (1 

1/2") 
38 184 110 160 1000 

WOG 
2.40 

DN50 (2") 50 193,3 130 160 1000 

WOG 
3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A351 CF8/A182-

F304 
PTFE stainless 

steel AISI 

316 

BV3-6666T-LD-BSP 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036177T1015-A BV3-6666T-LD-BSP - 1/2" - LEVER 

036177T1020-A BV3-6666T-LD-BSP - 3/4" - LEVER 

036177T1025-A BV3-6666T-LD-BSP - 1" - LEVER 

036177T1032-A BV3-6666T-LD-BSP - 1 1/4" - LEVER 

036177T1040-A BV3-6666T-LD-BSP - 1 1/2" - LEVER 

036177T1050-A BV3-6666T-LD-BSP - 2" - LEVER 

036177T1065-A BV3-6666T-LD-BSP - 2 1/2" - LEVER 

036177T1080-A BV3-6666T-LD-BSP - 3" - LEVER 

036177T1100-A BV3-6666T-LD-BSP - 4" - LEVER 
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DN/Size A H1 H2 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 65 80 1000 

WOG 
0.34 

DN20 

(3/4") 
20 62,5 42,5 75 100 1000 

WOG 
0.58 

DN25 (1") 24,5 72 50,2 85 125 1000 

WOG 
0.88 

DN32 (1 

1/4") 
32 78,3 56,5 100 125 1000 

WOG 
1.30 

DN40 (1 

1/2") 
38 88,6 68,7 110 160 1000 

WOG 
2.02 

DN50 (2") 50 101,4 81,5 130 160 1000 

WOG 
3.27 

DN65 (2 

1/2") 
65 130,6 113 168 230 1000 

WOG 
8.92 

DN80 (3") 76,2 148,8 126,9 204 300 1000 

WOG 
15.18 

DN100 (4") 100 174,25 137,3 217 400 1000 

WOG 
23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-6666T-LD-NPT 
Ball valve with 3-pce body, full bore, NPT threaded F/F ANSI B2.1, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036377T1015-A BV3-6666T-LD-NPT - 1/2" - LEVER 

036377T1020-A BV3-6666T-LD-NPT - 3/4" - LEVER 

036377T1025-A BV3-6666T-LD-NPT - 1" - LEVER 

036377T1032-A BV3-6666T-LD-NPT - 1 1/4" - LEVER 

036377T1040-A BV3-6666T-LD-NPT - 1 1/2" - LEVER 

036377T1050-A BV3-6666T-LD-NPT - 2" - LEVER 

036377T1065-A BV3-6666T-LD-NPT - 2 1/2" - LEVER 

036377T1080-A BV3-6666T-LD-NPT - 3" - LEVER 

036377T1100-A BV3-6666T-LD-NPT - 4" - LEVER 
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DN/Size A H1 H2 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 65 80 1000 

WOG 
0.34 

DN20 

(3/4") 
20 62,5 42,5 75 100 1000 

WOG 
0.58 

DN25 (1") 24,5 72 50,2 85 125 1000 

WOG 
0.88 

DN32 (1 

1/4") 
32 78,3 56,5 100 125 1000 

WOG 
1.30 

DN40 (1 

1/2") 
38 88,6 68,7 110 160 1000 

WOG 
2.02 

DN50 (2") 50 101,4 81,5 130 160 1000 

WOG 
3.27 

DN65 (2 

1/2") 
65 130,6 113 168 230 1000 

WOG 
8.92 

DN80 (3") 76,2 148,8 126,9 204 300 1000 

WOG 
15.18 

DN100 (4") 100 174,25 137,3 217 400 1000 

WOG 
23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-6666T-LD-BW 
Ball valve with 3-pce body, full bore, BW welded ends ASME B16.25 Sched.40, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036877T1015-A BV3-6666T-LD-BW - 1/2" - LEVER 

036877T1020-A BV3-6666T-LD-BW - 3/4" - LEVER 

036877T1025-A BV3-6666T-LD-BW - 1" - LEVER 

036877T1032-A BV3-6666T-LD-BW - 1 1/4" - LEVER 

036877T1040-A BV3-6666T-LD-BW - 1 1/2" - LEVER 

036877T1050-A BV3-6666T-LD-BW - 2" - LEVER 

036877T1065-A BV3-6666T-LD-BW - 2 1/2" - LEVER 

036877T1080-A BV3-6666T-LD-BW - 3" - LEVER 

036877T1100-A BV3-6666T-LD-BW - 4" - LEVER 
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DN/Size A H1 H2 ID OD L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 16 17 65 80 1000 WOG 0.34 

DN20 

(3/4") 
20 62,5 42,5 20 22 75 100 1000 WOG 0.58 

DN25 (1") 24,5 72 50,2 24,5 28 85 125 1000 WOG 0.88 

DN32 (1 

1/4") 
32 78,3 56,5 33,8 37 100 125 1000 WOG 1.30 

DN40 (1 

1/2") 
38 88,6 68,7 39,8 43 110 160 1000 WOG 2.02 

DN50 (2") 50 101,4 81,5 50,8 54 130 160 1000 WOG 3.27 

DN65 (2 

1/2") 
65 130,6 113 65 77 170 230 1000 WOG 8.92 

DN80 (3") 76,2 148,8 126,9 77,9 90 204 300 1000 WOG 15.18 

DN100 (4") 100 174,25 137,3 102,2 107,7 230 400 1000 WOG 23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-6666T-LD-SW 
Ball valve with 3-pce body, full bore, SW welding sockets DIN 3239-2, with lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036977T1015-A BV3-6666T-LD-SW - 1/2" - LEVER 

036977T1020-A BV3-6666T-LD-SW - 3/4" - LEVER 

036977T1025-A BV3-6666T-LD-SW - 1" - LEVER 

036977T1032-A BV3-6666T-LD-SW - 1 1/4" - LEVER 

036977T1040-A BV3-6666T-LD-SW - 1 1/2" - LEVER 

036977T1050-A BV3-6666T-LD-SW - 2" - LEVER 

036977T1065-A BV3-6666T-LD-SW - 2 1/2" - LEVER 

036977T1080-A BV3-6666T-LD-SW - 3" - LEVER 

036977T1100-A BV3-6666T-LD-SW - 4" - LEVER 
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DN/Size A H1 H2 ID L L1 SW Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 57,5 38,4 22 65 80 22 1000 WOG 0.34 

DN20 

(3/4") 
20 62,5 42,5 27,5 75 100 27,5 1000 WOG 0.58 

DN25 (1") 24,5 72 50,2 34,5 85 125 34,5 1000 WOG 0.88 

DN32 (1 

1/4") 
32 78,3 56,5 43 100 125 43 1000 WOG 1.30 

DN40 (1 

1/2") 
38 88,6 68,7 49 110 160 49 1000 WOG 2.02 

DN50 (2") 50 101,4 81,5 61,5 130 160 61,5 1000 WOG 3.27 

DN65 (2 

1/2") 
65 130,6 113 74 168 230 74 1000 WOG 8.92 

DN80 (3") 76,2 148,8 126,9 90 204 300 90 1000 WOG 15.18 

DN100 (4") 100 174,25 137,3 115,6 217 400 115,6 1000 WOG 23.88 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE Stainless 

steel : AISI 

201 

(EN1.4372) 
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BV3-6666T-LD-BSP - STE with lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO7/1-Rp, with stainless steel stem extension and lockable lever 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

036177T1S015-A BV3-6666T-LD-BSP - 1/2" - STE-LEVER 

036177T1S020-A BV3-6666T-LD-BSP - 3/4" - STE-LEVER 

036177T1S025-A BV3-6666T-LD-BSP - 1" - STE-LEVER 

036177T1S032-A BV3-6666T-LD-BSP - 1 1/4" - STE-LEVER 

036177T1S040-A BV3-6666T-LD-BSP - 1 1/2" - STE-LEVER 

036177T1S050-A BV3-6666T-LD-BSP - 2" - STE-LEVER 
 

 

DN/Size A H1 L L1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
15 145 65 80 1000 

WOG 
0.48 

DN20 

(3/4") 
20 154,7 75 100 1000 

WOG 
0.72 

DN25 (1") 24,5 165,3 85 125 1000 

WOG 
1.12 

DN32 (1 

1/4") 
32 170,9 100 125 1000 

WOG 
1.54 
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DN40 (1 

1/2") 
38 184 110 160 1000 

WOG 
2.40 

DN50 (2") 50 193,3 130 160 1000 

WOG 
3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M/A182-

F316 
PTFE stainless 

steel AISI 

316 

BV3M3-2466T-BSP - Lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO228/1-G, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-4 M3 

 

 

Item Number Belven Ref. 

03M36156T1008 BV3M3-2466T-BSP - 1/4" - LEVER 

03M36156T1010 BV3M3-2466T-BSP - 3/8" - LEVER 

03M36156T1015 BV3M3-2466T-BSP - 1/2" - LEVER 

03M36156T1020 BV3M3-2466T-BSP - 3/4" - LEVER 

03M36156T1025 BV3M3-2466T-BSP - 1" - LEVER 

03M36156T1032 BV3M3-2466T-BSP - 1 1/4" - LEVER 

03M36156T1040 BV3M3-2466T-BSP - 1 1/2" - LEVER 

03M36156T1050 BV3M3-2466T-BSP - 2" - LEVER 
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DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A351 CF8 PTFE Stainless steel : AISI 304 

BV3M3-2466T-NPT - Lever 
Ball valve with 3-pce body, full bore, NPT threaded F/F ANSI B2.1, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-4 M3 
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Item Number Belven Ref. 

03M36356T1008 BV3M3-2466T-NPT - 1/4" - LEVER 

03M36356T1010 BV3M3-2466T-NPT - 3/8" - LEVER 

03M36356T1015 BV3M3-2466T-NPT - 1/2" - LEVER 

03M36356T1020 BV3M3-2466T-NPT - 3/4" - LEVER 

03M36356T1025 BV3M3-2466T-NPT - 1" - LEVER 

03M36356T1032 BV3M3-2466T-NPT - 1 1/4" - LEVER 

03M36356T1040 BV3M3-2466T-NPT - 1 1/2" - LEVER 

03M36356T1050 BV3M3-2466T-NPT - 2" - LEVER 
 

 

DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A351 CF8 PTFE Stainless steel : AISI 304 
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BV3M3-2466T-BW - Lever 
Ball valve with 3-pce body, full bore, welding ends BW ASME B16.25 Sched.40, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-2 S13 

 

 

Item Number Belven Ref. 

03M36856T1008 BV3M3-2466T-BW - 1/4" - LEVER 

03M36856T1010 BV3M3-2466T-BW - 3/8" - LEVER 

03M36856T1015 BV3M3-2466T-BW - 1/2" - LEVER 

03M36856T1020 BV3M3-2466T-BW - 3/4" - LEVER 

03M36856T1025 BV3M3-2466T-BW - 1" - LEVER 

03M36856T1032 BV3M3-2466T-BW - 1 1/4" - LEVER 

03M36856T1040 BV3M3-2466T-BW - 1 1/2" - LEVER 

03M36856T1050 BV3M3-2466T-BW - 2" - LEVER 
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DN/Size A H1 H2 H3 H4 ID OD L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 11,

6 
18,1 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 12,

8 
18,1 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 15 21,7 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 20 27,2 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 25 34 100 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 32 42,7 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 38 48,6 125 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 50 60,5 150 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A351 CF8 PTFE Stainless steel : AISI 304 

BV3M3-2466T-SW - Lever 
Ball valve with 3-pce body, full bore, welding sockets SW DIN 3239-2, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-4 M3 
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Item Number Belven Ref. 

03M36956T1008 BV3M3-2466T-SW - 1/4" - LEVER 

03M36956T1010 BV3M3-2466T-SW - 3/8" - LEVER 

03M36956T1015 BV3M3-2466T-SW - 1/2" - LEVER 

03M36956T1020 BV3M3-2466T-SW - 3/4" - LEVER 

03M36956T1025 BV3M3-2466T-SW - 1" - LEVER 

03M36956T1032 BV3M3-2466T-SW - 1 1/4" - LEVER 

03M36956T1040 BV3M3-2466T-SW - 1 1/2" - LEVER 

03M36956T1050 BV3M3-2466T-SW - 2" - LEVER 
 

 

DN/Size A H1 H2 H3 H4 ID L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 14,

1 
55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 17,

6 
60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 21,

7 
75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 27,

2 
80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 33,

9 
90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 42,

6 
110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 48,

7 
120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 61,

1 
140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A351 CF8 PTFE Stainless steel : AISI 304 
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BV3M3-2466T-BSP - DSTE with Lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO228/1-G, ISO 5211 high top flange,  incl. stainless steel stem extension 

with protective tube and lockable lever 
Face to Face Standard: DIN 3202-4 M3 

 

 

Item Number Belven Ref. 

03M36156T1S008 BV3M3-2466T-BSP - 1/4" - DSTE-LEVER 

03M36156T1S010 BV3M3-2466T-BSP - 3/8" - DSTE-LEVER 

03M36156T1S015 BV3M3-2466T-BSP - 1/2" - DSTE-LEVER 

03M36156T1S020 BV3M3-2466T-BSP - 3/4" - DSTE-LEVER 

03M36156T1S025 BV3M3-2466T-BSP - 1" - DSTE-LEVER 

03M36156T1S032 BV3M3-2466T-BSP - 1 1/4" - DSTE-LEVER 

03M36156T1S040 BV3M3-2466T-BSP - 1 1/2" - DSTE-LEVER 

03M36156T1S050 BV3M3-2466T-BSP - 2" - DSTE-LEVER 
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DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 36 58 9,6 15,5 55 112 11 F05 50   4 x 7  1000 WOG 1.30 

DN10 (3/8") 12,8 36 58 9,6 15,5 60 112 11 F05 50   4 x 7  1000 WOG 1.30 

DN15 (1/2") 15 38 58 9,6 15,5 75 112 11 F05 50   4 x 7  1000 WOG 1.40 

DN20 (3/4") 20 41,

7 
60 11,6 17,3 80 138 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.60 

DN25 (1") 25 44,

4 
60 11,6 17,3 90 138 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN32 (1 

1/4") 
32 52,

8 
60 11,2 24,4 110 205 14 F07 70 F07 70 4 x 9 4 x 9 1000 WOG 2.70 

DN40 (1 

1/2") 
38 58,

5 
60 11,2 24,4 120 205 14 F07 70 F07 70 4 x 9 4 x 9 1000 WOG 3.40 

DN50 (2") 50 66 60 11,2 24,4 140 205 14 F07 70 F07 70 4 x 9 4 x 9 1000 WOG 4.60 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A351 CF8 PTFE stainless steel AISI 316 

!! For NPT, BW, SW connection check your  BELVEN sales engineer !! 

BV3M3-6666T-BSP - Lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO228/1-G, ISO 5211 high top flange, with lockable lever 
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Face to Face Standard: DIN 3202-4 M3 

 

 

Item Number Belven Ref. 

03M36177T1008 BV3M3-6666T-BSP - 1/4" - LEVER 

03M36177T1010 BV3M3-6666T-BSP - 3/8" - LEVER 

03M36177T1015 BV3M3-6666T-BSP - 1/2" - LEVER 

03M36177T1020 BV3M3-6666T-BSP - 3/4" - LEVER 

03M36177T1025 BV3M3-6666T-BSP - 1" - LEVER 

03M36177T1032 BV3M3-6666T-BSP - 1 1/4" - LEVER 

03M36177T1040 BV3M3-6666T-BSP - 1 1/2" - LEVER 

03M36177T1050 BV3M3-6666T-BSP - 2" - LEVER 
 

 

DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351 CF8M Stainless steel : A351 CF8M PTFE Stainless steel : AISI 304 
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BV3M3-6666T-NPT - Lever 
Ball valve with 3-pce body, full bore, NPT threaded F/F ANSI B2.1, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-4 M3 

 

 

Item Number Belven Ref. 

03M36377T1008 BV3M3-6666T-NPT - 1/4" - LEVER 

03M36377T1010 BV3M3-6666T-NPT - 3/8" - LEVER 

03M36377T1015 BV3M3-6666T-NPT - 1/2" - LEVER 

03M36377T1020 BV3M3-6666T-NPT - 3/4" - LEVER 

03M36377T1025 BV3M3-6666T-NPT - 1" - LEVER 

03M36377T1032 BV3M3-6666T-NPT - 1 1/4" - LEVER 

03M36377T1040 BV3M3-6666T-NPT - 1 1/2" - LEVER 

03M36377T1050 BV3M3-6666T-NPT - 2" - LEVER 
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DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351 CF8M Stainless steel : A351 CF8M PTFE Stainless steel : AISI 304 

BV3M3-6666T-BW - Lever 
Ball valve with 3-pce body, full bore, welding ends BW ASME B16.25 Sched.40, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-2 S13 
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Item Number Belven Ref. 

03M36877T1008 BV3M3-6666T-BW - 1/4" - LEVER 

03M36877T1010 BV3M3-6666T-BW - 3/8" - LEVER 

03M36877T1015 BV3M3-6666T-BW - 1/2" - LEVER 

03M36877T1020 BV3M3-6666T-BW - 3/4" - LEVER 

03M36877T1025 BV3M3-6666T-BW - 1" - LEVER 

03M36877T1032 BV3M3-6666T-BW - 1 1/4" - LEVER 

03M36877T1040 BV3M3-6666T-BW - 1 1/2" - LEVER 

03M36877T1050 BV3M3-6666T-BW - 2" - LEVER 
 

 

DN/Size A H1 H2 H3 H4 ID OD L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 11,6 18,

1 
55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 12,8 18,

1 
60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 15 21,

7 
75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 20 27,

2 
90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 25 34 100 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 32 42,

7 
110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 38 48,

6 
125 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 50 60,

5 
150 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351 CF8M Stainless steel : A351 CF8M PTFE Stainless steel : AISI 304 
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BV3M3-6666T-SW - Lever 
Ball valve with 3-pce body, full bore, welding sockets SW DIN 3239-2, ISO 5211 high top flange, with lockable lever 
Face to Face Standard: DIN 3202-4 M3 

 

 

Item Number Belven Ref. 

03M36977T1008 BV3M3-6666T-SW - 1/4" - LEVER 

03M36977T1010 BV3M3-6666T-SW - 3/8" - LEVER 

03M36977T1015 BV3M3-6666T-SW - 1/2" - LEVER 

03M36977T1020 BV3M3-6666T-SW - 3/4" - LEVER 

03M36977T1025 BV3M3-6666T-SW - 1" - LEVER 

03M36977T1032 BV3M3-6666T-SW - 1 1/4" - LEVER 

03M36977T1040 BV3M3-6666T-SW - 1 1/2" - LEVER 

03M36977T1050 BV3M3-6666T-SW - 2" - LEVER 
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DN/Size A H1 H2 H3 H4 ID L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 61,1 36 9,6 15,5 14,1 55 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN10 (3/8") 12,8 61,1 36 9,6 15,5 17,6 60 112 9 F03 36   4 x 6  1000 WOG 0.50 

DN15 (1/2") 15 63,1 38 9,6 15,5 21,7 75 112 9 F03 36   4 x 6  1000 WOG 0.60 

DN20 (3/4") 20 70,6 41,7 11,6 17,3 27,2 80 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 0.90 

DN25 (1") 25 73,3 44,4 11,6 17,3 33,9 90 138 11 F04 42 F05 50 4 x 6 4 x 7 1000 WOG 1.10 

DN32 (1 

1/4") 
32 88,4 52,8 11,2 24,4 42,6 110 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN40 (1 

1/2") 
38 94,1 58,5 11,2 24,4 48,7 120 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 2.50 

DN50 (2") 50 101,6 66 11,2 24,4 61,1 140 205 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 3.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351 CF8M Stainless steel : A351 CF8M PTFE Stainless steel : AISI 304 

BV3M3-6666T-BSP - DSTE with Lever 
Ball valve with 3-pce body, full bore, BSP threaded F/F ISO228/1-G, ISO 5211 high top flange,  incl. stainless steel stem extension 

with protective tube and lockable lever 
Face to Face Standard: DIN 3202-4 M3 
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Item Number Belven Ref. 

03M36177T1S008 BV3M3-6666T-BSP - 1/4" - DSTE-LEVER 

03M36177T1S010 BV3M3-6666T-BSP - 3/8" - DSTE-LEVER 

03M36177T1S015 BV3M3-6666T-BSP - 1/2" - DSTE-LEVER 

03M36177T1S020 BV3M3-6666T-BSP - 3/4" - DSTE-LEVER 

03M36177T1S025 BV3M3-6666T-BSP - 1" - DSTE-LEVER 

03M36177T1S032 BV3M3-6666T-BSP - 1 1/4" - DSTE-LEVER 

03M36177T1S040 BV3M3-6666T-BSP - 1 1/2" - DSTE-LEVER 

03M36177T1S050 BV3M3-6666T-BSP - 2" - DSTE-LEVER 
 

 

DN/Size A H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN08 (1/4") 11,6 36 58 9,6 15,5 55 112 11 F05 50   4 x 7  1000 WOG 1.30 

DN10 (3/8") 12,8 36 58 9,6 15,5 60 112 11 F05 50   4 x 7  1000 WOG 1.30 

DN15 (1/2") 15 38 58 9,6 15,5 75 112 11 F05 50   4 x 7  1000 WOG 1.40 

DN20 (3/4") 20 41,7 60 11,6 17,3 80 138 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.60 

DN25 (1") 25 44,4 60 11,6 17,3 90 138 14 F05 50 F07 70 4 x 7 4 x 9 1000 WOG 1.80 

DN32 (1 

1/4") 
32 52,8 60 11,2 24,4 110 205 14 F07 70   4 x 9  1000 WOG 2.70 

DN40 (1 

1/2") 
38 58,5 60 11,2 24,4 120 205 14 F07 70   4 x 9  1000 WOG 3.40 

DN50 (2") 50 66 60 11,2 24,4 140 205 14 F07 70   4 x 9  1000 WOG 4.60 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351 CF8M Stainless steel : A351 CF8M PTFE stainless steel AISI 316 
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!! For NPT, BW, SW connection check your  BELVEN sales engineer !! 

BV4-4466T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D57F1015 BV4-4466T-PN40-DN015 - LEVER 

043D57F1020 BV4-4466T-PN40-DN020 - LEVER 

043D57F1025 BV4-4466T-PN40-DN025 - LEVER 

043D57F1032 BV4-4466T-PN40-DN032 - LEVER 

043D57F1040 BV4-4466T-PN40-DN040 - LEVER 

043D57F1050 BV4-4466T-PN40-DN050 - LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 88 88 49 115 131 F04 42 4 x M5 M10 PN40 2.50 

DN20 (3/4") 19 7 37 19 93 93 51 120 131 F04 42 4 x M5 M10 PN40 3.20 

DN25 (1") 25 8 45 27,5 89 89 54 125 174 F05 50 4 x M6 M12 PN40 4.50 

DN32 (1 

1/4") 
30 8 48,

5 
27,5 93 93 55 130 174 F05 50 4 x M6 M12 PN40 5.80 

DN40 (1 

1/2") 
38 10 77 30 133 133 51,5 140 250 F05 50 4 x M6 M16 PN40 8.10 

DN50 (2") 50,2 14 83,

5 
38,5 144 144 57,5 150 321 F07 70 4 x M8 M20 PN40 11.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 

BV4-4466T-PN16 - Lever 
Ball valve, full bore, split body, flanged PN16, with lever 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D57F1065 BV4-4466T-PN16-DN065 - LEVER 

043D57F1080 BV4-4466T-PN16-DN080 - LEVER 

043D57F1100 BV4-4466T-PN16-DN100 - LEVER 

043D57F1125 BV4-4466T-PN16-DN125 - LEVER 

043D57F1150 BV4-4466T-PN16-DN150 - LEVER 

043D57F1200 BV4-4466T-PN16-DN200 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 154 61 170 321 F07 70 4 x M8 M20 PN16 16.20 

DN80 (3") 76 18 108 43 18 173 75,5 180 381 F10 102 4 x M10 M24 PN16 19.60 

DN100 (4") 95 18 122 43 18 187 80 190 381 F10 102 4 x M10 M24 PN16 27.10 

DN125 (5") 125 18 144 43 18 209 149 325 381 F10 102 4 x M10 M24 PN16 47.10 

DN150 (6") 150 30 177 68 27,5 305 157 350 700 F12 125 4 x M12 M42 PN16 75.50 

DN200 (8") 200 30 220 68 27,5 348 190 400 700 F12 125 4 x M12 M42 PN16 133.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 
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BV4-4466R-PN40 - Lever 
Ball valve, full bore, split body, flanged PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D57F1065 BV4-4466R-PN40-DN065 - LEVER 

045D57F1080 BV4-4466R-PN40-DN080 - LEVER 

045D57F1100 BV4-4466R-PN40-DN100 - LEVER 

045D57F1150 BV4-4466R-PN40-DN150 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 154 61 170 321 F07 70 4 x M8 M20 PN40 16.20 

DN80 (3") 76 18 108 43 18 173 75,5 180 381 F10 102 4 x M10 M24 PN40 22.60 

DN100 (4") 95 18 122 43 18 187 80 190 381 F10 102 4 x M10 M24 PN40 30.60 

DN150 (6") 150 30 177 68 27,5 305 157 350 700 F12 125 4 x M12 M42 PN40 85.50 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 

BV4-4466R-PN40-TR - Lever 
Ball valve, full bore, trunnion mounted, split body, flanged PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D57F1200TR BV4-4466R-PN40-TR-DN200 - LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 200 30 220 68 27,5 348 190 400 700 F12 125 4 x M12 M4

2 
PN40 163.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 

BV4-4466T-PN10/PN16/PN40 - DSTE with 

Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D57DSTE1015 BV4-4466T-PN40-DN015 - DSTE-LEVER 

043D57DSTE1020 BV4-4466T-PN40-DN020 - DSTE-LEVER 

043D57DSTE1025 BV4-4466T-PN40-DN025 - DSTE-LEVER 

043D57DSTE1032 BV4-4466T-PN40-DN032 - DSTE-LEVER 

043D57DSTE1040 BV4-4466T-PN40-DN040 - DSTE-LEVER 

043D57DSTE1050 BV4-4466T-PN40-DN050 - DSTE-LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 110 8 51,5 49 115 131 F04 42 4 x M5 M10 PN40 3.40 

DN20 (3/4") 19 7 37 110 8 51 51 120 131 F04 42 4 x M5 M10 PN40 4.00 

DN25 (1") 25 8 45 113 13 37 54 125 174 F05 50 4 x M6 M12 PN40 5.30 

DN32 (1 

1/4") 
30 8 48,

5 
113 13 37 55 130 174 F05 50 4 x M6 M12 PN40 6.90 

DN40 (1 

1/2") 
38 10 77 113 10 44,1 51,5 140 250 F05 50 4 x M6 M16 PN40 9.10 

DN50 (2") 50,2 14 83,

5 
121 18 51,8 57,5 150 321 F07 70 4 x M8 M20 PN40 13.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE stainless steel AISI 316 

BV4-4466T-PN16 - DSTE with Lever 
Ball valve, full bore, split body, flanged PN16, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D57DSTE1065 BV4-4466T-PN16-DN065 - DSTE-LEVER 

043D57DSTE1080 BV4-4466T-PN16-DN080 - DSTE-LEVER 

043D57DSTE1100 BV4-4466T-PN16-DN100 - DSTE-LEVER 

043D57DSTE1125 BV4-4466T-PN16-DN125 - DSTE-LEVER 

043D57DSTE1150 BV4-4466T-PN16-DN150 - DSTE-LEVER 

043D57DSTE1200 BV4-4466T-PN16-DN200 - DSTE-LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,

5 
121 18 51,8 61 170 321 F07 70 4 x M8 M20 PN16 18.20 

DN80 (3") 76 18 108 126 18 52,7 75,5 180 381 F10 102 4 x M10 M24 PN16 23.10 

DN100 (4") 95 18 122 126 18 52,7 80 190 381 F10 102 4 x M10 M24 PN16 30.60 

DN125 (5") 125 18 144 126 18 52,7 149 325 381 F10 102 4 x M10 M24 PN16 50.60 

DN150 (6") 150 30 177 145 27,5 120,5 157 350 700 F12 125 4 x M12 M42 PN16 83.00 

DN200 (8") 200 30 220 145 27,5 120,5 190 400 700 F12 125 4 x M12 M42 PN16 141.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE stainless steel AISI 316 
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BV4-4466T-PN10/PN16/PN40 - Aluminium 

Gearbox 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D57F5015 BV4-4466T-PN40-DN015 - GEARBOX 

043D57F5020 BV4-4466T-PN40-DN020 - GEARBOX 

043D57F5025 BV4-4466T-PN40-DN025 - GEARBOX 

043D57F5032 BV4-4466T-PN40-DN032 - GEARBOX 

043D57F5040 BV4-4466T-PN40-DN040 - GEARBOX 

043D57F5050 BV4-4466T-PN40-DN050 - GEARBOX 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 49 115 45 119 PN40 4.70 

DN20 

(3/4") 
100 115 51 120 45 119 PN40 5.40 

DN25 (1") 100 132 54 125 45 119 PN40 6.80 

DN32 (1 

1/4") 
100 136 55 130 45 119 PN40 8.20 

DN40 (1 

1/2") 
125 164 51,

5 
140 46 166 PN40 10.20 

DN50 (2") 125 169 57,

5 
150 46 166 PN40 13.90 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : 1.0619 

(WCB) 
Stainless steel : A182-F304 / A351-

CF8 
PTFE Aluminium 

BV4-4466T-PN16 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged PN16, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D57F5065 BV4-4466T-PN16-DN065 - GEARBOX 

043D57F5080 BV4-4466T-PN16-DN080 - GEARBOX 

043D57F5100 BV4-4466T-PN16-DN100 - GEARBOX 

043D57F5125 BV4-4466T-PN16-DN125 - GEARBOX 

043D57F5150 BV4-4466T-PN16-DN150 - GEARBOX 

043D57F5200 BV4-4466T-PN16-DN200 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
125 181 61 170 46 166 PN16 19.90 

DN80 (3") 224 217 75,

5 
180 52 194 PN16 23.80 

DN100 (4") 224 230 80 190 52 194 PN16 30.30 

DN125 (5") 224 252 149 325 52 194 PN16 53.30 

DN150 (6") 256 315 157 350 65 236 PN16 81.90 

DN200 (8") 400 360 190 400 80 376 PN16 122.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : 1.0619 

(WCB) 
Stainless steel : A182-F304 / A351-

CF8 
PTFE Aluminium 
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BV4-4466T-PN16-TR - Gearbox 
Ball valve, full bore, trunnion mounted, split body, flanged PN16, with Rotork gearbox 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN250 

(10") 
700 434 225 450 86 305 PN16 0.00 

DN300 

(12") 
700 471 250 500 104,5 346 PN16 0.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : 1.0619 

(WCB) 
Stainless steel : A182-F304 / A351-CF8 PTFE Cast Iron 

Face   to   Face   Standard:   EN   558 - 1   series   27 

Item Number 

F5250TR 043D57 

F5300TR 043D57 

Belven Ref. 

BV4-4466T-PN16-TR-DN250 - GEARBOX 

BV4-4466T-PN16-TR-DN300 - GEARBOX 
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BV4-4466R-PN40 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged PN40, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D57F5065 BV4-4466R-PN40-DN065 - GEARBOX 

045D57F5080 BV4-4466R-PN40-DN080 - GEARBOX 

045D57F5100 BV4-4466R-PN40-DN100 - GEARBOX 

045D57F5150 BV4-4466R-PN40-DN150 - GEARBOX 

045D57F5200 BV4-4466R-PN40-DN200 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
125 181 61 170 46 166 PN40 21.60 

DN80 (3") 224 217 75,

5 
180 52 194 PN40 25.80 

DN100 (4") 224 230 80 190 52 194 PN40 32.90 

DN150 (6") 256 315 157 350 65 236 PN40 89.60 

DN200 (8") 400 360 190 400 80 376 PN40 133.30 
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Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : 1.0619 

(WCB) 
Stainless steel : A182-F304 / A351-

CF8 
RPTFE Aluminium 

BV4-4466T-PN10/PN16/PN40 - Bare Shaft 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D57F0015 BV4-4466T-PN40-DN015 - BARE SHAFT 

043D57F0020 BV4-4466T-PN40-DN020 - BARE SHAFT 

043D57F0025 BV4-4466T-PN40-DN025 - BARE SHAFT 

043D57F0032 BV4-4466T-PN40-DN032 - BARE SHAFT 

043D57F0040 BV4-4466T-PN40-DN040 - BARE SHAFT 

043D57F0050 BV4-4466T-PN40-DN050 - BARE SHAFT 
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DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 8 52 49 115 F04 42 4 x M5 M1

0 
PN40 2.40 

DN20 (3/4") 19 7 37 19 8 56 51 120 F04 42 4 x M5 M1

0 
PN40 3.10 

DN25 (1") 25 8 45 27,5 13 72,5 54 125 F05 50 4 x M6 M1

2 
PN40 4.00 

DN32 (1 

1/4") 
30 8 48,

5 
27,5 13 76 55 130 F05 50 4 x M6 M1

2 
PN40 5.60 

DN40 (1 

1/2") 
38 10 77 30 10 107 51,5 140 F05 50 4 x M6 M1

6 
PN40 7.50 

DN50 (2") 50,2 14 83,

5 
38,5 18 122 57,5 150 F07 70 4 x M8 M2

0 
PN40 10.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 

BV4-4466T-PN16 - Bare Shaft 
Ball valve, full bore, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D57F0065 BV4-4466T-PN16-DN065 - BARE SHAFT 

043D57F0080 BV4-4466T-PN16-DN080 - BARE SHAFT 

043D57F0100 BV4-4466T-PN16-DN100 - BARE SHAFT 

043D57F0125 BV4-4466T-PN16-DN125 - BARE SHAFT 

043D57F0150 BV4-4466T-PN16-DN150 - BARE SHAFT 

043D57F0200 BV4-4466T-PN16-DN200 - BARE SHAFT 
 

 

DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,

5 
39,5 18 133 61 170 F07 70 4 x M8 M20 PN16 15.50 

DN80 (3") 76 18 108 43 18 151 75,5 180 F10 102 4 x M10 M24 PN16 18.50 

DN100 (4") 95 18 122 43 18 165 80 190 F10 102 4 x M10 M24 PN16 26.00 

DN125 (5") 125 18 144 43 18 187 149 325 F10 102 4 x M10 M24 PN16 46.00 

DN150 (6") 150 30 177 68 27,5 245 157 350 F12 125 4 x M12 M42 PN16 72.00 

DN200 (8") 200 30 220 68 27,5 288 190 400 F12 125 4 x M12 M42 PN16 130.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 
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BV4-4466T-PN16-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D57F0250TR BV4-4466T-PN16-DN250 - BARE SHAFT 

043D57F0300TR BV4-4466T-PN16-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN250 (10") 38 272 81 47 353 225 450 F14 140 4 x M16 M52 PN16 180.00 

DN300 (12") 38 303 81 47 384 250 500 F14 140 4 x M16 M52 PN16 226.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 
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BV4-4466R-PN40 - Bare Shaft 
Ball valve, full bore, split body, flanged PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D57F0065 BV4-4466R-PN40-DN065 - BARE SHAFT 

045D57F0080 BV4-4466R-PN40-DN080 - BARE SHAFT 

045D57F0100 BV4-4466R-PN40-DN100 - BARE SHAFT 

045D57F0150 BV4-4466R-PN40-DN150 - BARE SHAFT 
 

 

DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,

5 
39,5 18 133 61 170 F07 70 4 x M8 M20 PN40 15.50 

DN80 (3") 76 18 108 43 18 151 75,5 180 F10 102 4 x M10 M24 PN40 21.50 

DN100 (4") 95 18 122 43 18 165 80 190 F10 102 4 x M10 M24 PN40 29.50 

DN150 (6") 150 30 177 68 27,5 245 157 350 F12 125 4 x M12 M42 PN40 82.00 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 RPTFE SS Stem A182-F304 

BV4-4466R-PN40-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D57F0200TR BV4-4466R-PN40-DN200 - BARE SHAFT 
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DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 200 30 220 68 27,5 288 190 400 F12 125 4 x M12 M42 PN40 160.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304 / A351-CF8 RPTFE SS Stem A182-F304 

BV4-4766T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D07F1015 BV4-4766T-PN40-DN015 - LEVER 

043D07F1020 BV4-4766T-PN40-DN020 - LEVER 

043D07F1025 BV4-4766T-PN40-DN025 - LEVER 

043D07F1032 BV4-4766T-PN40-DN032 - LEVER 

043D07F1040 BV4-4766T-PN40-DN040 - LEVER 

043D07F1050 BV4-4766T-PN40-DN050 - LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 88 88 49 115 131 F04 42 4 x M5 M10 PN40 2.50 

DN20 (3/4") 19 7 37 19 93 93 51 120 131 F04 42 4 x M5 M10 PN40 3.20 

DN25 (1") 25 8 45 27,5 89 89 54 125 174 F05 50 4 x M6 M12 PN40 4.50 

DN32 (1 

1/4") 
30 8 48,5 27,5 93 93 55 130 174 F05 50 4 x M6 M12 PN40 5.80 

DN40 (1 

1/2") 
38 10 77 30 133 133 51,5 140 250 F05 50 4 x M6 M16 PN40 8.10 

DN50 (2") 50,2 14 83,5 38,5 144 144 57,5 150 321 F07 70 4 x M8 M20 PN40 11.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 

BV4-4766T-PN16 - Lever 
Ball valve, full bore, split body, flanged PN16, with lever 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D07F1065 BV4-4766T-PN16-DN065 - LEVER 

043D07F1080 BV4-4766T-PN16-DN080 - LEVER 

043D07F1100 BV4-4766T-PN16-DN100 - LEVER 

043D07F1125 BV4-4766T-PN16-DN125 - LEVER 

043D07F1150 BV4-4766T-PN16-DN150 - LEVER 

043D07F1200 BV4-4766T-PN16-DN200 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 154 61 170 321 F07 70 4 x M8 M2

0 
PN16 16.20 

DN80 (3") 76 18 108 43 18 173 75,5 180 381 F10 102 4 x M10 M2

4 
PN16 19.60 

DN100 (4") 95 18 122 43 18 187 80 190 381 F10 102 4 x M10 M2

4 
PN16 27.10 

DN125 (5") 125 18 144 43 18 209 149 325 381 F10 102 4 x M10 M2

4 
PN16 47.10 

DN150 (6") 150 30 177 68 27,5 305 157 350 700 F12 125 4 x M12 M4

2 
PN16 75.50 

DN200 (8") 200 30 220 68 27,5 348 190 400 700 F12 125 4 x M12 M4

2 
PN16 133.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 
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BV4-4766T-PN10/PN16/PN40 - Bare Shaft 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D07F0015 BV4-4766T-PN40-DN015 - BARE SHAFT 

043D07F0020 BV4-4766T-PN40-DN020 - BARE SHAFT 

043D07F0025 BV4-4766T-PN40-DN025 - BARE SHAFT 

043D07F0032 BV4-4766T-PN40-DN032 - BARE SHAFT 

043D07F0040 BV4-4766T-PN40-DN040 - BARE SHAFT 

043D07F0050 BV4-4766T-PN40-DN050 - BARE SHAFT 
 

 

DN/Size A F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 8 52 49 115 F04 42 4 x 

M5 
M10 PN40 2.40 

DN20 (3/4") 19 7 37 19 8 56 51 120 F04 42 4 x 

M5 
M10 PN40 3.10 

DN25 (1") 25 8 45 27,5 13 72,5 54 125 F05 50 4 x 

M6 
M12 PN40 4.00 
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DN32 (1 

1/4") 
30 8 48,5 27,5 13 76 55 130 F05 50 4 x 

M6 
M12 PN40 5.60 

DN40 (1 

1/2") 
38 10 77 30 10 107 51,5 140 F05 50 4 x 

M6 
M16 PN40 7.50 

DN50 (2") 50,2 14 83,5 38,5 18 122 57,5 150 F07 70 4 x 

M8 
M20 PN40 10.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 

BV4-4766T-PN16 - Bare Shaft 
Ball valve, full bore, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D07F0065 BV4-4766T-PN16-DN065 - BARE SHAFT 

043D07F0080 BV4-4766T-PN16-DN080 - BARE SHAFT 

043D07F0100 BV4-4766T-PN16-DN100 - BARE SHAFT 

043D07F0125 BV4-4766T-PN16-DN125 - BARE SHAFT 

043D07F0150 BV4-4766T-PN16-DN150 - BARE SHAFT 

043D07F0200 BV4-4766T-PN16-DN200 - BARE SHAFT 
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DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 133 61 170 F07 70 4 x M8 M20 PN16 15.50 

DN80 (3") 76 18 108 43 18 151 75,5 180 F10 102 4 x 

M10 
M24 PN16 18.50 

DN100 (4") 95 18 122 43 18 165 80 190 F10 102 4 x 

M10 
M24 PN16 26.00 

DN125 (5") 125 18 144 43 18 187 149 325 F10 102 4 x 

M10 
M24 PN16 46.00 

DN150 (6") 150 30 177 68 27,

5 
245 157 350 F12 125 4 x 

M12 
M42 PN16 72.00 

DN200 (8") 200 30 220 68 27,

5 
288 190 400 F12 125 4 x 

M12 
M42 PN16 130.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 

BV4-4766T-PN16-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D07F0250TR BV4-4766T-PN16-DN250 - BARE SHAFT 

043D07F0300TR BV4-4766T-PN16-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN250 

(10") 
38 272 81 47 353 225 450 F14 140 4 x 

M16 
M52 PN16 180.00 

DN300 

(12") 
38 303 81 47 384 250 500 F14 140 4 x 

M16 
M52 PN16 226.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : 1.1156 

(LCB) 
Stainless steel : A182-F304 / A351-

CF8 
PTFE SS Stem A182-

F304 
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BV4-6666T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77F1015 BV4-6666T-PN40-DN015 - LEVER 

043D77F1020 BV4-6666T-PN40-DN020 - LEVER 

043D77F1025 BV4-6666T-PN40-DN025 - LEVER 

043D77F1032 BV4-6666T-PN40-DN032 - LEVER 

043D77F1040 BV4-6666T-PN40-DN040 - LEVER 

043D77F1050 BV4-6666T-PN40-DN050 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 88 88 49 115 131 F04 42 4 x M5 M1

0 
PN40 2.50 

DN20 (3/4") 19 7 37 19 93 93 51 120 131 F04 42 4 x M5 M1

0 
PN40 3.20 

DN25 (1") 25 8 45 27,5 89 89 54 125 174 F05 50 4 x M6 M1

2 
PN40 4.50 

DN32 (1 

1/4") 
30 8 48,

5 
27,5 93 93 55 130 174 F05 50 4 x M6 M1

2 
PN40 5.80 
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DN40 (1 

1/2") 
38 10 77 30 133 133 51,5 140 250 F05 50 4 x M6 M1

6 
PN40 8.10 

DN50 (2") 50,2 14 83,

5 
38,5 144 144 57,5 150 321 F07 70 4 x M8 M2

0 
PN40 11.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE Carbon steel A37 

BV4-6666T-PN16 - Lever 
Ball valve, full bore, split body, flanged PN16, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77F1065 BV4-6666T-PN16-DN065 - LEVER 

043D77F1080 BV4-6666T-PN16-DN080 - LEVER 

043D77F1100 BV4-6666T-PN16-DN100 - LEVER 

043D77F1125 BV4-6666T-PN16-DN125 - LEVER 

043D77F1150 BV4-6666T-PN16-DN150 - LEVER 

043D77F1200 BV4-6666T-PN16-DN200 - LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 154 61 170 321 F07 70 4 x M8 M2

0 
PN16 16.20 

DN80 (3") 76 18 108 43 18 173 75,5 180 381 F10 102 4 x M10 M2

4 
PN16 19.60 

DN100 (4") 95 18 122 43 18 187 80 190 381 F10 102 4 x M10 M2

4 
PN16 27.10 

DN125 (5") 125 18 144 43 18 209 149 325 381 F10 102 4 x M10 M2

4 
PN16 47.10 

DN150 (6") 150 30 177 68 27,5 305 157 350 700 F12 125 4 x M12 M4

2 
PN16 75.50 

DN200 (8") 200 30 220 68 27,5 348 190 400 700 F12 125 4 x M12 M4

2 
PN16 133.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE Carbon steel A37 

BV4-6666R-PN40 - Lever 
Ball valve, full bore, split body, flanged PN40, with lever 
Face to Face Standard: EN 558-1 series 27 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

81tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

 

Item Number Belven Ref. 

045D77F1065 BV4-6666R-PN40-DN065 - LEVER 

045D77F1080 BV4-6666R-PN40-DN080 - LEVER 

045D77F1100 BV4-6666R-PN40-DN100 - LEVER 

045D77F1150 BV4-6666R-PN40-DN150 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 154 61 170 321 F07 70 4 x M8 M2

0 
PN40 16.20 

DN80 (3") 76 18 108 43 18 173 75,5 180 381 F10 102 4 x M10 M2

4 
PN40 22.60 

DN100 (4") 95 18 122 43 18 187 80 190 381 F10 102 4 x M10 M2

4 
PN40 30.60 

DN150 (6") 150 30 177 68 27,5 305 157 350 700 F12 125 4 x M12 M4

2 
PN40 85.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M RPTFE Carbon steel A37 
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BV4-6666R-PN40-TR - Lever 
Ball valve, full bore, trunnion mounted, split body, flanged PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D77F1200TR BV4-6666R-PN40-TR-DN200 - LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 200 30 220 68 27,5 348 190 400 700 F12 125 4 x M12 M4

2 
PN40 163.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M RPTFE Carbon steel A37 
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BV4-6666T-PN10/PN16/PN40 - DSTE with 

Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77DSTE1015 BV4-6666T-PN40-DN015 - DSTE-LEVER 

043D77DSTE1020 BV4-6666T-PN40-DN020 - DSTE-LEVER 

043D77DSTE1025 BV4-6666T-PN40-DN025 - DSTE-LEVER 

043D77DSTE1032 BV4-6666T-PN40-DN032 - DSTE-LEVER 

043D77DSTE1040 BV4-6666T-PN40-DN040 - DSTE-LEVER 

043D77DSTE1050 BV4-6666T-PN40-DN050 - DSTE-LEVER 
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DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 110 8 51,5 49 115 131 F04 42 4 x M5 M1

0 
PN40 3.40 

DN20 (3/4") 19 7 37 110 8 51 51 120 131 F04 42 4 x M5 M1

0 
PN40 4.00 

DN25 (1") 25 8 45 113 13 37 54 125 174 F05 50 4 x M6 M1

2 
PN40 5.30 

DN32 (1 

1/4") 
30 8 48,

5 
113 13 37 55 130 174 F05 50 4 x M6 M1

2 
PN40 6.90 

DN40 (1 

1/2") 
38 10 77 113 10 44,1 51,5 140 250 F05 50 4 x M6 M1

6 
PN40 9.10 

DN50 (2") 50,2 14 83,

5 
121 18 51,8 57,5 150 321 F07 70 4 x M8 M2

0 
PN40 13.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE stainless steel AISI 316 

BV4-6666T-PN16 - DSTE with Lever 
Ball valve, full bore, split body, flanged PN16, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D77DSTE1065 BV4-6666T-PN16-DN065 - DSTE-LEVER 

043D77DSTE1080 BV4-6666T-PN16-DN080 - DSTE-LEVER 

043D77DSTE1100 BV4-6666T-PN16-DN100 - DSTE-LEVER 

043D77DSTE1125 BV4-6666T-PN16-DN125 - DSTE-LEVER 

043D77DSTE1150 BV4-6666T-PN16-DN150 - DSTE-LEVER 

043D77DSTE1200 BV4-6666T-PN16-DN200 - DSTE-LEVER 
 

 

DN/Size A F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 121 18 51,8 61 170 321 F07 70 4 x M8 M20 PN16 18.20 

DN80 (3") 76 18 108 126 18 52,7 75,5 180 381 F10 102 4 x M10 M24 PN16 23.10 

DN100 (4") 95 18 122 126 18 52,7 80 190 381 F10 102 4 x M10 M24 PN16 30.60 

DN125 (5") 125 18 144 126 18 52,7 149 325 381 F10 102 4 x M10 M24 PN16 50.60 

DN150 (6") 150 30 177 145 27,5 120,5 157 350 700 F12 125 4 x M12 M42 PN16 83.00 

DN200 (8") 200 30 220 145 27,5 120,5 190 400 700 F12 125 4 x M12 M42 PN16 141.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE stainless steel AISI 316 
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BV4-6666R-PN10/PN16/PN40 - Aluminium 

Gearbox 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77F5015 BV4-6666R-PN40-DN015 - GEARBOX 

043D77F5020 BV4-6666R-PN40-DN020 - GEARBOX 

043D77F5025 BV4-6666R-PN40-DN025 - GEARBOX 

043D77F5032 BV4-6666R-PN40-DN032 - GEARBOX 

043D77F5040 BV4-6666R-PN40-DN040 - GEARBOX 

043D77F5050 BV4-6666R-PN40-DN050 - GEARBOX 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 49 115 45 119 PN40 4.70 

DN20 

(3/4") 
100 115 51 120 45 119 PN40 5.40 

DN25 (1") 100 132 54 125 45 119 PN40 6.80 

DN32 (1 

1/4") 
100 136 55 130 45 119 PN40 8.20 

DN40 (1 

1/2") 
125 164 51,

5 
140 46 166 PN40 10.20 

DN50 (2") 125 169 57,

5 
150 46 166 PN40 13.90 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : A182-F316 / A351-

CF8M 
RPTFE Aluminium 

BV4-6666T-PN16 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged PN16, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D77F5065 BV4-6666T-PN16-DN065 - GEARBOX 

043D77F5080 BV4-6666T-PN16-DN080 - GEARBOX 

043D77F5100 BV4-6666T-PN16-DN100 - GEARBOX 

043D77F5125 BV4-6666T-PN16-DN125 - GEARBOX 

043D77F5150 BV4-6666T-PN16-DN150 - GEARBOX 

043D77F5200 BV4-6666T-PN16-DN200 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
125 181 61 170 46 166 PN16 19.90 

DN80 (3") 224 217 75,

5 
180 52 194 PN16 23.80 

DN100 (4") 224 230 80 190 52 194 PN16 30.30 

DN125 (5") 224 252 149 325 52 194 PN16 53.30 

DN150 (6") 256 315 157 350 65 236 PN16 81.90 

DN200 (8") 400 360 190 400 80 376 PN16 122.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : A182-F316 / A351-

CF8M 
PTFE Aluminium 
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BV4-6666T-PN16-TR - Gearbox 
Ball valve, full bore, trunnion mounted, split body, flanged PN16, with Rotork gearbox 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

90tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN250 

(10") 
700 434 225 450 86 305 PN16 0.00 

DN300 

(12") 
700 471 250 500 104,5 346 PN16 0.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : A182-F316 / A351-

CF8M 
PTFE Cast Iron 

Face   to   Face   Standard:   EN   558 - 1   series   27 

Item Number 

F5250TR 043D77 

F5300TR 043D77 

Belven Ref. 

BV4-6666T-PN16-TR-DN250 - GEARBOX 

BV4-6666T-PN16-TR-DN300 - GEARBOX 
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BV4-6666R-PN40 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged PN40, with Rotork gearbox 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D77F5065 BV4-6666R-PN40-DN065 - GEARBOX 

045D77F5080 BV4-6666R-PN40-DN080 - GEARBOX 

045D77F5100 BV4-6666R-PN40-DN100 - GEARBOX 

045D77F5125 BV4-6666R-PN40-DN125 - GEARBOX 

045D77F5150 BV4-6666R-PN40-DN150 - GEARBOX 

045D77F5200 BV4-6666R-PN40-DN200 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
125 181 61 170 46 166 PN40 21.60 

DN80 (3") 224 217 75,

5 
180 52 194 PN40 25.80 

DN100 (4") 224 230 80 190 52 194 PN40 32.90 

DN125 (5") 224 252 149 325 52 194 PN40 58.20 

DN150 (6") 256 315 157 350 65 236 PN40 89.60 
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DN200 (8") 400 360 190 400 80 376 PN40 133.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : A182-F316 / A351-

CF8M 
RPTFE Aluminium 

BV4-6666T-PN10/PN16/PN40 - Bare Shaft 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77F0015 BV4-6666T-PN40-DN015 - BARE SHAFT 

043D77F0020 BV4-6666T-PN40-DN020 - BARE SHAFT 

043D77F0025 BV4-6666T-PN40-DN025 - BARE SHAFT 

043D77F0032 BV4-6666T-PN40-DN032 - BARE SHAFT 

043D77F0040 BV4-6666T-PN40-DN040 - BARE SHAFT 

043D77F0050 BV4-6666T-PN40-DN050 - BARE SHAFT 
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DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 15 7 33 19 8 52 49 115 F04 42 4 x 

M5 
M10 PN40 2.40 

DN20 (3/4") 19 7 37 19 8 56 51 120 F04 42 4 x 

M5 
M10 PN40 3.10 

DN25 (1") 25 8 45 27,5 13 72,5 54 125 F05 50 4 x 

M6 
M12 PN40 4.00 

DN32 (1 

1/4") 
30 8 48,

5 
27,5 13 76 55 130 F05 50 4 x 

M6 
M12 PN40 5.60 

DN40 (1 

1/2") 
38 10 77 30 10 107 51,5 140 F05 50 4 x 

M6 
M16 PN40 7.50 

DN50 (2") 50,2 14 83,

5 
38,5 18 122 57,5 150 F07 70 4 x 

M8 
M20 PN40 10.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE SS Stem A182-F316 

BV4-6666T-PN16 - Bare Shaft 
Ball valve, full bore, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

043D77F0065 BV4-6666T-PN16-DN065 - BARE SHAFT 

043D77F0080 BV4-6666T-PN16-DN080 - BARE SHAFT 

043D77F0100 BV4-6666T-PN16-DN100 - BARE SHAFT 

043D77F0125 BV4-6666T-PN16-DN125 - BARE SHAFT 

043D77F0150 BV4-6666T-PN16-DN150 - BARE SHAFT 

043D77F0200 BV4-6666T-PN16-DN200 - BARE SHAFT 
 

 

DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 133 61 170 F07 70 4 x M8 M20 PN16 15.50 

DN80 (3") 76 18 108 43 18 151 75,5 180 F10 102 4 x M10 M24 PN16 18.50 

DN100 (4") 95 18 122 43 18 165 80 190 F10 102 4 x M10 M24 PN16 26.00 

DN125 (5") 125 18 144 43 18 187 149 325 F10 102 4 x M10 M24 PN16 46.00 

DN150 (6") 150 30 177 68 27,5 245 157 350 F12 125 4 x M12 M42 PN16 72.00 

DN200 (8") 200 30 220 68 27,5 288 190 400 F12 125 4 x M12 M42 PN16 130.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M PTFE SS Stem A182-F304 
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BV4-6666T-PN16-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged PN16, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

043D77F0250TR BV4-6666T-PN16-DN250 - BARE SHAFT 

043D77F0300TR BV4-6666T-PN16-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN250 

(10") 
38 272 81 47 353 225 450 F14 140 4 x 

M16 
M52 PN16 180.00 

DN300 

(12") 
38 303 81 47 384 250 500 F14 140 4 x 

M16 
M52 PN16 226.00 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : A182-F316 / A351-

CF8M 
PTFE SS Stem A182-F304 

BV4-6666R-PN40 - Bare Shaft 
Ball valve, full bore, split body, flanged PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

045D77F0065 BV4-6666R-PN40-DN065 - BARE SHAFT 

045D77F0080 BV4-6666R-PN40-DN080 - BARE SHAFT 

045D77F0100 BV4-6666R-PN40-DN100 - BARE SHAFT 

045D77F0150 BV4-6666R-PN40-DN150 - BARE SHAFT 
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DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
64 14 93,5 39,5 18 133 61 170 F07 70 4 x M8 M20 PN40 15.50 

DN80 (3") 76 18 108 43 18 151 75,5 180 F10 102 4 x M10 M24 PN40 21.50 

DN100 (4") 95 18 122 43 18 165 80 190 F10 102 4 x M10 M24 PN40 29.50 

DN150 (6") 150 30 177 68 27,5 245 157 350 F12 125 4 x M12 M42 PN40 82.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M RPTFE SS Stem A182-F304 

BV4-6666R-PN40-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged PN40, bare shaft 
Face to Face Standard: EN 558-1 series 27 
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Item Number Belven Ref. 

045D77F0200TR BV4-6666R-PN40-DN200 - BARE SHAFT 
 

 

DN/Size A F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 200 30 220 68 27,5 288 190 400 F12 125 4 x M12 M42 PN40 160.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316 / A351-CF8M RPTFE SS Stem A182-F304 
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BV4-4466T-A150 - Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A57F1015 BV4-4466T-A150-DN015 - LEVER 

047A57F1020 BV4-4466T-A150-DN020 - LEVER 

047A57F1025 BV4-4466T-A150-DN025 - LEVER 

047A57F1040 BV4-4466T-A150-DN040 - LEVER 

047A57F1050 BV4-4466T-A150-DN050 - LEVER 

047A57F1080 BV4-4466T-A150-DN080 - LEVER 

047A57F1100 BV4-4466T-A150-DN100 - LEVER 

047A57F1150 BV4-4466T-A150-DN150 - LEVER 

047A57F1200 BV4-4466T-A150-DN200 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 46,5 108 131 F04 42 4 x M5 M10 A150 2.00 

DN20 (3/4") 7 37 19 93 93 53 117 131 F04 42 4 x M5 M10 A150 2.50 

DN25 (1") 8 45 27,

5 
89 89 59,5 127 174 F05 50 4 x M6 M12 A150 3.80 

DN40 (1 

1/2") 
10 77 30 133 133 77 165 250 F05 50 4 x M6 M16 A150 7.10 

DN50 (2") 14 83,5 38,

5 
144 144 86 178 321 F07 70 4 x M8 M20 A150 10.70 

DN80 (3") 18 108 43 18 173 79,5 203 381 F10 102 4 x M10 M24 A150 20.60 

DN100 (4") 18 122 43 18 187 110 229 381 F10 102 4 x M10 M24 A150 29.10 

DN150 (6") 30 177 68 27,5 305 181 394 700 F12 125 4 x M12 M42 A150 78.50 

DN200 (8") 30 220 68 27,5 348 212 457 700 F12 125 4 x M12 M42 A150 153.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 

BV4-4466T-A150 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

047A57DSTE1015 BV4-4466T-A150-DN015 - DSTE-LEVER 

047A57DSTE1020 BV4-4466T-A150-DN020 - DSTE-LEVER 

047A57DSTE1025 BV4-4466T-A150-DN025 - DSTE-LEVER 

047A57DSTE1040 BV4-4466T-A150-DN040 - DSTE-LEVER 

047A57DSTE1050 BV4-4466T-A150-DN050 - DSTE-LEVER 

047A57DSTE1080 BV4-4466T-A150-DN080 - DSTE-LEVER 

047A57DSTE1100 BV4-4466T-A150-DN100 - DSTE-LEVER 

047A57DSTE1150 BV4-4466T-A150-DN150 - DSTE-LEVER 

047A57DSTE1200 BV4-4466T-A150-DN200 - DSTE-LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 46,5 108 131 F04 42 4 x M5 M10 A150 2.80 

DN20 (3/4") 7 37 110 8 51 53 117 131 F04 42 4 x M5 M10 A150 3.30 

DN25 (1") 8 45 113 13 37 59,5 127 174 F05 50 4 x M6 M12 A150 4.80 

DN40 (1 

1/2") 
10 77 113 10 44,1 77 165 250 F05 50 4 x M6 M16 A150 8.10 

DN50 (2") 14 83,5 121 18 51,8 86 178 321 F07 70 4 x M8 M20 A150 12.70 

DN80 (3") 18 108 126 18 52,7 79,5 203 381 F10 102 4 x M10 M24 A150 24.10 

DN100 (4") 18 122 126 18 52,7 110 229 381 F10 102 4 x M10 M24 A150 32.60 

DN150 (6") 30 177 145 27,5 120,5 181 394 700 F12 125 4 x M12 M42 A150 86.00 

DN200 (8") 30 220 145 27,5 120,5 212 457 700 F12 125 4 x M12 M42 A150 161.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 PTFE stainless steel AISI 316 
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BV4-4466T-A150 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 150lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A57F5015 BV4-4466T-A150-DN015 - GEARBOX 

047A57F5020 BV4-4466T-A150-DN020 - GEARBOX 

047A57F5025 BV4-4466T-A150-DN025 - GEARBOX 

047A57F5040 BV4-4466T-A150-DN040 - GEARBOX 

047A57F5050 BV4-4466T-A150-DN050 - GEARBOX 

047A57F5080 BV4-4466T-A150-DN080 - GEARBOX 

047A57F5100 BV4-4466T-A150-DN100 - GEARBOX 

047A57F5150 BV4-4466T-A150-DN150 - GEARBOX 

047A57F5200 BV4-4466T-A150-DN200 - GEARBOX 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 46,5 108 45 119 A150 4.20 

DN20 

(3/4") 
100 115 53 117 45 119 A150 4.70 

DN25 (1") 100 132 59,5 127 45 119 A150 6.10 

DN40 (1 

1/2") 
125 164 77 165 46 166 A150 9.50 

DN50 (2") 125 169 86 178 46 166 A150 15.30 

DN80 (3") 224 217 79,5 203 52 194 A150 25.80 

DN100 (4") 224 230 110 229 52 194 A150 34.30 

DN150 (6") 256 315 181 394 65 236 A150 86.50 

DN200 (8") 400 360 212 457 80 376 A150 131.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A182-F304 / A351-

CF8 
PTFE Aluminium 

BV4-4466T-A150-TR - Gearbox 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, with Rotork gearbox 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN250 

(10") 
700 434 301,8 533 86 305 A150 0.00 

DN300 

(12") 
700 471 353,8 610 104,5 346 A150 0.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A182-F304 / A351-CF8 PTFE Cast Iron 

Face   to   Face   Standard:   ANSI   B16.10 

Item Number 

047A57 F5250TR 

F5300TR 047A57 

Belven Ref. 

BV4-4466T-A150-TR-DN250 - GEARBOX 

BV4-4466T-A150-TR-DN300 - GEARBOX 
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BV4-4466T-A150 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A57F0015 BV4-4466T-A150-DN015 - BARE SHAFT 

047A57F0020 BV4-4466T-A150-DN020 - BARE SHAFT 

047A57F0025 BV4-4466T-A150-DN025 - BARE SHAFT 

047A57F0040 BV4-4466T-A150-DN040 - BARE SHAFT 

047A57F0050 BV4-4466T-A150-DN050 - BARE SHAFT 

047A57F0080 BV4-4466T-A150-DN080 - BARE SHAFT 

047A57F0100 BV4-4466T-A150-DN100 - BARE SHAFT 

047A57F0150 BV4-4466T-A150-DN150 - BARE SHAFT 

047A57F0200 BV4-4466T-A150-DN200 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 46,5 108 F04 42 4 x M5 M10 A150 1.80 

DN20 (3/4") 7 37 19 8 56 53 117 F04 42 4 x M5 M10 A150 2.30 

DN25 (1") 8 45 27,

5 
13 72,5 59,5 127 F05 50 4 x M6 M12 A150 3.50 

DN40 (1 

1/2") 
10 77 30 10 107 77 165 F05 50 4 x M6 M16 A150 6.60 

DN50 (2") 14 83,5 38,

5 
18 122 86 178 F07 70 4 x M8 M20 A150 10.00 

DN80 (3") 18 108 43 18 151 79,5 203 F10 102 4 x M10 M24 A150 19.50 

DN100 (4") 18 122 43 18 165 110 229 F10 102 4 x M10 M24 A150 28.00 

DN150 (6") 30 177 68 27,5 245 181 394 F12 125 4 x M12 M42 A150 75.00 

DN200 (8") 30 220 68 27,5 288 212 457 F12 125 4 x M12 M42 A150 150.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 

BV4-4466T-A150-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

047A57F0250TR BV4-4466T-A150-TR-DN250 - BARE SHAFT 

047A57F0300TR BV4-4466T-A150-TR-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN250 (10") 38 272 81 47 353 301,8 533 F14 140 4 x M16 M5

2 
A150 195.00 

DN300 (12") 38 303 81 47 384 353,8 610 F14 140 4 x M16 M5

2 
A150 254.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 
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BV4-4766T-A150 - Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A07F1015 BV4-4766T-A150-DN015 - LEVER 

047A07F1020 BV4-4766T-A150-DN020 - LEVER 

047A07F1025 BV4-4766T-A150-DN025 - LEVER 

047A07F1040 BV4-4766T-A150-DN040 - LEVER 

047A07F1050 BV4-4766T-A150-DN050 - LEVER 

047A07F1080 BV4-4766T-A150-DN080 - LEVER 

047A07F1100 BV4-4766T-A150-DN100 - LEVER 

047A07F1150 BV4-4766T-A150-DN150 - LEVER 

047A07F1200 BV4-4766T-A150-DN200 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 46,5 108 131 F04 42 4 x M5 M10 A150 2.00 

DN20 (3/4") 7 37 19 93 93 53 117 131 F04 42 4 x M5 M10 A150 2.50 

DN25 (1") 8 45 27,5 89 89 59,5 127 174 F05 50 4 x M6 M12 A150 3.80 

DN40 (1 

1/2") 
10 77 30 133 133 77 165 250 F05 50 4 x M6 M16 A150 7.10 

DN50 (2") 14 83,5 38,5 144 144 86 178 321 F07 70 4 x M8 M20 A150 10.70 

DN80 (3") 18 108 43 18 173 79,5 203 381 F10 102 4 x M10 M24 A150 20.60 

DN100 (4") 18 122 43 18 187 110 229 381 F10 102 4 x M10 M24 A150 29.10 

DN150 (6") 30 177 68 27,

5 
305 181 394 700 F12 125 4 x M12 M42 A150 78.50 

DN200 (8") 30 220 68 27,

5 
348 212 457 700 F12 125 4 x M12 M42 A150 153.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-CF8 PTFE Carbon steel A37 

BV4-4766T-A150 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

047A07DSTE1015 BV4-4766T-A150-DN015 - DSTE-LEVER 

047A07DSTE1020 BV4-4766T-A150-DN020 - DSTE-LEVER 

047A07DSTE1025 BV4-4766T-A150-DN025 - DSTE-LEVER 

047A07DSTE1040 BV4-4766T-A150-DN040 - DSTE-LEVER 

047A07DSTE1050 BV4-4766T-A150-DN050 - DSTE-LEVER 

047A07DSTE1080 BV4-4766T-A150-DN080 - DSTE-LEVER 

047A07DSTE1100 BV4-4766T-A150-DN100 - DSTE-LEVER 

047A07DSTE1150 BV4-4766T-A150-DN150 - DSTE-LEVER 

047A07DSTE1200 BV4-4766T-A150-DN200 - DSTE-LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 46,5 108 131 F04 42 4 x M5 M10 A150 2.80 

DN20 (3/4") 7 37 110 8 51 53 117 131 F04 42 4 x M5 M10 A150 3.30 

DN25 (1") 8 45 113 13 37 59,5 127 174 F05 50 4 x M6 M12 A150 4.80 

DN40 (1 

1/2") 
10 77 113 10 44,1 77 165 250 F05 50 4 x M6 M16 A150 8.10 

DN50 (2") 14 83,5 121 18 51,8 86 178 321 F07 70 4 x M8 M20 A150 12.70 

DN80 (3") 18 108 126 18 52,7 79,5 203 381 F10 102 4 x M10 M24 A150 24.10 

DN100 (4") 18 122 126 18 52,7 110 229 381 F10 102 4 x M10 M24 A150 32.60 

DN150 (6") 30 177 145 27,5 120,5 181 394 700 F12 125 4 x M12 M42 A150 86.00 

DN200 (8") 30 220 145 27,5 120,5 212 457 700 F12 125 4 x M12 M42 A150 161.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-CF8 PTFE stainless steel AISI 316 
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BV4-4766T-A150 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 150lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A07F5015 BV4-4766T-A150-DN015 - GEARBOX 

047A07F5020 BV4-4766T-A150-DN020 - GEARBOX 

047A07F5025 BV4-4766T-A150-DN025 - GEARBOX 

047A07F5040 BV4-4766T-A150-DN040 - GEARBOX 

047A07F5050 BV4-4766T-A150-DN050 - GEARBOX 

047A07F5080 BV4-4766T-A150-DN080 - GEARBOX 

047A07F5100 BV4-4766T-A150-DN100 - GEARBOX 

047A07F5150 BV4-4766T-A150-DN150 - GEARBOX 

047A07F5200 BV4-4766T-A150-DN200 - GEARBOX 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 46,5 108 45 119 A150 4.20 

DN20 

(3/4") 
100 115 53 117 45 119 A150 4.70 

DN25 (1") 100 132 59,5 127 45 119 A150 6.10 

DN40 (1 

1/2") 
125 164 77 165 46 166 A150 9.50 

DN50 (2") 125 169 86 178 46 166 A150 15.30 

DN80 (3") 224 217 79,5 203 52 194 A150 25.80 

DN100 (4") 224 230 110 229 52 194 A150 34.30 

DN150 (6") 256 315 181 394 65 236 A150 86.50 

DN200 (8") 400 360 212 457 80 376 A150 131.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-

CF8 
PTFE Aluminium 

BV4-4766T-A150-TR - Gearbox 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, with Rotork gearbox 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN250 

(10") 
700 434 301,8 533 86 305 A150 0.00 

DN300 

(12") 
700 471 353,8 610 104,5 346 A150 0.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-CF8 PTFE Cast Iron 

Face   to   Face   Standard:   ANSI   B16.10 

Item Number 

047A07 F5250TR 

F5300TR 047A07 

Belven Ref. 

BV4-4766T-A150-TR-DN250 - GEARBOX 

BV4-4766T-A150-TR-DN300 - GEARBOX 
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BV4-4766T-A150 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A07F0015 BV4-4766T-A150-DN015 - BARE SHAFT 

047A07F0020 BV4-4766T-A150-DN020 - BARE SHAFT 

047A07F0025 BV4-4766T-A150-DN025 - BARE SHAFT 

047A07F0040 BV4-4766T-A150-DN040 - BARE SHAFT 

047A07F0050 BV4-4766T-A150-DN050 - BARE SHAFT 

047A07F0080 BV4-4766T-A150-DN080 - BARE SHAFT 

047A07F0100 BV4-4766T-A150-DN100 - BARE SHAFT 

047A07F0150 BV4-4766T-A150-DN150 - BARE SHAFT 

047A07F0200 BV4-4766T-A150-DN200 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 46,5 108 F04 42 4 x 

M5 
M10 A150 1.80 

DN20 (3/4") 7 37 19 8 56 53 117 F04 42 4 x 

M5 
M10 A150 2.30 

DN25 (1") 8 45 27,5 13 72,5 59,5 127 F05 50 4 x 

M6 
M12 A150 3.50 

DN40 (1 

1/2") 
10 77 30 10 107 77 165 F05 50 4 x 

M6 
M16 A150 6.60 

DN50 (2") 14 83,5 38,5 18 122 86 178 F07 70 4 x 

M8 
M20 A150 10.00 

DN80 (3") 18 108 43 18 151 79,5 203 F10 102 4 x 

M10 
M24 A150 19.50 

DN100 (4") 18 122 43 18 165 110 229 F10 102 4 x 

M10 
M24 A150 28.00 

DN150 (6") 30 177 68 27,

5 
245 181 394 F12 125 4 x 

M12 
M42 A150 75.00 

DN200 (8") 30 220 68 27,

5 
288 212 457 F12 125 4 x 

M12 
M42 A150 150.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-CF8 PTFE SS Stem A182-F304 
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BV4-4766T-A150-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A07F0250TR BV4-4766T-A150-TR-DN250 - BARE SHAFT 

047A07F0300TR BV4-4766T-A150-TR-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN250 

(10") 
38 272 81 47 353 301,8 533 F14 140 4 x 

M16 
M52 A150 195.00 

DN300 

(12") 
38 303 81 47 384 353,8 610 F14 140 4 x 

M16 
M52 A150 254.00 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-

CF8 
PTFE SS Stem A182-F304 

BV4-6666T-A150 - Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A77F1015 BV4-6666T-A150-DN015 - LEVER 

047A77F1020 BV4-6666T-A150-DN020 - LEVER 

047A77F1025 BV4-6666T-A150-DN025 - LEVER 

047A77F1040 BV4-6666T-A150-DN040 - LEVER 

047A77F1050 BV4-6666T-A150-DN050 - LEVER 

047A77F1080 BV4-6666T-A150-DN080 - LEVER 

047A77F1100 BV4-6666T-A150-DN100 - LEVER 

047A77F1150 BV4-6666T-A150-DN150 - LEVER 

047A77F1200 BV4-6666T-A150-DN200 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 46,5 108 131 F04 42 4 x M5 M10 A150 2.00 

DN20 (3/4") 7 37 19 93 93 53 117 131 F04 42 4 x M5 M10 A150 2.50 

DN25 (1") 8 45 27,

5 
89 89 59,5 127 174 F05 50 4 x M6 M12 A150 3.80 

DN40 (1 

1/2") 
10 77 30 133 133 77 165 250 F05 50 4 x M6 M16 A150 7.10 

DN50 (2") 14 83,5 38,

5 
144 144 86 178 321 F07 70 4 x M8 M20 A150 10.70 

DN80 (3") 18 108 43 18 173 79,5 203 381 F10 102 4 x M10 M24 A150 20.60 

DN100 (4") 18 122 43 18 187 110 229 381 F10 102 4 x M10 M24 A150 29.10 

DN150 (6") 30 177 68 27,5 305 181 394 700 F12 125 4 x M12 M42 A150 78.50 

DN200 (8") 30 220 68 27,5 348 212 457 700 F12 125 4 x M12 M42 A150 153.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M PTFE Stainless steel : A182-F316 

BV4-6666T-A150 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

047A77DSTE1015 BV4-6666T-A150-DN015 - DSTE-LEVER 

047A77DSTE1020 BV4-6666T-A150-DN020 - DSTE-LEVER 

047A77DSTE1025 BV4-6666T-A150-DN025 - DSTE-LEVER 

047A77DSTE1040 BV4-6666T-A150-DN040 - DSTE-LEVER 

047A77DSTE1050 BV4-6666T-A150-DN050 - DSTE-LEVER 

047A77DSTE1080 BV4-6666T-A150-DN080 - DSTE-LEVER 

047A77DSTE1100 BV4-6666T-A150-DN100 - DSTE-LEVER 

047A77DSTE1150 BV4-6666T-A150-DN150 - DSTE-LEVER 

047A77DSTE1200 BV4-6666T-A150-DN200 - DSTE-LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 46,5 108 131 F04 42 4 x M5 M1

0 
A150 2.80 

DN20 (3/4") 7 37 110 8 51 53 117 131 F04 42 4 x M5 M1

0 
A150 3.30 

DN25 (1") 8 45 113 13 37 59,5 127 174 F05 50 4 x M6 M1

2 
A150 4.80 

DN40 (1 

1/2") 
10 77 113 10 44,1 77 165 250 F05 50 4 x M6 M1

6 
A150 8.10 

DN50 (2") 14 83,5 121 18 51,8 86 178 321 F07 70 4 x M8 M2

0 
A150 12.70 

DN80 (3") 18 108 126 18 52,7 79,5 203 381 F10 102 4 x M10 M2

4 
A150 24.10 

DN100 (4") 18 122 126 18 52,7 110 229 381 F10 102 4 x M10 M2

4 
A150 32.60 

DN150 (6") 30 177 145 27,5 120,5 181 394 700 F12 125 4 x M12 M4

2 
A150 86.00 

DN200 (8") 30 220 145 27,5 120,5 212 457 700 F12 125 4 x M12 M4

2 
A150 161.00 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M PTFE stainless steel AISI 316 

BV4-6666T-A150 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 150lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A77F5015 BV4-6666T-A150-DN015 - GEARBOX 

047A77F5020 BV4-6666T-A150-DN020 - GEARBOX 

047A77F5025 BV4-6666T-A150-DN025 - GEARBOX 

047A77F5040 BV4-6666T-A150-DN040 - GEARBOX 

047A77F5050 BV4-6666T-A150-DN050 - GEARBOX 

047A77F5080 BV4-6666T-A150-DN080 - GEARBOX 

047A77F5100 BV4-6666T-A150-DN100 - GEARBOX 

047A77F5150 BV4-6666T-A150-DN150 - GEARBOX 

047A77F5200 BV4-6666T-A150-DN200 - GEARBOX 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 46,

5 
108 45 119 A150 4.20 

DN20 

(3/4") 
100 115 53 117 45 119 A150 4.70 

DN25 (1") 100 132 59,

5 
127 45 119 A150 6.10 

DN40 (1 

1/2") 
125 164 77 165 46 166 A150 9.50 

DN50 (2") 125 169 86 178 46 166 A150 15.30 

DN80 (3") 224 217 79,

5 
203 52 194 A150 25.80 

DN100 (4") 224 230 110 229 52 194 A150 34.30 

DN150 (6") 256 315 181 394 65 236 A150 86.50 

DN200 (8") 400 360 212 457 80 376 A150 131.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351-

CF8M 
Stainless steel : A182-F316 / A351-

CF8M 
PTFE Aluminium 

BV4-6666T-A150-TR - Gearbox 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, with Rotork gearbox 
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DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN250 

(10") 
700 434 301,8 533 86 305 A150 0.00 

DN300 

(12") 
700 471 353,8 610 104,5 346 A150 0.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351-

CF8M 
Stainless steel : A182-F316 / A351-

CF8M 
PTFE Cast Iron 

Face   to   Face   Standard:   ANSI   B16.10 

Item Number 

047A77 F5250TR 

F5300TR 047A77 

Belven Ref. 

BV4-6666T-A150-TR-DN250 - GEARBOX 

BV4-6666T-A150-TR-DN300 - GEARBOX 
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BV4-6666T-A150 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

047A77F0015 BV4-6666T-A150-DN015 - BARE SHAFT 

047A77F0020 BV4-6666T-A150-DN020 - BARE SHAFT 

047A77F0025 BV4-6666T-A150-DN025 - BARE SHAFT 

047A77F0040 BV4-6666T-A150-DN040 - BARE SHAFT 

047A77F0050 BV4-6666T-A150-DN050 - BARE SHAFT 

047A77F0080 BV4-6666T-A150-DN080 - BARE SHAFT 

047A77F0100 BV4-6666T-A150-DN100 - BARE SHAFT 

047A77F0150 BV4-6666T-A150-DN150 - BARE SHAFT 

047A77F0200 BV4-6666T-A150-DN200 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 46,5 108 F04 42 4 x M5 M10 A150 1.80 

DN20 (3/4") 7 37 19 8 56 53 117 F04 42 4 x M5 M10 A150 2.30 

DN25 (1") 8 45 27,

5 
13 72,5 59,5 127 F05 50 4 x M6 M12 A150 3.50 

DN40 (1 

1/2") 
10 77 30 10 107 77 165 F05 50 4 x M6 M16 A150 6.60 

DN50 (2") 14 83,5 38,

5 
18 122 86 178 F07 70 4 x M8 M20 A150 10.00 

DN80 (3") 18 108 43 18 151 79,5 203 F10 102 4 x M10 M24 A150 19.50 

DN100 (4") 18 122 43 18 165 110 229 F10 102 4 x M10 M24 A150 28.00 

DN150 (6") 30 177 68 27,5 245 181 394 F12 125 4 x M12 M42 A150 75.00 

DN200 (8") 30 220 68 27,5 288 212 457 F12 125 4 x M12 M42 A150 150.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M PTFE SS Stem A182-F316 

BV4-6666T-A150-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 150lbs, bare shaft 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

047A77F0250TR BV4-6666T-A150-TR-DN250 - BARE SHAFT 

047A77F0300TR BV4-6666T-A150-TR-DN300 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN250 (10") 38 272 81 47 353 301,8 533 F14 140 4 x M16 M52 A150 195.00 

DN300 (12") 38 303 81 47 384 353,8 610 F14 140 4 x M16 M52 A150 254.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M PTFE SS Stem A182-F316 
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BV4-4466R-A300 - Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A57F1015 BV4-4466R-A300-DN015 - LEVER 

048A57F1020 BV4-4466R-A300-DN020 - LEVER 

048A57F1025 BV4-4466R-A300-DN025 - LEVER 

048A57F1040 BV4-4466R-A300-DN040 - LEVER 

048A57F1050 BV4-4466R-A300-DN050 - LEVER 

048A57F1080 BV4-4466R-A300-DN080 - LEVER 

048A57F1100 BV4-4466R-A300-DN100 - LEVER 

048A57F1150 BV4-4466R-A300-DN150 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 61,5 140 131 F04 42 4 x M5 M10 A300 2.50 

DN20 (3/4") 7 37 19 93 93 61 152 131 F04 42 4 x M5 M10 A300 3.70 

DN25 (1") 8 45 27,

5 
89 89 70,5 165 174 F05 50 4 x M6 M12 A300 5.50 

DN40 (1 

1/2") 
10 77 30 133 133 78,5 190 250 F05 50 4 x M6 M16 A300 10.50 

DN50 (2") 14 83,5 38,

5 
144 144 86 216 321 F07 70 4 x M8 M20 A300 12.20 

DN80 (3") 18 108 43 18 173 81 283 381 F10 102 4 x M10 M24 A300 26.10 

DN100 (4") 18 122 43 18 187 88,5 305 381 F10 102 4 x M10 M24 A300 39.10 

DN150 (6") 30 177 68 27,5 305 172 403 700 F12 125 4 x M12 M42 A300 94.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 

BV4-4466R-A300-TR - Lever 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A57F1200TR BV4-4466R-A300-TR-DN200 - LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 30 220 68,

5 
27,5 348 251 502 700 F12 125 4 x M12 M4

2 
A300 193.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

129tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV4-4466R-A300 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A57DSTE1015 BV4-4466R-A300-DN015 - DSTE-LEVER 

048A57DSTE1020 BV4-4466R-A300-DN020 - DSTE-LEVER 

048A57DSTE1025 BV4-4466R-A300-DN025 - DSTE-LEVER 

048A57DSTE1040 BV4-4466R-A300-DN040 - DSTE-LEVER 

048A57DSTE1050 BV4-4466R-A300-DN050 - DSTE-LEVER 

048A57DSTE1080 BV4-4466R-A300-DN080 - DSTE-LEVER 

048A57DSTE1100 BV4-4466R-A300-DN100 - DSTE-LEVER 

048A57DSTE1150 BV4-4466R-A300-DN150 - DSTE-LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 61,5 140 131 F04 42 4 x M5 M10 A300 3.30 

DN20 (3/4") 7 37 110 8 51 61 152 131 F04 42 4 x M5 M10 A300 4.50 

DN25 (1") 8 45 113 13 37 70,5 165 174 F05 50 4 x M6 M12 A300 6.50 

DN40 (1 

1/2") 
10 77 113 10 44,1 78,5 190 250 F05 50 4 x M6 M16 A300 11.50 

DN50 (2") 14 83,5 121 18 51,8 86 216 321 F07 70 4 x M8 M20 A300 14.20 

DN80 (3") 18 108 126 18 52,7 81 283 381 F10 102 4 x M10 M24 A300 29.60 

DN100 (4") 18 122 126 18 52,7 88,5 305 381 F10 102 4 x M10 M24 A300 42.60 

DN150 (6") 30 177 145 27,5 120,5 172 403 700 F12 125 4 x M12 M42 A300 102.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 RPTFE stainless steel AISI 316 

BV4-4466R-A300 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 300lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A57F5015 BV4-4466R-A300-DN015 - GEARBOX 

048A57F5020 BV4-4466R-A300-DN020 - GEARBOX 

048A57F5025 BV4-4466R-A300-DN025 - GEARBOX 

048A57F5040 BV4-4466R-A300-DN040 - GEARBOX 

048A57F5050 BV4-4466R-A300-DN050 - GEARBOX 

048A57F5080 BV4-4466R-A300-DN080 - GEARBOX 

048A57F5100 BV4-4466R-A300-DN100 - GEARBOX 

048A57F5150 BV4-4466R-A300-DN150 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 61,5 140 45 119 A300 4.20 

DN20 

(3/4") 
100 115 61 152 45 119 A300 4.70 

DN25 (1") 100 132 70,5 165 45 119 A300 6.10 

DN40 (1 

1/2") 
125 164 78,5 190 46 166 A300 9.50 

DN50 (2") 125 169 86 216 46 166 A300 15.30 

DN80 (3") 224 217 81 283 52 194 A300 25.80 

DN100 (4") 224 230 88,5 305 52 194 A300 34.30 

DN150 (6") 256 315 172 403 65 236 A300 86.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Carbon steel : A216 

WCB 
Stainless steel : A182-F304 / A351-

CF8 
RPTFE Aluminium 
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BV4-4466R-A300 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 300lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A57F0015 BV4-4466R-A300-DN015 - BARE SHAFT 

048A57F0020 BV4-4466R-A300-DN020 - BARE SHAFT 

048A57F0025 BV4-4466R-A300-DN025 - BARE SHAFT 

048A57F0040 BV4-4466R-A300-DN040 - BARE SHAFT 

048A57F0050 BV4-4466R-A300-DN050 - BARE SHAFT 

048A57F0080 BV4-4466R-A300-DN080 - BARE SHAFT 

048A57F0100 BV4-4466R-A300-DN100 - BARE SHAFT 

048A57F0150 BV4-4466R-A300-DN150 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 61,5 140 F04 42 4 x M5 M10 A300 2.30 

DN20 (3/4") 7 37 19 8 56 61 152 F04 42 4 x M5 M10 A300 3.50 

DN25 (1") 8 45 27,

5 
13 72,5 70,5 165 F05 50 4 x M6 M12 A300 5.20 

DN40 (1 

1/2") 
10 77 30 10 107 78,5 190 F05 50 4 x M6 M16 A300 10.00 

DN50 (2") 14 83,5 38,

5 
18 122 86 216 F07 70 4 x M8 M20 A300 11.50 

DN80 (3") 18 108 43 18 151 81 283 F10 102 4 x M10 M24 A300 25.00 

DN100 (4") 18 122 43 18 165 88,5 305 F10 102 4 x M10 M24 A300 38.00 

DN150 (6") 30 177 68 27,5 245 172 403 F12 125 4 x M12 M42 A300 91.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 RPTFE SS Stem A182-F304 

BV4-4466R-A300-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, bare shaft 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A57F0200TR BV4-4466R-A300-TR-DN200 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 30 220 68,

5 
27,5 288 251 502 F12 125 4 x M12 M42 A300 190.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : A216 WCB Stainless steel : A182-F304 / A351-CF8 RPTFE SS Stem A182-F304 
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BV4-4766R-A300 - Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A07F1015 BV4-4766R-A300-DN015 - LEVER 

048A07F1020 BV4-4766R-A300-DN020 - LEVER 

048A07F1025 BV4-4766R-A300-DN025 - LEVER 

048A07F1040 BV4-4766R-A300-DN040 - LEVER 

048A07F1050 BV4-4766R-A300-DN050 - LEVER 

048A07F1080 BV4-4766R-A300-DN080 - LEVER 

048A07F1100 BV4-4766R-A300-DN100 - LEVER 

048A07F1150 BV4-4766R-A300-DN150 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 61,5 140 131 F04 42 4 x M5 M10 A300 2.50 

DN20 (3/4") 7 37 19 93 93 61 152 131 F04 42 4 x M5 M10 A300 3.70 

DN25 (1") 8 45 27,5 89 89 70,5 165 174 F05 50 4 x M6 M12 A300 5.50 

DN40 (1 

1/2") 
10 77 30 133 133 78,5 190 250 F05 50 4 x M6 M16 A300 10.50 

DN50 (2") 14 83,5 38,5 144 144 86 216 321 F07 70 4 x M8 M20 A300 12.20 

DN80 (3") 18 108 43 18 173 81 283 381 F10 102 4 x M10 M24 A300 26.10 

DN100 (4") 18 122 43 18 187 88,5 305 381 F10 102 4 x M10 M24 A300 39.10 

DN150 (6") 30 177 68 27,

5 
305 172 403 700 F12 125 4 x M12 M42 A300 94.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 

BV4-4766R-A300-TR - Lever 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A07F1200TR BV4-4766R-A300-TR-DN200 - LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 30 220 68,5 27,5 348 251 502 700 F12 125 4 x 

M12 
M42 A300 193.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-CF8 RPTFE Carbon steel A37 
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BV4-4766R-A300 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A07DSTE1015 BV4-4766R-A300-DN015 - DSTE-LEVER 

048A07DSTE1020 BV4-4766R-A300-DN020 - DSTE-LEVER 

048A07DSTE1025 BV4-4766R-A300-DN025 - DSTE-LEVER 

048A07DSTE1040 BV4-4766R-A300-DN040 - DSTE-LEVER 

048A07DSTE1050 BV4-4766R-A300-DN050 - DSTE-LEVER 

048A07DSTE1080 BV4-4766R-A300-DN080 - DSTE-LEVER 

048A07DSTE1100 BV4-4766R-A300-DN100 - DSTE-LEVER 

048A07DSTE1150 BV4-4766R-A300-DN150 - DSTE-LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 61,5 140 131 F04 42 4 x M5 M10 A300 3.30 

DN20 (3/4") 7 37 110 8 51 61 152 131 F04 42 4 x M5 M10 A300 4.50 

DN25 (1") 8 45 113 13 37 70,5 165 174 F05 50 4 x M6 M12 A300 6.50 

DN40 (1 

1/2") 
10 77 113 10 44,1 78,5 190 250 F05 50 4 x M6 M16 A300 11.50 

DN50 (2") 14 83,5 121 18 51,8 86 216 321 F07 70 4 x M8 M20 A300 14.20 

DN80 (3") 18 108 126 18 52,7 81 283 381 F10 102 4 x M10 M24 A300 29.60 

DN100 (4") 18 122 126 18 52,7 88,5 305 381 F10 102 4 x M10 M24 A300 42.60 

DN150 (6") 30 177 145 27,5 120,5 172 403 700 F12 125 4 x M12 M42 A300 102.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-CF8 RPTFE stainless steel AISI 316 

BV4-4766R-A300 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 300lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A07F5015 BV4-4766R-A300-DN015 - GEARBOX 

048A07F5020 BV4-4766R-A300-DN020 - GEARBOX 

048A07F5025 BV4-4766R-A300-DN025 - GEARBOX 

048A07F5040 BV4-4766R-A300-DN040 - GEARBOX 

048A07F5050 BV4-4766R-A300-DN050 - GEARBOX 

048A07F5080 BV4-4766R-A300-DN080 - GEARBOX 

048A07F5100 BV4-4766R-A300-DN100 - GEARBOX 

048A07F5150 BV4-4766R-A300-DN150 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 61,5 140 45 119 A300 4.20 

DN20 

(3/4") 
100 115 61 152 45 119 A300 4.70 

DN25 (1") 100 132 70,5 165 45 119 A300 6.10 

DN40 (1 

1/2") 
125 164 78,5 190 46 166 A300 9.50 

DN50 (2") 125 169 86 216 46 166 A300 15.30 

DN80 (3") 224 217 81 283 52 194 A300 25.80 

DN100 (4") 224 230 88,5 305 52 194 A300 34.30 

DN150 (6") 256 315 172 403 65 236 A300 86.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-

CF8 
RPTFE Aluminium 
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BV4-4766R-A300 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 300lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A07F0015 BV4-4766R-A300-DN015 - BARE SHAFT 

048A07F0020 BV4-4766R-A300-DN020 - BARE SHAFT 

048A07F0025 BV4-4766R-A300-DN025 - BARE SHAFT 

048A07F0040 BV4-4766R-A300-DN040 - BARE SHAFT 

048A07F0050 BV4-4766R-A300-DN050 - BARE SHAFT 

048A07F0080 BV4-4766R-A300-DN080 - BARE SHAFT 

048A07F0100 BV4-4766R-A300-DN100 - BARE SHAFT 

048A07F0150 BV4-4766R-A300-DN150 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 61,5 140 F04 42 4 x 

M5 
M10 A300 2.30 

DN20 (3/4") 7 37 19 8 56 61 152 F04 42 4 x 

M5 
M10 A300 3.50 

DN25 (1") 8 45 27,5 13 72,5 70,5 165 F05 50 4 x 

M6 
M12 A300 5.20 

DN40 (1 

1/2") 
10 77 30 10 107 78,5 190 F05 50 4 x 

M6 
M16 A300 10.00 

DN50 (2") 14 83,5 38,5 18 122 86 216 F07 70 4 x 

M8 
M20 A300 11.50 

DN80 (3") 18 108 43 18 151 81 283 F10 102 4 x 

M10 
M24 A300 25.00 

DN100 (4") 18 122 43 18 165 88,5 305 F10 102 4 x 

M10 
M24 A300 38.00 

DN150 (6") 30 177 68 27,

5 
245 172 403 F12 125 4 x 

M12 
M42 A300 91.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 

LCB 
Stainless steel : A182-F304 / A351-CF8 RPTFE SS Stem A182-F304 

BV4-4766R-A300-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, bare shaft 
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Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A07F0200TR BV4-4766R-A300-TR-DN200 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x 

d 

E Press.Cl. Weight(kg) 

DN200 

(8") 
30 220 68,5 27,

5 
288 251 502 F12 125 4 x 

M12 
M42 A300 190.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Low-temperature steel : A352 LCB Stainless steel : A182-F304 / A351-

CF8 
RPTFE SS Stem A182-

F304 
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BV4-6666R-A300 - Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A77F1015 BV4-6666R-A300-DN015 - LEVER 

048A77F1020 BV4-6666R-A300-DN020 - LEVER 

048A77F1025 BV4-6666R-A300-DN025 - LEVER 

048A77F1040 BV4-6666R-A300-DN040 - LEVER 

048A77F1050 BV4-6666R-A300-DN050 - LEVER 

048A77F1080 BV4-6666R-A300-DN080 - LEVER 

048A77F1100 BV4-6666R-A300-DN100 - LEVER 

048A77F1150 BV4-6666R-A300-DN150 - LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 88 88 61,5 140 131 F04 42 4 x M5 M10 A300 2.50 

DN20 (3/4") 7 37 19 93 93 61 152 131 F04 42 4 x M5 M10 A300 3.70 

DN25 (1") 8 45 27,

5 
89 89 70,5 165 174 F05 50 4 x M6 M12 A300 5.50 

DN40 (1 

1/2") 
10 77 30 133 133 78,5 190 250 F05 50 4 x M6 M16 A300 10.50 

DN50 (2") 14 83,5 38,

5 
144 144 86 216 321 F07 70 4 x M8 M20 A300 12.20 

DN80 (3") 18 108 43 18 173 81 283 381 F10 102 4 x M10 M24 A300 26.10 

DN100 (4") 18 122 43 18 187 88,5 305 381 F10 102 4 x M10 M24 A300 39.10 

DN150 (6") 30 177 68 27,5 305 172 403 700 F12 125 4 x M12 M42 A300 94.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M RPTFE Stainless steel : A182-F316 

BV4-6666R-A300-TR - Lever 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, with lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A77F1200TR BV4-6666R-A300-TR-DN200 - LEVER 
 

 

DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 30 220 68,

5 
27,5 348 251 502 700 F12 125 4 x M12 M42 A300 193.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M RPTFE Stainless steel : A182-F316 
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BV4-6666R-A300 - DSTE with Lever 
Ball valve, full bore, split body, flanged ANSI 300lbs, incl. stainless steel stem extension with protective tube and  lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A77DSTE1015 BV4-6666R-A300-DN015 - DSTE-LEVER 

048A77DSTE1020 BV4-6666R-A300-DN020 - DSTE-LEVER 

048A77DSTE1025 BV4-6666R-A300-DN025 - DSTE-LEVER 

048A77DSTE1040 BV4-6666R-A300-DN040 - DSTE-LEVER 

048A77DSTE1050 BV4-6666R-A300-DN050 - DSTE-LEVER 

048A77DSTE1080 BV4-6666R-A300-DN080 - DSTE-LEVER 

048A77DSTE1100 BV4-6666R-A300-DN100 - DSTE-LEVER 

048A77DSTE1150 BV4-6666R-A300-DN150 - DSTE-LEVER 
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DN/Size F H1 H2 H3 H4 I L L1 ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 110 8 51,5 61,5 140 131 F04 42 4 x M5 M1

0 
A300 3.30 

DN20 (3/4") 7 37 110 8 51 61 152 131 F04 42 4 x M5 M1

0 
A300 4.50 

DN25 (1") 8 45 113 13 37 70,5 165 174 F05 50 4 x M6 M1

2 
A300 6.50 

DN40 (1 

1/2") 
10 77 113 10 44,1 78,5 190 250 F05 50 4 x M6 M1

6 
A300 11.50 

DN50 (2") 14 83,5 121 18 51,8 86 216 321 F07 70 4 x M8 M2

0 
A300 14.20 

DN80 (3") 18 108 126 18 52,7 81 283 381 F10 102 4 x M10 M2

4 
A300 29.60 

DN100 (4") 18 122 126 18 52,7 88,5 305 381 F10 102 4 x M10 M2

4 
A300 42.60 

DN150 (6") 30 177 145 27,5 120,5 172 403 700 F12 125 4 x M12 M4

2 
A300 102.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M RPTFE stainless steel AISI 316 

BV4-6666R-A300 - Aluminium Gearbox 
Ball valve, full bore, split body, flanged ANSI 300lbs, with Rotork gearbox 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A77F5015 BV4-6666R-A300-DN015 - GEARBOX 

048A77F5020 BV4-6666R-A300-DN020 - GEARBOX 

048A77F5025 BV4-6666R-A300-DN025 - GEARBOX 

048A77F5040 BV4-6666R-A300-DN040 - GEARBOX 

048A77F5050 BV4-6666R-A300-DN050 - GEARBOX 

048A77F5080 BV4-6666R-A300-DN080 - GEARBOX 

048A77F5100 BV4-6666R-A300-DN100 - GEARBOX 

048A77F5150 BV4-6666R-A300-DN150 - GEARBOX 
 

 

DN/Size D H1 I L L1 W1 Press.Cl. Weight(kg) 

DN15 

(1/2") 
100 110 61,

5 
140 45 119 A300 4.20 

DN20 

(3/4") 
100 115 61 152 45 119 A300 4.70 

DN25 (1") 100 132 70,

5 
165 45 119 A300 6.10 

DN40 (1 

1/2") 
125 164 78,

5 
190 46 166 A300 9.50 

DN50 (2") 125 169 86 216 46 166 A300 15.30 

DN80 (3") 224 217 81 283 52 194 A300 25.80 

DN100 (4") 224 230 88,

5 
305 52 194 A300 34.30 

DN150 (6") 256 315 172 403 65 236 A300 86.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351-

CF8M 
Stainless steel : A182-F316 / A351-

CF8M 
RPTFE Aluminium 
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BV4-6666R-A300 - Bare Shaft 
Ball valve, full bore, split body, flanged ANSI 300lbs, bare shaft 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

048A77F0015 BV4-6666R-A300-DN015 - BARE SHAFT 

048A77F0020 BV4-6666R-A300-DN020 - BARE SHAFT 

048A77F0025 BV4-6666R-A300-DN025 - BARE SHAFT 

048A77F0040 BV4-6666R-A300-DN040 - BARE SHAFT 

048A77F0050 BV4-6666R-A300-DN050 - BARE SHAFT 

048A77F0080 BV4-6666R-A300-DN080 - BARE SHAFT 

048A77F0100 BV4-6666R-A300-DN100 - BARE SHAFT 

048A77F0150 BV4-6666R-A300-DN150 - BARE SHAFT 
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DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN15 (1/2") 7 33 19 8 52 61,5 140 F04 42 4 x M5 M10 A300 2.30 

DN20 (3/4") 7 37 19 8 56 61 152 F04 42 4 x M5 M10 A300 3.50 

DN25 (1") 8 45 27,

5 
13 72,5 70,5 165 F05 50 4 x M6 M12 A300 5.20 

DN40 (1 

1/2") 
10 77 30 10 107 78,5 190 F05 50 4 x M6 M16 A300 10.00 

DN50 (2") 14 83,5 38,

5 
18 122 86 216 F07 70 4 x M8 M20 A300 11.50 

DN80 (3") 18 108 43 18 151 81 283 F10 102 4 x M10 M24 A300 25.00 

DN100 (4") 18 122 43 18 165 88,5 305 F10 102 4 x M10 M24 A300 38.00 

DN150 (6") 30 177 68 27,5 245 172 403 F12 125 4 x M12 M42 A300 91.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : A351-CF8M Stainless steel : A182-F316 / A351-CF8M RPTFE SS Stem A182-F316 

BV4-6666R-A300-TR - Bare Shaft 
Ball valve, full bore, trunnion mounted, split body, flanged ANSI 300lbs, bare shaft 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

048A77F0200TR BV4-6666R-A300-TR-DN200 - BARE SHAFT 
 

 

DN/Size F H1 H2 H3 H4 I L ISO PCD n x d E Press.Cl. Weight(kg) 

DN200 (8") 30 220 68,

5 
27,5 288 251 502 F12 125 4 x 

M12 
M42 A300 190.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat 

Material 

Actuator 

Material 

Stainless steel : A351-

CF8M 
Stainless steel : A182-F316 / A351-CF8M RPTFE SS Stem A182-F316 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

153tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV4S-4466T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

04S3D57F1025 BV4S-4466T-PN40-DN025 - LEVER 

04S3D57F1032 BV4S-4466T-PN40-DN032 - LEVER 

04S3D57F1040 BV4S-4466T-PN40-DN040 - LEVER 

04S3D57F1050 BV4S-4466T-PN40-DN050 - LEVER 
 

 

DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 125 161 9 F05 50  4 x d7  PN40 3.70 

DN32 (1 

1/4") 
108 82 11 55 130 161 9 F05 50  4 x d7  PN40 5.00 

DN40 (1 

1/2") 
119 94 14 52 140 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 6.70 

DN50 (2") 128 103 13,

5 
57,5 150 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 9.30 
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Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-4466T-PN10/PN16 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

04S3D57F1065 BV4S-4466T-PN16-DN065 - LEVER 

04S3D57F1080 BV4S-4466T-PN16-DN080 - LEVER 

04S3D57F1100 BV4S-4466T-PN16-DN100 - LEVER 
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DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
154 128,5 17,

5 
63 170 321 14 F07 70  4 x d8,5  PN16 13.20 

DN80 (3") 163 137,5 17,

5 
75,5 180 321 14 F07/F10 102 70 4 x d11 4 x M10 PN16 17.20 

DN100 (4") 177 153,5 19 80 190 380 17 F07/F10 102 70 4 x d11 4 x M10 PN16 23.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-4766T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

04S3D07F1025 BV4S-4766T-PN40-DN025 - LEVER 

04S3D07F1032 BV4S-4766T-PN40-DN032 - LEVER 

04S3D07F1040 BV4S-4766T-PN40-DN040 - LEVER 

04S3D07F1050 BV4S-4766T-PN40-DN050 - LEVER 
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DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 125 161 9 F05 50  4 x d7  PN40 3.70 

DN32 (1 

1/4") 
108 82 11 55 130 161 9 F05 50  4 x d7  PN40 5.00 

DN40 (1 

1/2") 
119 94 14 52 140 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 6.70 

DN50 (2") 128 103 13,5 57,

5 
150 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 9.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-4766T-PN10/PN16 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16, with lever 

Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

04S3D07F1065 BV4S-4766T-PN16-DN065 - LEVER 

04S3D07F1080 BV4S-4766T-PN16-DN080 - LEVER 

04S3D07F1100 BV4S-4766T-PN16-DN100 - LEVER 
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DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
154 128,5 17,5 63 170 321 14 F07 70  4 x d8,5  PN16 13.20 

DN80 (3") 163 137,5 17,5 75,

5 
180 321 14 F07/F10 102 70 4 x d11 4 x M10 PN16 17.20 

DN100 (4") 177 153,5 19 80 190 380 17 F07/F10 102 70 4 x d11 4 x M10 PN16 23.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-6666T-PN10/PN16/PN40 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16/PN40, with lever 
Face to Face Standard: EN 558-1 series 27 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

158tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

 

Item Number Belven Ref. 

04S3D77F1025 BV4S-6666T-PN40-DN025 - LEVER 

04S3D77F1032 BV4S-6666T-PN40-DN032 - LEVER 

04S3D77F1040 BV4S-6666T-PN40-DN040 - LEVER 

04S3D77F1050 BV4S-6666T-PN40-DN050 - LEVER 
 

 

DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 125 161 9 F05 50  4 x d7  PN40 3.70 

DN32 (1 

1/4") 
108 82 11 55 130 161 9 F05 50  4 x d7  PN40 5.00 

DN40 (1 

1/2") 
119 94 14 52 140 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 6.70 

DN50 (2") 128 103 13,

5 
57,5 150 241 11 F05/F07 70 50 4 x d8,5 4 x M6 PN40 9.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316/A351-CF8M PTFE Stainless steel 
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BV4S-6666T-PN10/PN16 - Lever 
Ball valve, full bore, split body, flanged PN10/PN16, with lever 
Face to Face Standard: EN 558-1 series 27 

 

 

Item Number Belven Ref. 

04S3D77F1065 BV4S-6666T-PN16-DN065 - LEVER 

04S3D77F1080 BV4S-6666T-PN16-DN080 - LEVER 

04S3D77F1100 BV4S-6666T-PN16-DN100 - LEVER 
 

 

DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN65 (2 

1/2") 
154 128,5 17,

5 
63 170 321 14 F07 70  4 x d8,5  PN16 13.20 

DN80 (3") 163 137,5 17,

5 
75,5 180 321 14 F07/F10 102 70 4 x d11 4 x M10 PN16 17.20 

DN100 (4") 177 153,5 19 80 190 380 17 F07/F10 102 70 4 x d11 4 x M10 PN16 23.40 

Item 1 Item 2 Item 3 Item 4 
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Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316/A351-CF8M PTFE Stainless steel 

BV4S-4466T-A150 - Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

04S7A57F1025 BV4S-4466T-A150-DN025 - LEVER 

04S7A57F1040 BV4S-4466T-A150-DN040 - LEVER 

04S7A57F1050 BV4S-4466T-A150-DN050 - LEVER 

04S7A57F1080 BV4S-4466T-A150-DN080 - LEVER 

04S7A57F1100 BV4S-4466T-A150-DN100 - LEVER 
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DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 127 160 9 F05 50  4 x d7  A150 3.70 

DN40 (1 

1/2") 
119 94 14 52 165 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 6.70 

DN50 (2") 128 103 13,

5 
57,5 178 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 9.30 

DN80 (3") 163 137,5 17,

5 
75,5 203 320 14 F07/F10 102 70 4 x d11 4 x M10 A150 17.20 

DN100 (4") 177 153,5 19 80 229 380 17 F07/F10 102 70 4 x d11 4 x M10 A150 23.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Carbon steel : 1.0619 (WCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-4766T-A150 - Lever 

Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 

 

 

Item Number Belven Ref. 

04S7A07F1025 BV4S-4766T-A150-DN025 - LEVER 

04S7A07F1040 BV4S-4766T-A150-DN040 - LEVER 

04S7A07F1050 BV4S-4766T-A150-DN050 - LEVER 

04S7A07F1080 BV4S-4766T-A150-DN080 - LEVER 

04S7A07F1100 BV4S-4766T-A150-DN100 - LEVER 
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DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 127 160 9 F05 50  4 x d7  A150 3.70 

DN40 (1 

1/2") 
119 94 14 52 165 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 6.70 

DN50 (2") 128 103 13,5 57,

5 
178 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 9.30 

DN80 (3") 163 137,5 17,5 75,

5 
203 320 14 F07/F10 102 70 4 x d11 4 x M10 A150 17.20 

DN100 (4") 177 153,5 19 80 229 380 17 F07/F10 102 70 4 x d11 4 x M10 A150 23.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Low-temperature steel : 1.1156 (LCB) Stainless steel : A182-F304/A351-CF8 PTFE Stainless steel 

BV4S-6666T-A150 - Lever 
Ball valve, full bore, split body, flanged ANSI 150lbs, with lever 
Face to Face Standard: ANSI B16.10 
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Item Number Belven Ref. 

04S7A77F1025 BV4S-6666T-A150-DN025 - LEVER 

04S7A77F1040 BV4S-6666T-A150-DN040 - LEVER 

04S7A77F1050 BV4S-6666T-A150-DN050 - LEVER 

04S7A77F1080 BV4S-6666T-A150-DN080 - LEVER 

04S7A77F1100 BV4S-6666T-A150-DN100 - LEVER 
 

 

DN/Size H1 H2 H3 I L L1 SQ ISO PCD PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN25 (1") 94 69 11 53 127 160 9 F05 50  4 x d7  A150 3.70 

DN40 (1 

1/2") 
119 94 14 52 165 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 6.70 

DN50 (2") 128 103 13,

5 
57,5 178 240 11 F05/F07 70 50 4 x d8,5 4 x M6 A150 9.30 

DN80 (3") 163 137,5 17,

5 
75,5 203 320 14 F07/F10 102 70 4 x d11 4 x M10 A150 17.20 

DN100 (4") 177 153,5 19 80 229 380 17 F07/F10 102 70 4 x d11 4 x M10 A150 23.40 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Seat Material Actuator Material 

Stainless steel : 1.4408 (CF8M) Stainless steel : A182-F316/A351-CF8M PTFE Stainless steel 
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BV10-2325E-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E1040 BV10-2325E-PN16-DN040 - LEVER 

101023E1050 BV10-2325E-PN16-DN050 - LEVER 

101023E1065 BV10-2325E-PN16-DN065 - LEVER 

101023E1080 BV10-2325E-PN16-DN080 - LEVER 

101023E1100 BV10-2325E-PN16-DN100 - LEVER 

101023E1125 BV10-2325E-PN16-DN125 - LEVER 

101023E1150 BV10-2325E-PN16-DN150 - LEVER 

101023E1200 BV10-2325E-PN16-DN200 - LEVER 

101023E1250 BV10-2325E-PN16-DN250 - LEVER 

101023E1300 BV10-2325E-PN16-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 1.90 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN16 16.00 
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DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN16 21.00 

DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN16 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Maellable iron 

BV10-2325E-PN10/PN16/A150 Aluminium 

Lever 
Wafer type butterfly valve, mounting beween flanges PN6/PN10/PN16/A150, with aluminium lever 

Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E1A050 BV10-2325E-PN16-DN050 - ALU LEVER 

101023E1A065 BV10-2325E-PN16-DN065 - ALU LEVER 

101023E1A080 BV10-2325E-PN16-DN080 - ALU LEVER 

101023E1A100 BV10-2325E-PN16-DN100 - ALU LEVER 

101023E1A125 BV10-2325E-PN16-DN125 - ALU LEVER 

101023E1A150 BV10-2325E-PN16-DN150 - ALU LEVER 
 

 

DN/Size H1 H2 H3 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 65 43 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.00 

DN65 (2 

1/2") 
77,8 155,4 65 46 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.50 

DN80 (3") 89 161,8 65 46 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN100 (4") 102 178 65 52 210 14 F07 70  4 x d10  PN16 4.90 
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DN125 (5") 123 190,5 65 56 210 14 F07 70  4 x d10  PN16 6.80 

DN150 (6") 138 205,2 65 56 210 14 F07 70  4 x d10  PN16 8.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Aluminium 

BV10-2325E-PN10/PN16/A150 - Short 

Lever 
Wafer type butterfly valve, mounting beween flanges PN6/PN10/PN16/A150, with short lever 

Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E2050 BV10-2325E-PN16-DN050 - SHORT LEVER 

101023E2065 BV10-2325E-PN16-DN065 - SHORT LEVER 

101023E2080 BV10-2325E-PN16-DN080 - SHORT LEVER 

101023E2100 BV10-2325E-PN16-DN100 - SHORT LEVER 

101023E2125 BV10-2325E-PN16-DN125 - SHORT LEVER 

101023E2150 BV10-2325E-PN16-DN150 - SHORT LEVER 
 

 

DN/Size H1 H2 H3 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 43 165 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.00 

DN65 (2 

1/2") 
77,8 155,4 22 46 165 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.70 

DN80 (3") 89 161,8 22 46 165 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 52 165 14 F07 70  4 x d10  PN16 5.20 
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DN125 (5") 123 190,5 22 56 165 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 56 165 14 F07 70  4 x d10  PN16 8.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Maellable iron 

BV10-2325E-PN10/PN16/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E3050 BV10-2325E-PN16-DN050 - GEARBOX 

101023E3065 BV10-2325E-PN16-DN065 - GEARBOX 

101023E3080 BV10-2325E-PN16-DN080 - GEARBOX 

101023E3100 BV10-2325E-PN16-DN100 - GEARBOX 

101023E3125 BV10-2325E-PN16-DN125 - GEARBOX 

101023E3150 BV10-2325E-PN16-DN150 - GEARBOX 

101023E3200 BV10-2325E-PN16-DN200 - GEARBOX 

101023E3250 BV10-2325E-PN16-DN250 - GEARBOX 

101023E3300 BV10-2325E-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,5 43 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 8.50 

DN65 (2 

1/2") 
150 77,8 155,4 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.20 

DN80 (3") 150 89 161,8 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.60 

DN100 (4") 150 102 178 56,5 52 45 170 14 F07 70  4 x d10  PN16 11.10 
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DN125 (5") 150 123 190,5 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.00 

DN150 (6") 150 138 205,2 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.80 

DN200 (8") 300 168 237 80,5 60 63 237 17 F10 102  4 x d12  PN16 22.50 

DN250 (10") 300 207 268,3 80,5 68 63 237 22 F10 102  4 x d12  PN16 29.00 

DN300 (12") 300 243,5 308,5 80,5 78 78 225 27 F12 125  4 x d14  PN16 40.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Cast iron 

BV10-2325E-PN10/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E3350 BV10-2325E-PN10-DN350 - GEARBOX 

101023E3400 BV10-2325E-PN10-DN400 - GEARBOX 

101023E3450 BV10-2325E-PN10-DN450 - GEARBOX 

101023E3500 BV10-2325E-PN10-DN500 - GEARBOX 

101023E3600 BV10-2325E-PN10-DN600 - GEARBOX 
 

 

DN/Size B B1 B2 D H1 H2 H3 H4 L L1 W1 ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 300 259 368 82 20 78 80,5 224 F14 140 4 x d18 PN10 54.50 

DN400 (16") 38 41 12 390 309 400 105,5 20 102 120,5 292 F14 140 4 x d18 PN10 87.00 

DN450 (18") 38 41 12 390 327 422 105,5 20 114 120,5 292 F14 140 4 x d18 PN10 101.50 
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DN500 (20") 45 48,5 14 390 361 480 147 22 127 121,5 349 F16 165 4 x d23 PN10 149.00 

DN600 (24") 55 58,5 14 390 459 562 147 22 154 121,5 337 F16 165 4 x d23 PN10 239.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Cast iron 

BV10-2325E-PN16 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101123E3350 BV10-2325E-PN16-DN350 - GEARBOX 

101123E3400 BV10-2325E-PN16-DN400 - GEARBOX 

101123E3450 BV10-2325E-PN16-DN450 - GEARBOX 

101123E3500 BV10-2325E-PN16-DN500 - GEARBOX 

101123E3600 BV10-2325E-PN16-DN600 - GEARBOX 
 

 

DN/Size B B1 B2 D H1 H2 H3 H4 L L1 W1 ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 300 259 368 82 20 78 80,5 224 F14 140 4 x d18 PN16 54.50 

DN400 (16") 38 41 12 390 309 400 105,5 20 102 120,5 292 F14 140 4 x d18 PN16 87.00 

DN450 (18") 38 41 12 390 327 422 105,5 20 114 120,5 292 F14 140 4 x d18 PN16 101.50 

DN500 (20") 45 48,5 14 390 361 480 147 22 127 121,5 349 F16 165 4 x d23 PN16 149.00 

DN600 (24") 55 58,5 14 390 459 562 147 22 154 121,5 337 F16 165 4 x d23 PN16 239.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Cast iron 
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BV10-2325E-PN10/PN16/A150 Aluminium 

Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with aluminium gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E5A050 BV10-2325E-PN16-DN050 - ALU GEARBOX 

101023E5A065 BV10-2325E-PN16-DN065 - ALU GEARBOX 

101023E5A080 BV10-2325E-PN16-DN080 - ALU GEARBOX 

101023E5A100 BV10-2325E-PN16-DN100 - ALU GEARBOX 

101023E5A125 BV10-2325E-PN16-DN125 - ALU GEARBOX 

101023E5A150 BV10-2325E-PN16-DN150 - ALU GEARBOX 

101023E5A200 BV10-2325E-PN16-DN200 - ALU GEARBOX 

101023E5A250 BV10-2325E-PN16-DN250 - ALU GEARBOX 

101023E5A300 BV10-2325E-PN16-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 140 71,4 142,7 52,5 43 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN65 (2 

1/2") 
140 77,8 155,4 52,5 46 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 140 89 161,8 52,5 46 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.70 

DN100 (4") 140 102 178 52,5 52 42 168,5 14 F07 70  4 x d10  PN16 6.00 

DN125 (5") 140 123 190,5 52,5 56 42 168,5 14 F07 70  4 x d10  PN16 7.50 

DN150 (6") 140 138 205,2 52,5 56 42 168,5 14 F07 70  4 x d10  PN16 7.60 

DN200 (8") 250 168 237 60 60 60 225,5 17 F10 102  4 x d12  PN16 15.50 

DN250 (10") 250 207 268,3 60 68 60 225,5 22 F10 102  4 x d12  PN16 22.60 
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DN300 (12") 400 243,5 308,5 87 78 81 263 27 F12 125  4 x d14  PN16 42.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Aluminium 

BV10-2325E-PN10/PN16/A150 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023E0050 BV10-2325E-PN16-DN050 - BARE SHAFT 

101023E0065 BV10-2325E-PN16-DN065 - BARE SHAFT 

101023E0080 BV10-2325E-PN16-DN080 - BARE SHAFT 

101023E0100 BV10-2325E-PN16-DN100 - BARE SHAFT 

101023E0125 BV10-2325E-PN16-DN125 - BARE SHAFT 

101023E0150 BV10-2325E-PN16-DN150 - BARE SHAFT 

101023E0200 BV10-2325E-PN16-DN200 - BARE SHAFT 

101023E0250 BV10-2325E-PN16-DN250 - BARE SHAFT 

101023E0300 BV10-2325E-PN16-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 2.60 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 4.50 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 6.40 
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DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN16 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN16 19.20 

DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN16 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni SS Stem AISI 416 

BV10-2325E-PN10/A150 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/A150, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN10 42.50 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN10 52.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN10 87.00 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

101023E0350 

101023E0400 

101023E0450 

101023E0500 

101023E0600 

Belven Ref. 

BV10-2325E-PN10-DN350 - BARE SHAFT 

BV10-2325E-PN10-DN400 - BARE SHAFT 

BV10-2325E-PN10-DN450 - BARE SHAFT 

BV10-2325E-PN10-DN500 - BARE SHAFT 

BV10-2325E-PN10-DN600 - BARE SHAFT 
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DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN10 98.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN10 133.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni SS Stem AISI 416 

BV10-2325E-PN16 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN16, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN16 42.50 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN16 52.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN16 87.00 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN16 98.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN16 133.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

101123E0350 

101123E0400 

101123E0450 

101123E0500 

101123E0600 

Belven Ref. 

BV10-2325E-PN16-DN350 - BARE SHAFT 

BV10-2325E-PN16-DN400 - BARE SHAFT 

BV10-2325E-PN16-DN450 - BARE SHAFT 

BV10-2325E-PN16-DN500 - BARE SHAFT 

BV10-2325E-PN16-DN600 - BARE SHAFT 
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Cast iron : GG25 + Epoxy coating EPDM Nickel plated : GGG40 + Ni SS Stem AISI 416 

 BV10-2325B-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023B1050 BV10-2325B-PN16-DN050 - LEVER 

101023B1065 BV10-2325B-PN16-DN065 - LEVER 

101023B1080 BV10-2325B-PN16-DN080 - LEVER 

101023B1100 BV10-2325B-PN16-DN100 - LEVER 

101023B1125 BV10-2325B-PN16-DN125 - LEVER 

101023B1150 BV10-2325B-PN16-DN150 - LEVER 

101023B1200 BV10-2325B-PN16-DN200 - LEVER 

101023B1250 BV10-2325B-PN16-DN250 - LEVER 

101023B1300 BV10-2325B-PN16-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN16 16.00 

DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN16 21.00 
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DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN16 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Nickel plated : GGG40 + Ni Maellable iron 

BV10-2325B-PN10/PN16/A150 -  Bare 

Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101023B0050 BV10-2325B-PN16-DN050 - BARE SHAFT 

101023B0065 BV10-2325B-PN16-DN065 - BARE SHAFT 

101023B0080 BV10-2325B-PN16-DN080 - BARE SHAFT 

101023B0100 BV10-2325B-PN16-DN100 - BARE SHAFT 

101023B0125 BV10-2325B-PN16-DN125 - BARE SHAFT 

101023B0150 BV10-2325B-PN16-DN150 - BARE SHAFT 

101023B0200 BV10-2325B-PN16-DN200 - BARE SHAFT 

101023B0250 BV10-2325B-PN16-DN250 - BARE SHAFT 

101023B0300 BV10-2325B-PN16-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 2.60 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 4.50 
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DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 6.40 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN16 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN16 19.20 

DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN16 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Nickel plated : GGG40 + Ni SS Stem AISI 416 

BV10-2366E-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026E1032 BV10-2366E-PN16-DN032 - LEVER 

101026E1040 BV10-2366E-PN16-DN040 - LEVER 

101026E1050 BV10-2366E-PN16-DN050 - LEVER 

101026E1065 BV10-2366E-PN16-DN065 - LEVER 

101026E1080 BV10-2366E-PN16-DN080 - LEVER 

101026E1100 BV10-2366E-PN16-DN100 - LEVER 

101026E1125 BV10-2366E-PN16-DN125 - LEVER 

101026E1150 BV10-2366E-PN16-DN150 - LEVER 

101026E1200 BV10-2366E-PN16-DN200 - LEVER 

101026E1250 BV10-2366E-PN16-DN250 - LEVER 

101026E1300 BV10-2366E-PN16-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
57 110 22  33 165       PN16 1.70 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 1.90 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN16 16.00 

DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN16 21.00 

DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN16 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 

BV10-2366E-PN10/PN16/A150 Aluminium 

Lever 
Wafer type butterfly valve, mounting beween flanges PN6/PN10/PN16/A150, with aluminium lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026E1A050 BV10-2366E-PN16-DN050 - ALU LEVER 

101026E1A065 BV10-2366E-PN16-DN065 - ALU LEVER 

101026E1A080 BV10-2366E-PN16-DN080 - ALU LEVER 

101026E1A100 BV10-2366E-PN16-DN100 - ALU LEVER 

101026E1A125 BV10-2366E-PN16-DN125 - ALU LEVER 

101026E1A150 BV10-2366E-PN16-DN150 - ALU LEVER 
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DN/Size H1 H2 H3 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 65 43 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.00 

DN65 (2 

1/2") 
77,8 155,4 65 46 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.50 

DN80 (3") 89 161,8 65 46 210 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN100 (4") 102 178 65 52 210 14 F07 70  4 x d10  PN16 4.90 

DN125 (5") 123 190,5 65 56 210 14 F07 70  4 x d10  PN16 6.80 

DN150 (6") 138 205,2 65 56 210 14 F07 70  4 x d10  PN16 8.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Aluminium 

BV10-2366E-PN10/PN16/A150 - Short 

Lever 
Wafer type butterfly valve, mounting beween flanges PN6/PN10/PN16/A150, with short lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026E2032 BV10-2366E-PN16-DN032 - SHORT LEVER 

101026E2040 BV10-2366E-PN16-DN040 - SHORT LEVER 

101026E2050 BV10-2366E-PN16-DN050 - SHORT LEVER 

101026E2065 BV10-2366E-PN16-DN065 - SHORT LEVER 

101026E2080 BV10-2366E-PN16-DN080 - SHORT LEVER 

101026E2100 BV10-2366E-PN16-DN100 - SHORT LEVER 

101026E2125 BV10-2366E-PN16-DN125 - SHORT LEVER 

101026E2150 BV10-2366E-PN16-DN150 - SHORT LEVER 
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DN/Size H1 H2 H3 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
57 110 22 33 165       PN16 1.70 

DN40 (1 

1/2") 
68 111 22 33 165       PN16 1.90 

DN50 (2") 71,4 142,7 22 43 165 11 F05/F07 70 50 4 x d12 4 x d7 PN16 3.00 

DN65 (2 

1/2") 
77,8 155,4 22 46 165 11 F05/F07 70 50 4 x d12 4 x d7 PN16 3.70 

DN80 (3") 89 161,8 22 46 165 11 F05/F07 70 50 4 x d14 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 52 165 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 56 165 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 56 165 14 F07 70  4 x d10  PN16 8.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 

BV10-2366E-PN10/PN16/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

101026E3050 BV10-2366E-PN16-DN050 - GEARBOX 

101026E3065 BV10-2366E-PN16-DN065 - GEARBOX 

101026E3080 BV10-2366E-PN16-DN080 - GEARBOX 

101026E3100 BV10-2366E-PN16-DN100 - GEARBOX 

101026E3125 BV10-2366E-PN16-DN125 - GEARBOX 

101026E3150 BV10-2366E-PN16-DN150 - GEARBOX 

101026E3200 BV10-2366E-PN16-DN200 - GEARBOX 

101026E3250 BV10-2366E-PN16-DN250 - GEARBOX 

101026E3300 BV10-2366E-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,5 43 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 8.50 

DN65 (2 

1/2") 
150 77,8 155,4 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.20 

DN80 (3") 150 89 161,8 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.60 

DN100 (4") 150 102 178 56,5 52 45 170 14 F07 70  4 x d10  PN16 11.10 

DN125 (5") 150 123 190,5 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.00 

DN150 (6") 150 138 205,2 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.80 

DN200 (8") 300 168 237 80,5 60 63 237 17 F10 102  4 x d12  PN16 22.50 

DN250 (10") 300 207 268,3 80,5 68 63 237 22 F10 102  4 x d12  PN16 29.00 

DN300 (12") 300 243,5 308,5 80,5 78 78 225 27 F12 125  4 x d14  PN16 40.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Cast iron 
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BV10-2366E-PN10/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026E3350 BV10-2366E-PN10-DN350 - GEARBOX 

101026E3400 BV10-2366E-PN10-DN400 - GEARBOX 

101026E3450 BV10-2366E-PN10-DN450 - GEARBOX 

101026E3500 BV10-2366E-PN10-DN500 - GEARBOX 

101026E3600 BV10-2366E-PN10-DN600 - GEARBOX 
 

 

DN/Size B B1 B2 D H1 H2 H3 H4 L L1 W1 ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 300 259 368 82 20 78 80,5 224 F14 140 4 x d18 PN10 54.50 

DN400 (16") 38 41 12 390 309 400 105,5 20 102 120,5 292 F14 140 4 x d18 PN10 87.00 

DN450 (18") 38 41 12 390 327 422 105,5 20 114 120,5 292 F14 140 4 x d18 PN10 101.50 

DN500 (20") 45 48,5 14 390 361 480 147 22 127 121,5 349 F16 165 4 x d23 PN10 149.00 

DN600 (24") 55 58,5 14 390 459 562 147 22 154 121,5 337 F16 165 4 x d23 PN10 239.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Cast iron 

BV10-2366E-PN16 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

101126E3350 BV10-2366E-PN16-DN350 - GEARBOX 

101126E3400 BV10-2366E-PN16-DN400 - GEARBOX 

101126E3450 BV10-2366E-PN16-DN450 - GEARBOX 

101126E3500 BV10-2366E-PN16-DN500 - GEARBOX 

101126E3600 BV10-2366E-PN16-DN600 - GEARBOX 
 

 

DN/Size B B1 B2 D H1 H2 H3 H4 L L1 W1 ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 300 259 368 82 20 78 80,5 224 F14 140 4 x d18 PN16 54.50 

DN400 (16") 38 41 12 390 309 400 105,5 20 102 120,5 292 F14 140 4 x d18 PN16 87.00 

DN450 (18") 38 41 12 390 327 422 105,5 20 114 120,5 292 F14 140 4 x d18 PN16 101.50 

DN500 (20") 45 48,5 14 390 361 480 147 22 127 121,5 349 F16 165 4 x d23 PN16 149.00 

DN600 (24") 55 58,5 14 390 459 562 147 22 154 121,5 337 F16 165 4 x d23 PN16 239.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Cast iron 

BV10-2366E-PN10/PN16/A150 Aluminium 

Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with aluminium gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

101026E5A050 BV10-2366E-PN16-DN050 - ALU GEARBOX 

101026E5A065 BV10-2366E-PN16-DN065 - ALU GEARBOX 

101026E5A080 BV10-2366E-PN16-DN080 - ALU GEARBOX 

101026E5A100 BV10-2366E-PN16-DN100 - ALU GEARBOX 

101026E5A125 BV10-2366E-PN16-DN125 - ALU GEARBOX 

101026E5A150 BV10-2366E-PN16-DN150 - ALU GEARBOX 

101026E5A200 BV10-2366E-PN16-DN200 - ALU GEARBOX 

101026E5A250 BV10-2366E-PN16-DN250 - ALU GEARBOX 

101026E5A300 BV10-2366E-PN16-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 140 71,4 142,7 52,5 43 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN65 (2 

1/2") 
140 77,8 155,4 52,5 46 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 140 89 161,8 52,5 46 42 168,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.70 

DN100 (4") 140 102 178 52,5 52 42 168,5 14 F07 70  4 x d10  PN16 6.00 

DN125 (5") 140 123 190,5 52,5 56 42 168,5 14 F07 70  4 x d10  PN16 7.50 

DN150 (6") 140 138 205,2 52,5 56 42 168,5 14 F07 70  4 x d10  PN16 7.60 

DN200 (8") 250 168 237 60 60 60 225,5 17 F10 102  4 x d12  PN16 15.50 

DN250 (10") 250 207 268,3 60 68 60 225,5 22 F10 102  4 x d12  PN16 22.60 

DN300 (12") 400 243,5 308,5 87 78 81 263 27 F12 125  4 x d14  PN16 42.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 
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Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Aluminium 

BV10-2366E-PN10/PN16/A150 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026E0050 BV10-2366E-PN16-DN050 - BARE SHAFT 

101026E0065 BV10-2366E-PN16-DN065 - BARE SHAFT 

101026E0080 BV10-2366E-PN16-DN080 - BARE SHAFT 

101026E0100 BV10-2366E-PN16-DN100 - BARE SHAFT 

101026E0125 BV10-2366E-PN16-DN125 - BARE SHAFT 

101026E0150 BV10-2366E-PN16-DN150 - BARE SHAFT 

101026E0200 BV10-2366E-PN16-DN200 - BARE SHAFT 

101026E0250 BV10-2366E-PN16-DN250 - BARE SHAFT 

101026E0300 BV10-2366E-PN16-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 2.60 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 4.50 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 6.40 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN16 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN16 19.20 
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DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN16 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV10-2366E-PN10/A150 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/A150, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d14 PN10 42.50 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN10 52.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN10 87.00 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN10 98.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN10 133.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

101026E0350 

101026E0400 

101026E0450 

101026E0500 

101026E0600 

Belven Ref. 

BV10-2366E-PN10-DN350 - BARE SHAFT 

BV10-2366E-PN10-DN400 - BARE SHAFT 

BV10-2366E-PN10-DN450 - BARE SHAFT 

BV10-2366E-PN10-DN500 - BARE SHAFT 

BV10-2366E-PN10-DN600 - BARE SHAFT 
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Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV10-2366E-PN16 - Bare Shaft 
Wafer type butterfly valve, mounting beween flanges PN16, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN16 42.50 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN16 52.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN16 87.00 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN16 98.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN16 133.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV10-2366B-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

101126E0350 

101126E0400 

101126E0450 

101126E0500 

101126E0600 

Belven Ref. 

BV10-2366E-PN16-DN350 - BARE SHAFT 

BV10-2366E-PN16-DN400 - BARE SHAFT 

BV10-2366E-PN16-DN450 - BARE SHAFT 

BV10-2366E-PN16-DN500 - BARE SHAFT 

BV10-2366E-PN16-DN600 - BARE SHAFT 
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Item Number Belven Ref. 

101026B1050 BV10-2366B-PN16-DN050 - LEVER 

101026B1065 BV10-2366B-PN16-DN065 - LEVER 

101026B1080 BV10-2366B-PN16-DN080 - LEVER 

101026B1100 BV10-2366B-PN16-DN100 - LEVER 

101026B1125 BV10-2366B-PN16-DN125 - LEVER 

101026B1150 BV10-2366B-PN16-DN150 - LEVER 

101026B1200 BV10-2366B-PN16-DN200 - LEVER 

101026B1250 BV10-2366B-PN16-DN250 - LEVER 

101026B1300 BV10-2366B-PN16-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN16 16.00 

DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN16 21.00 

DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN16 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Stainless steel : CF8M Maellable iron 
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BV10-2366B-PN10/PN16/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026B3050 BV10-2366B-PN16-DN050 - GEARBOX 

101026B3065 BV10-2366B-PN16-DN065 - GEARBOX 

101026B3080 BV10-2366B-PN16-DN080 - GEARBOX 

101026B3100 BV10-2366B-PN16-DN100 - GEARBOX 

101026B3125 BV10-2366B-PN16-DN125 - GEARBOX 

101026B3150 BV10-2366B-PN16-DN150 - GEARBOX 

101026B3200 BV10-2366B-PN16-DN200 - GEARBOX 

101026B3250 BV10-2366B-PN16-DN250 - GEARBOX 

101026B3300 BV10-2366B-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,5 43 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 8.50 

DN65 (2 

1/2") 
150 77,8 155,4 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.20 

DN80 (3") 150 89 161,8 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.60 

DN100 (4") 150 102 178 56,5 52 45 170 14 F07 70  4 x d10  PN16 11.10 

DN125 (5") 150 123 190,5 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.00 

DN150 (6") 150 138 205,2 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.80 

DN200 (8") 300 168 237 80,5 60 63 237 17 F10 102  4 x d12  PN16 22.50 

DN250 (10") 300 207 268,3 80,5 68 63 237 22 F10 102  4 x d12  PN16 29.00 

DN300 (12") 300 243,5 308,5 80,5 78 78 225 27 F12 125  4 x d14  PN16 40.50 
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Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Stainless steel : CF8M Cast iron 

BV10-2366B-PN10/PN16/A150 -  Bare 

Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026B0050 BV10-2366B-PN16-DN050 - BARE SHAFT 

101026B0065 BV10-2366B-PN16-DN065 - BARE SHAFT 

101026B0080 BV10-2366B-PN16-DN080 - BARE SHAFT 

101026B0100 BV10-2366B-PN16-DN100 - BARE SHAFT 

101026B0125 BV10-2366B-PN16-DN125 - BARE SHAFT 

101026B0150 BV10-2366B-PN16-DN150 - BARE SHAFT 

101026B0200 BV10-2366B-PN16-DN200 - BARE SHAFT 

101026B0250 BV10-2366B-PN16-DN250 - BARE SHAFT 

101026B0300 BV10-2366B-PN16-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 2.60 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 4.50 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 6.40 
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DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN16 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN16 19.20 

DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN16 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Stainless steel : CF8M SS Stem AISI 416 

BV10-2366V-PN10/PN16/A150 -  Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026V1040 BV10-2366V-PN16-DN040 - LEVER 

101026V1050 BV10-2366V-PN16-DN050 - LEVER 

101026V1065 BV10-2366V-PN16-DN065 - LEVER 

101026V1080 BV10-2366V-PN16-DN080 - LEVER 

101026V1100 BV10-2366V-PN16-DN100 - LEVER 

101026V1125 BV10-2366V-PN16-DN125 - LEVER 

101026V1150 BV10-2366V-PN16-DN150 - LEVER 

101026V1200 BV10-2366V-PN16-DN200 - LEVER 

101026V1250 BV10-2366V-PN16-DN250 - LEVER 

101026V1300 BV10-2366V-PN16-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 1.90 
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DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN16 16.00 

DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN16 21.00 

DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN16 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating VITON Stainless steel : CF8M Maellable iron 

BV10-2366V-PN10/PN16/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026V3050 BV10-2366V-PN16-DN050 - GEARBOX 

101026V3065 BV10-2366V-PN16-DN065 - GEARBOX 

101026V3080 BV10-2366V-PN16-DN080 - GEARBOX 

101026V3100 BV10-2366V-PN16-DN100 - GEARBOX 

101026V3125 BV10-2366V-PN16-DN125 - GEARBOX 

101026V3150 BV10-2366V-PN16-DN150 - GEARBOX 

101026V3200 BV10-2366V-PN16-DN200 - GEARBOX 

101026V3250 BV10-2366V-PN16-DN250 - GEARBOX 

101026V3300 BV10-2366V-PN16-DN300 - GEARBOX 
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DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,5 43 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 8.50 

DN65 (2 

1/2") 
150 77,8 155,4 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.20 

DN80 (3") 150 89 161,8 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN16 9.60 

DN100 (4") 150 102 178 56,5 52 45 170 14 F07 70  4 x d10  PN16 11.10 

DN125 (5") 150 123 190,5 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.00 

DN150 (6") 150 138 205,2 56,5 56 45 170 14 F07 70  4 x d10  PN16 13.80 

DN200 (8") 300 168 237 80,5 60 63 237 17 F10 102  4 x d12  PN16 22.50 

DN250 (10") 300 207 268,3 80,5 68 63 237 22 F10 102  4 x d12  PN16 29.00 

DN300 (12") 300 243,5 308,5 80,5 78 78 225 27 F12 125  4 x d14  PN16 40.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating VITON Stainless steel : CF8M Cast iron 

BV10-2366V-PN10/PN16/A150 -  Bare 

Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

101026V0050 BV10-2366V-PN16-DN050 - BARE SHAFT 

101026V0065 BV10-2366V-PN16-DN065 - BARE SHAFT 

101026V0080 BV10-2366V-PN16-DN080 - BARE SHAFT 

101026V0100 BV10-2366V-PN16-DN100 - BARE SHAFT 

101026V0125 BV10-2366V-PN16-DN125 - BARE SHAFT 

101026V0150 BV10-2366V-PN16-DN150 - BARE SHAFT 

101026V0200 BV10-2366V-PN16-DN200 - BARE SHAFT 

101026V0250 BV10-2366V-PN16-DN250 - BARE SHAFT 

101026V0300 BV10-2366V-PN16-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 2.60 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 4.50 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 6.40 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN16 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN16 19.20 

DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN16 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 
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Cast iron : GG25 + Epoxy coating VITON Stainless steel : CF8M SS Stem AISI 416 

 BV10-2366T-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026T1050 BV10-2366T-PN10-DN050 - LEVER 

101026T1065 BV10-2366T-PN10-DN065 - LEVER 

101026T1080 BV10-2366T-PN10-DN080 - LEVER 

101026T1100 BV10-2366T-PN10-DN100 - LEVER 

101026T1125 BV10-2366T-PN10-DN125 - LEVER 

101026T1150 BV10-2366T-PN10-DN150 - LEVER 

101026T1200 BV10-2366T-PN10-DN200 - LEVER 

101026T1250 BV10-2366T-PN10-DN250 - LEVER 

101026T1300 BV10-2366T-PN10-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.80 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 4.10 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN10 5.20 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN10 7.10 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN10 8.50 

DN200 (8") 168 237 34,

5 
16 60 356 17 F10 102  4 x d12  PN10 16.00 

DN250 (10") 207 268,3 34,

5 
16 68 356 22 F10 102  4 x d12  PN10 21.00 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

196tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

DN300 (12") 243,5 308,5 34,

5 
16 78 356 27 F12 125  4 x d14  PN10 31.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating PTFE Stainless steel : CF8M Maellable iron 

BV10-2366T-PN10/PN16/A150 - Gearbox 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026T3050 BV10-2366T-PN10-DN050 - GEARBOX 

101026T3065 BV10-2366T-PN10-DN065 - GEARBOX 

101026T3080 BV10-2366T-PN10-DN080 - GEARBOX 

101026T3100 BV10-2366T-PN10-DN100 - GEARBOX 

101026T3125 BV10-2366T-PN10-DN125 - GEARBOX 

101026T3150 BV10-2366T-PN10-DN150 - GEARBOX 

101026T3200 BV10-2366T-PN10-DN200 - GEARBOX 

101026T3250 BV10-2366T-PN10-DN250 - GEARBOX 

101026T3300 BV10-2366T-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,5 43 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN10 8.50 

DN65 (2 

1/2") 
150 77,8 155,4 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN10 9.20 

DN80 (3") 150 89 161,8 56,5 46 45 173,5 11 F05/F07 70 50 4 x d10 4 x d7 PN10 9.60 

DN100 (4") 150 102 178 56,5 52 45 170 14 F07 70  4 x d10  PN10 11.10 

DN125 (5") 150 123 190,5 56,5 56 45 170 14 F07 70  4 x d10  PN10 13.00 
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DN150 (6") 150 138 205,2 56,5 56 45 170 14 F07 70  4 x d10  PN10 13.80 

DN200 (8") 300 168 237 80,5 60 63 237 17 F10 102  4 x d12  PN10 22.50 

DN250 (10") 300 207 268,3 80,5 68 63 237 22 F10 102  4 x d12  PN10 29.00 

DN300 (12") 300 243,5 308,5 80,5 78 78 225 27 F12 125  4 x d14  PN10 40.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating PTFE Stainless steel : CF8M Cast iron 

BV10-2366T-PN10/PN16/A150 -  Bare 

Shaft 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026T0050 BV10-2366T-PN10-DN050 - BARE SHAFT 

101026T0065 BV10-2366T-PN10-DN065 - BARE SHAFT 

101026T0080 BV10-2366T-PN10-DN080 - BARE SHAFT 

101026T0100 BV10-2366T-PN10-DN100 - BARE SHAFT 

101026T0125 BV10-2366T-PN10-DN125 - BARE SHAFT 

101026T0150 BV10-2366T-PN10-DN150 - BARE SHAFT 

101026T0200 BV10-2366T-PN10-DN200 - BARE SHAFT 

101026T0250 BV10-2366T-PN10-DN250 - BARE SHAFT 

101026T0300 BV10-2366T-PN10-DN300 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN10 2.60 
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DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.10 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.40 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN10 4.50 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN10 6.40 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN10 7.80 

DN200 (8") 168 237 34,

5 
16 60 17 F10 102  4 x d12  PN10 14.10 

DN250 (10") 207 268,3 34,

5 
16 68 22 F10 102  4 x d12  PN10 19.20 

DN300 (12") 243,5 308,5 34,

5 
16 78 27 F12 125  4 x d14  PN10 29.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating PTFE Stainless steel : CF8M SS Stem AISI 416 

BV10NP-2366E-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

101026NPE1050 BV10NP-2366E-PN16-DN050 - LEVER 

101026NPE1065 BV10NP-2366E-PN16-DN065 - LEVER 

101026NPE1080 BV10NP-2366E-PN16-DN080 - LEVER 

101026NPE1100 BV10NP-2366E-PN16-DN100 - LEVER 

101026NPE1125 BV10NP-2366E-PN16-DN125 - LEVER 

101026NPE1150 BV10NP-2366E-PN16-DN150 - LEVER 

101026NPE1200 BV10NP-2366E-PN16-DN200 - LEVER 

101026NPE1250 BV10NP-2366E-PN16-DN250 - LEVER 

101026NPE1300 BV10NP-2366E-PN16-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 4.70 

DN80 (3") 94 157,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 5.10 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x d10 PN16 6.60 

DN125 (5") 119 191 22 29 56 260 14 F07 70    4 x d10 PN16 8.40 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x d10 PN16 9.90 

DN200 (8") 165 243,5 34,

5 
45 60 350 17 F10 102    4 x d12 PN16 18.50 

DN250 (10") 202 273 34,

5 
45 68 350 22 F10 102    4 x d12 PN16 25.00 

DN300 (12") 235 311 34,

5 
45 78 350 27 F12 125    4 x d14 PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 

BV10NP-2366B-PN10/PN16/A150 - Lever 
Wafer type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

101026NPB1050 BV10NP-2366B-PN16-DN050 - LEVER 

101026NPB1065 BV10NP-2366B-PN16-DN065 - LEVER 

101026NPB1080 BV10NP-2366B-PN16-DN080 - LEVER 

101026NPB1100 BV10NP-2366B-PN16-DN100 - LEVER 

101026NPB1125 BV10NP-2366B-PN16-DN125 - LEVER 

101026NPB1150 BV10NP-2366B-PN16-DN150 - LEVER 

101026NPB1200 BV10NP-2366B-PN16-DN200 - LEVER 

101026NPB1250 BV10NP-2366B-PN16-DN250 - LEVER 

101026NPB1300 BV10NP-2366B-PN16-DN300 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 50 F07 50 4 x d7 4 x d10 PN16 4.10 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 4.50 

DN80 (3") 94 157,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 5.10 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70  70  4 x d10 PN16 6.70 

DN125 (5") 119 191 22 29 56 260 14 F07 70    4 x d10 PN16 8.40 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x d10 PN16 9.90 

DN200 (8") 165 243,5 34,

5 
45 60 260 17 F10 102    4 x d12 PN16 13.70 

DN250 (10") 202 273 34,

5 
45 68 260 22 F10 102    4 x d12 PN16 25.00 

DN300 (12") 235 311 34,

5 
45 78 260 27 F12 125    4 x d14 PN16 33.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating NBR Stainless steel : CF8M Maellable iron 
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BV10S-2325HE-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 

x 

d1

0 

PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 

x 

d1

0 

PN16 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 

x 

d1

0 

PN16 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 

x 

d1

0 

PN16 6.60 

DN125 

(5")     
56 26

0       
4 

x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 

x 

d1

0 

PN16 9.90 

50 

50 

119 191 22 29 14 F07 70 PN16 8.40 
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DN200 

(8")  
243,5 34,5 

  
35

0       
4 

x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 

x 

d1

2 

PN16 25.00 

DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 

x 

d1

4 

PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

 

Disc Material 
 

Actuator 

Material 

Cast iron : GG25 + Epoxy 

coating 
HT-EPDM Nickel plated : GGG40 + Ni Maellable iron 

BV10S-2325S-PN10/PN16/A150 - Lever - Max. 6 bar 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

165 45 60 17 F10 102 PN16 18.50 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 

x 

d1

0 

6 bar 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 

x 

d1

0 

6 bar 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 

x 

d1

0 

6 bar 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 

x 

d1

0 

6 bar 6.60 

DN125 

(5")     
56 26

0       
4 

x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 

x 

d1

0 

6 bar 9.90 

50 

50 

119 191 22 29 14 F07 70 6  bar 8.40 

Item Number Belven Ref. 

10S003034S10050 BV10S-2325S-PN16-DN050 - LEVER 

10S003034S10065 BV10S-2325S-PN16-DN065 - LEVER 

10S003034S10080 BV10S-2325S-PN16-DN080 - LEVER 

10S003034S10100 BV10S-2325S-PN16-DN100 - LEVER 

10S003034S10125 BV10S-2325S-PN16-DN125 - LEVER 

10S003034S10150 BV10S-2325S-PN16-DN150 - LEVER 

10S003034S10200 BV10S-2325S-PN16-DN200 - LEVER 

10S003034S10250 BV10S-2325S-PN16-DN250 - LEVER 

10S003034S10300 BV10S-2325S-PN16-DN300 - LEVER 
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DN200 

(8")  
243,5 34,5 

  
35

0       
4 

x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 

x 

d1

2 

6 bar 25.00 

DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 

x 

d1

4 

6 bar 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

 

Disc Material 
 

Actuator 

Material 

Cast iron : GG25 + Epoxy 

coating 
Steam 

Silicone 
Nickel plated : GGG40 + Ni Maellable iron 

BV10S-2366FC-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

AB/FC seat, suitable for dry abrasive media, max. operating pressure 16 bar, -10°C to 70°C 

165 45 60 17 F10 102 6  bar 18.50 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 x 

d1

0 

PN16 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 x 

d1

0 

PN16 6.60 

DN125 

(5")     
56 26

0       
4 x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 x 

d1

0 

PN16 9.90 

DN200 

(8")  
243,5 34,5 

  
35

0       
4 x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 x 

d1

2 

PN16 25.00 

50 

50 

119 191 22 29 14 F07 70 PN16 8.40 

165 45 60 17 F10 102 PN16 18.50 
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DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 x 

d1

4 

PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
Cast iron : GG25 + Epoxy 

coating 
FC - Styrene-

Butadiene 
Stainless steel : CF8M Maellable iron 

BV10S-2366HE-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 x 

d1

0 

PN16 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 x 

d1

0 

PN16 6.60 

DN125 

(5")     
56 26

0       
4 x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 x 

d1

0 

PN16 9.90 

DN200 

(8")  
243,5 34,5 

  
35

0       
4 x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 x 

d1

2 

PN16 25.00 

50 

50 

119 191 22 29 14 F07 70 PN16 8.40 

165 45 60 17 F10 102 PN16 18.50 
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DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 x 

d1

4 

PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
Cast iron : GG25 + Epoxy 

coating 
HT-EPDM Stainless steel : CF8M Maellable iron 

BV10S-2366S-PN10/PN16/A150 - Lever - Max. 6 bar 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

6 bar 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 x 

d1

0 

6 bar 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

6 bar 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 x 

d1

0 

6 bar 6.60 

DN125 

(5")     
56 26

0       
4 x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 x 

d1

0 

6 bar 9.90 

DN200 

(8")  
243,5 34,5 

  
35

0       
4 x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 x 

d1

2 

6 bar 25.00 

50 

50 

119 191 22 29 14 F07 70 6  bar 8.40 

165 45 60 17 F10 102 6  bar 18.50 

Item Number Belven Ref. 

10S003037S10050 BV10S-2366S-PN16-DN050 - LEVER 

10S003037S10065 BV10S-2366S-PN16-DN065 - LEVER 

10S003037S10080 BV10S-2366S-PN16-DN080 - LEVER 

10S003037S10100 BV10S-2366S-PN16-DN100 - LEVER 

10S003037S10125 BV10S-2366S-PN16-DN125 - LEVER 

10S003037S10150 BV10S-2366S-PN16-DN150 - LEVER 

10S003037S10200 BV10S-2366S-PN16-DN200 - LEVER 

10S003037S10250 BV10S-2366S-PN16-DN250 - LEVER 

10S003037S10300 BV10S-2366S-PN16-DN300 - LEVER 
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DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 x 

d1

4 

6 bar 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
Cast iron : GG25 + Epoxy 

coating 
Steam 

Silicone 
Stainless steel : CF8M Maellable iron 

BV10S-2366V-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton), max. operating pressure 16 bar, -5°C to 200°C 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 x 

d1

0 

PN16 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 x 

d1

0 

PN16 6.60 

DN125 

(5")     
56 26

0       
4 x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 x 

d1

0 

PN16 9.90 

DN200 

(8")  
243,5 34,5 

  
35

0       
4 x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 x 

d1

2 

PN16 25.00 

50 

50 

119 191 22 29 14 F07 70 PN16 8.40 

165 45 60 17 F10 102 PN16 18.50 

Item Number Belven Ref. 

10S003037V10050 BV10S-2366V-PN16-DN050 - LEVER 

10S003037V10065 BV10S-2366V-PN16-DN065 - LEVER 

10S003037V10080 BV10S-2366V-PN16-DN080 - LEVER 

10S003037V10100 BV10S-2366V-PN16-DN100 - LEVER 

10S003037V10125 BV10S-2366V-PN16-DN125 - LEVER 

10S003037V10150 BV10S-2366V-PN16-DN150 - LEVER 

10S003037V10200 BV10S-2366V-PN16-DN200 - LEVER 

10S003037V10250 BV10S-2366V-PN16-DN250 - LEVER 

10S003037V10300 BV10S-2366V-PN16-DN300 - LEVER 
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DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 x 

d1

4 

PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
Cast iron : GG25 + Epoxy 

coating 
FPM Stainless steel : CF8M Maellable iron 

BV10S-2366VB-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton BIO), suitable for steam, biodiesel, acids..., max. operating pressure 16 bar, -5°C to 200°C 
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DN/Si

ze 

H1 H2 H3 H4 L L

1 

SQ ISO PCD ISO1 PCD1 n x d n 

x 

d1 

Press.Cl

. 

Weight(k

g) 

DN50 

(2") 
64 140,5 22 29 43 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 4.00 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 26

0 
11 F05 50 F07 70 4 x d7 4 x 

d1

0 

PN16 4.70 

DN80 

(3") 
94 157,5 22 29 46 26

0 
11 F05 

 
F07 70 4 x d7 4 x 

d1

0 

PN16 5.10 

DN100 

(4") 
108,5 176 22 29 52 26

0 
14 F07 70    4 x 

d1

0 

PN16 6.60 

DN125 

(5")     
56 26

0       
4 x 

d1

0 

  

DN150 

(6") 
136 202,5 22 29 56 26

0 
14 F07 70    4 x 

d1

0 

PN16 9.90 

DN200 

(8")  
243,5 34,5 

  
35

0       
4 x 

d1

2 

  

DN250 

(10") 
202 273 34,5 45 68 35

0 
22 F10 102    4 x 

d1

2 

PN16 25.00 

50 

50 

119 191 22 29 14 F07 70 PN16 8.40 

165 45 60 17 F10 102 PN16 18.50 
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DN300 

(12") 
235 311 34,5 45 78 35

0 
27 F12 125    4 x 

d1

4 

PN16 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
Cast iron : GG25 + Epoxy 

coating 
FPM-BIO Stainless steel : CF8M Maellable iron 

BV10S-2366WE-PN10/PN16/A150 - Lever 
type butterfly valve, mounting beween flanges PN10/PN16/A150, with lockable lever  

Face Standard: EN 558-1 Table 1 series 20 

Seat made of white EPDM, suitable for food applications, max. operating pressure 10 bar up to DN150, 6 bar for DN200 and larger, -10°C 

to 90°C 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN50 (2") 
 
140,5 

  
43 260 

     
4 x d7 4 x d10 

  
DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 10 bar 4.70 

DN80 (3") 
 
157,5 

  
46 260 

     
4 x d7 4 x d10 

  
DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x d10 10 bar 6.60 

DN125 (5") 
    

56 260 
      

4 x d10 
  

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x d10 10 bar 9.90 

DN200 (8") 165 243,5 34,5 45 60 350 17 F10 102    4 x d12 6 bar 18.50 

DN250 (10") 202 273 34,5 45 68 350 22 F10 102    4 x d12 6 bar 25.00 

DN300 (12") 235 311 34,5 45 78 350 27 F12 125    4 x d14 6 bar 36.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Cast iron : GG25 + Epoxy coating White EPDM Stainless steel : CF8M Maellable iron 

64 22 29 11 F05 50 F07 70 10  bar 4.00 

94 22 29 11 F05 50 F07 70 10  bar 5.10 

119 191 22 29 14 F07 70 10  bar 8.40 
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DN NPS L H1 H2 H3 SQ ISO 5211 FLANGE CONNECTION 

050 2" 43 141 64 22.0 11 F05/F07 ANSI150 PN10 PN16 

065 2 

1/2" 
46 153 71 22.0 11 F05/F07 ANSI150 PN10 PN16 

080 3" 46 157 94 22.0 11 F05/F07 ANSI150 PN10 PN16 

100 4" 52 176 108 22.0 14 F07 ANSI150 PN10 PN16 

125 5" 56 191 120 22.0 14 F07 ANSI150 PN10 PN16 

150 6" 56 202 136 22.0 14 F07 ANSI150 PN10 PN16 

200 8" 60 243 165 34.5 17 F10 ANSI150 PN10 PN16 

250 10" 68 273 202 34.5 22 F10 ANSI150 PN10 PN16 

300 12" 78 311 235 34.5 27 F12 ANSI150 PN10 PN16 
 

 

Belven N.V. 
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 BV10SA-2366E-PN16   
DN50-DN300 



Technical Product Sheet 

219 

 

 

MATERIALS 
 

 

13 WASHER 2 AISI 316 

12 NUT 2 AISI 316 

11 SPRING LOADED 

SCREW 
1 STAINLESS STEEL 1.4305 

10 PHILIP SCREW 1 ZINC COATED STEEL 

9 RETAINER PLATE 1 ZINC COATED STEEL 

8 CIRCLIP 1 SPRING STEEL DIN 17222 

7 UPPER BUSHING 1 NYLON / PTFE 

6 O-RING 1 EPDM 

5 STEM 1 AISI 416 

4 DISC 1 STAINLESS STEEL CF8M 

3 SEAT 1 EPDM 

2 BOTTOM BUSHING 1 NYLON / PTFE 

1 BODY 1 GG25 with epoxy coating 

N° PART NAME QTY MATERIAL 
 

TORQUE-VALUES - in Nm        
for water at 20°C and 16 bar Dp and at 

least 1 open/close cycle per month 

KV-VALUES - Flow in m³/h at 1 bar Dp  

6 
7 

8 
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The valve 
with our 

Belven 
lever remains 

suitable to 
be used in 
Zone 1 and 2 
for explosive 
gases and 
vapors, and 

in Zone 21 and 22 for        flammable dust  

If the the valve is assembled with another operator the ATEX 
classification will be equal to the lowest category of the different parts 
of the assembly. 
If one element does not meet with ATEX, the complete assembly will not 
comply with ATEX 

Belven N.V. 
Blokhuisstraat 24 l 2800 Mechelen l Belgium 
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SIZE CLOSE -------------------------------------------------------> OPEN 

DN 10° 20° 30° 40° 50° 60° 70° 80° 90° 

50 0,1 3 6 13 23 38 60 90 99 

65 0,1 5 10 22 39 65 102 153 169 

80 0,2 8 15 34 60 100 157 237 260 

100 0,3 15 31 67 120 198 313 470 516 

125 0,4 25 52 114 204 337 533 800 879 

150 0,4 39 82 176 315 520 824 1234 1358 

200 2 77 162 351 625 1034 1637 2454 2697 

250 3 130 275 597 1064 1760 2786 4179 4592 

300 3 201 426 922 1643 2719 4304 6456 7095 

DN Nm  DN Nm 

50 16 150 102 

65 17 200 192 

80 23 250 323 

100 40 300 490 

125 62   
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BV12-2425E-PN10/PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number  

121023E1040 BV12-2425E-PN16-DN040 - LEVER 

121023E1050 BV12-2425E-PN16-DN050 - LEVER 

121023E1065 BV12-2425E-PN16-DN065 - LEVER 

121023E1080 BV12-2425E-PN16-DN080 - LEVER 

121023E1100 BV12-2425E-PN16-DN100 - LEVER 

121023E1125 BV12-2425E-PN16-DN125 - LEVER 

121023E1150 BV12-2425E-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 2.50 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 11.50 

Item 1 Item 2 Item 3 Item 4 
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Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Maellable iron 

BV12-2425E-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + 

Ni 
Maellable iron 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E1200 

121023E1250 

121023E1300 

BV12-2425E-PN10-DN200 - LEVER 

BV12-2425E-PN10-DN250 - LEVER 

BV12-2425E-PN10-DN300 - LEVER 
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BV12-2425E-PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN16, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN16 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN16 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN16 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + 

Ni 
Maellable iron 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121123E1200 

121123E1250 

121123E1300 

BV12-2425E-PN16-DN200 - LEVER 

BV12-2425E-PN16-DN250 - LEVER 

BV12-2425E-PN16-DN300 - LEVER 
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BV12-2425E-PN10/PN16 - Aluminium 

Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium lever 

 

DN/Size H1 H2 H3 L L1 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 65 4

3 
210 PN16 3.70 

DN65 (2 

1/2") 
77,8 155,4 65 4

6 
210 PN16 4.30 

DN80 (3") 89 161,8 65 4

6 
210 PN16 5.00 

DN100 (4") 102 178 65 5

2 
210 PN16 7.50 

DN125 (5") 123 190,5 65 5

6 
210 PN16 9.50 

DN150 (6") 138 205,2 65 5

6 
210 PN16 11.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc 

Material 

Actuator 

Material 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E1A050 

121023E1A065 

121023E1A080 

121023E1A100 

121023E1A125 

121023E1A150 

Belven Ref. 

BV12-2425E-PN16-DN050 - ALU LEVER 

BV12-2425E-PN16-DN065 - ALU LEVER 

BV12-2425E-PN16-DN080 - ALU LEVER 

BV12-2425E-PN16-DN100 - ALU LEVER 

BV12-2425E-PN16-DN125 - ALU LEVER 

BV12-2425E-PN16-DN150 - ALU LEVER 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

225tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : 

GGG40 + Ni 
Aluminium 

BV12-2425E-PN10/PN16 - Short Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with short lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121023E2050 BV12-2425E-PN16-DN050 - SHORT LEVER 

121023E2065 BV12-2425E-PN16-DN065 - SHORT LEVER 

121023E2080 BV12-2425E-PN16-DN080 - SHORT LEVER 

121023E2100 BV12-2425E-PN16-DN100 - SHORT LEVER 

121023E2125 BV12-2425E-PN16-DN125 - SHORT LEVER 

121023E2150 BV12-2425E-PN16-DN150 - SHORT LEVER 
 

 

DN/Size H1 H2 H3 L L1 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 4

3 
165 PN16 3.70 

DN65 (2 

1/2") 
77,8 155,4 22 4

6 
165 PN16 4.50 

DN80 (3") 89 161,8 22 4

6 
165 PN16 5.30 

DN100 (4") 102 178 22 5

2 
165 PN16 7.80 

DN125 (5") 123 190,5 22 5

6 
165 PN16 9.80 

DN150 (6") 138 205,2 22 5

6 
165 PN16 11.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc 

Material 

Actuator 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : 

GGG40 + Ni 
Maellable 

iron 

BV12-2425E-PN10/PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121023E3050 BV12-2425E-PN16-DN050 - GEARBOX 

121023E3065 BV12-2425E-PN16-DN065 - GEARBOX 

121023E3080 BV12-2425E-PN16-DN080 - GEARBOX 

121023E3100 BV12-2425E-PN16-DN100 - GEARBOX 

121023E3125 BV12-2425E-PN16-DN125 - GEARBOX 

121023E3150 BV12-2425E-PN16-DN150 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,

5 
43 45 173,5 PN16 6.90 

DN65 (2 

1/2") 
150 77,8 155,4 56,

5 
46 45 173,5 PN16 7.50 

DN80 (3") 150 89 161,8 56,

5 
46 45 173,5 PN16 8.20 

DN100 (4") 150 102 178 56,

5 
52 45 170 PN16 11.60 

DN125 (5") 150 123 190,5 56,

5 
56 45 170 PN16 13.60 

DN150 (6") 150 138 205,2 56,

5 
56 45 170 PN16 15.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425E-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121023E3200 BV12-2425E-PN10-DN200 - GEARBOX 

121023E3250 BV12-2425E-PN10-DN250 - GEARBOX 

121023E3300 BV12-2425E-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425E-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121023E3350 BV12-2425E-PN10-DN350 - GEARBOX 

121023E3400 BV12-2425E-PN10-DN400 - GEARBOX 

121023E3450 BV12-2425E-PN10-DN450 - GEARBOX 

121023E3500 BV12-2425E-PN10-DN500 - GEARBOX 

121023E3600 BV12-2425E-PN10-DN600 - GEARBOX 
 

 

DN/Size D H1 H2 H3 H4 L L1 W1 Press.Cl. Weight(kg) 

DN350 

(14") 
300 259 368 82 20 78 80,5 224 PN10 74.00 

DN400 

(16") 
390 309 400 105,5 20 102 120,5 292 PN10 112.00 

DN450 

(18") 
390 327 422 105,5 20 114 120,5 292 PN10 142.50 

DN500 

(20") 
390 361 480 147 22 127 121,5 349 PN10 208.00 

DN600 

(24") 
390 459 562 147 22 154 121,5 337 PN10 280.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425E-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121123E3200 BV12-2425E-PN16-DN200 - GEARBOX 

121123E3250 BV12-2425E-PN16-DN250 - GEARBOX 

121123E3300 BV12-2425E-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN16 27.00 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN16 36.00 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN16 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425E-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121123E3350 BV12-2425E-PN16-DN350 - GEARBOX 

121123E3400 BV12-2425E-PN16-DN400 - GEARBOX 

121123E3450 BV12-2425E-PN16-DN450 - GEARBOX 

121123E3500 BV12-2425E-PN16-DN500 - GEARBOX 

121123E3600 BV12-2425E-PN16-DN600 - GEARBOX 
 

 

DN/Size D H1 H2 H3 H4 L L1 W1 Press.Cl. Weight(kg) 

DN350 

(14") 
300 259 368 82 20 78 80,5 224 PN16 75.50 

DN400 

(16") 
390 309 400 105,5 20 102 120,5 292 PN16 113.00 

DN450 

(18") 
390 327 422 105,5 20 114 120,5 292 PN16 144.00 

DN500 

(20") 
390 361 480 147 22 127 121,5 349 PN16 200.00 

DN600 

(24") 
390 459 562 147 22 154 121,5 337 PN16 284.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425E-PN10/PN16 - Aluminium 

Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium gearbox 
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DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 140 71,4 142,7 52,

5 
43 42 168,5 PN16 4.60 

DN65 (2 

1/2") 
140 77,8 155,4 52,

5 
46 42 168,5 PN16 5.40 

DN80 (3") 140 89 161,8 52,

5 
46 42 168,5 PN16 5.90 

DN100 (4") 140 102 178 52,

5 
52 42 168,5 PN16 8.60 

DN125 (5") 140 123 190,5 52,

5 
56 42 168,5 PN16 10.20 

DN150 (6") 140 138 205,2 52,

5 
56 42 168,5 PN16 10.60 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Aluminium 

BV12-2425E-PN10 - Aluminium Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with aluminium gearbox 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E5A050 

121023E5A065 

121023E5A080 

121023E5A100 

121023E5A125 

121023E5A150 

Belven Ref. 

BV12-2425E-PN16-DN050 - ALU GEARBOX 

BV12-2425E-PN16-DN065 - ALU GEARBOX 

BV12-2425E-PN16-DN080 - ALU GEARBOX 

BV12-2425E-PN16-DN100 - ALU GEARBOX 

BV12-2425E-PN16-DN125 - ALU GEARBOX 

BV12-2425E-PN16-DN150 - ALU GEARBOX 
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Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121023E5A200 BV12-2425E-PN10-DN200 - ALU GEARBOX 

121023E5A250 BV12-2425E-PN10-DN250 - ALU GEARBOX 

121023E5A300 BV12-2425E-PN10-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
250 168 237 60 60 60 225,5 PN10 17.50 

DN250 

(10") 
250 207 268,3 60 68 60 225,5 PN10 33.10 

DN300 

(12") 
400 243,5 308,5 87 78 81 263 PN10 58.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
Aluminium 
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BV12-2425E- PN10/PN16 - Bare 

Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 10.80 

Item 1 Item 2 Item 3 Item 4 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E0050 

121023E0065 

121023E0080 

121023E0100 

121023E0125 

121023E0150 

BV12-2425E-PN16-DN050 - BARE SHAFT 

BV12-2425E-PN16-DN065 - BARE SHAFT 

BV12-2425E-PN16-DN080 - BARE SHAFT 

BV12-2425E-PN16-DN100 - BARE SHAFT 

BV12-2425E-PN16-DN125 - BARE SHAFT 

BV12-2425E-PN16-DN150 - BARE SHAFT 
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Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + Ni SS Stem AISI 416 

BV12-2425E-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x 

d1 

Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x 

d12 
PN10 16.10 

DN250 

(10") 
207 268,3 34,5 16 68 22 F10 102 4 x 

d12 
PN10 29.70 

DN300 

(12") 
243,5 308,5 34,5 16 78 27 F12 125 4 x 

d14 
PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E0200 

121023E0250 

121023E0300 

BV12-2425E-PN10-DN200 - BARE SHAFT 

BV12-2425E-PN10-DN250 - BARE SHAFT 

BV12-2425E-PN10-DN300 - BARE SHAFT 
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Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
SS Stem AISI 416 

BV12-2425E-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN10 64.00 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN10 96.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN10 126.50 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN10 166.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN10 237.50 

Item 1 Item 2 Item 3 Item 4 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023E0350 

121023E0400 

121023E0450 

121023E0500 

121023E0600 

BV12-2425E-PN10-DN350 - BARE SHAFT 

BV12-2425E-PN10-DN400 - BARE SHAFT 

BV12-2425E-PN10-DN450 - BARE SHAFT 

BV12-2425E-PN10-DN500 - BARE SHAFT 

BV12-2425E-PN10-DN600 - BARE SHAFT 
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Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + 

Ni 
SS Stem AISI 416 

BV12-2425E-PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN16, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x 

d1 

Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x 

d12 
PN16 16.10 

DN250 

(10") 
207 268,3 34,5 16 68 22 F10 102 4 x 

d12 
PN16 29.70 

DN300 

(12") 
243,5 308,5 34,5 16 78 27 F12 125 4 x 

d14 
PN16 44.70 

Item 1 Item 2 Item 3 Item 4 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121123E0200 

121123E0250 

121123E0300 

BV12-2425E-PN16-DN200 - BARE SHAFT 

BV12-2425E-PN16-DN250 - BARE SHAFT 

BV12-2425E-PN16-DN300 - BARE SHAFT 
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Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Nickel plated : GGG40 + 

Ni 
SS Stem AISI 416 
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 BV12-2425B-PN10/16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 11.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Nickel plated : GGG40 + Ni Maellable iron 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023B1050 

121023B1065 

121023B1080 

121023B1100 

121023B1125 

121023B1150 

Belven Ref. 

BV12-2425B-PN16-DN050 - LEVER 

BV12-2425B-PN16-DN065 - LEVER 

BV12-2425B-PN16-DN080 - LEVER 

BV12-2425B-PN16-DN100 - LEVER 

BV12-2425B-PN16-DN125 - LEVER 

BV12-2425B-PN16-DN150 - LEVER 
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 BV12-2425B-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 Press.Cl. Weight(kg) 

DN200 

(8") 
168 237 34,5 16 60 356 PN10 18.00 

DN250 

(10") 
207 268,3 34,5 16 68 356 PN10 31.50 

DN300 

(12") 
243,5 308,5 34,5 16 78 356 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Nickel plated : 

GGG40 + Ni 
Maellable 

iron 

BV12-2425B-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023B1200 

121023B1250 

121023B1300 

Belven Ref. 

BV12-2425B-PN10-DN200 - LEVER 

BV12-2425B-PN10-DN250 - LEVER 

BV12-2425B-PN10-DN300 - LEVER 
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Item Number Belven Ref. 

121023B3200 BV12-2425B-PN10-DN200 - GEARBOX 

121023B3250 BV12-2425B-PN10-DN250 - GEARBOX 

121023B3300 BV12-2425B-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Nickel plated : GGG40 + 

Ni 
Cast iron 

BV12-2425B-PN10/PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 
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DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 10.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Nickel plated : GGG40 + Ni SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023B0050 

121023B0065 

121023B0080 

121023B0100 

121023B0125 

121023B0150 

Belven Ref. 

BV12-2425B-PN16-DN050 - BARE SHAFT 

BV12-2425B-PN16-DN065 - BARE SHAFT 

BV12-2425B-PN16-DN080 - BARE SHAFT 

BV12-2425B-PN16-DN100 - BARE SHAFT 

BV12-2425B-PN16-DN125 - BARE SHAFT 

BV12-2425B-PN16-DN150 - BARE SHAFT 
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BV12-2425B-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x 

d1 

Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x 

d12 
PN10 16.10 

DN250 

(10") 
207 268,3 34,5 16 68 22 F10 102 4 x 

d12 
PN10 29.70 

DN300 

(12") 
243,5 308,5 34,5 16 78 27 F12 125 4 x 

d14 
PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Nickel plated : GGG40 + 

Ni 
SS Stem AISI 416 

BV12-2466E-PN10/PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121023B0200 

121023B0250 

121023B0300 

Belven Ref. 

BV12-2425B-PN10-DN200 - BARE SHAFT 

BV12-2425B-PN10-DN250 - BARE SHAFT 

BV12-2425B-PN10-DN300 - BARE SHAFT 
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Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number  

121026E1040 BV12-2466E-PN16-DN040 - LEVER 

121026E1050 BV12-2466E-PN16-DN050 - LEVER 

121026E1065 BV12-2466E-PN16-DN065 - LEVER 

121026E1080 BV12-2466E-PN16-DN080 - LEVER 

121026E1100 BV12-2466E-PN16-DN100 - LEVER 

121026E1125 BV12-2466E-PN16-DN125 - LEVER 

121026E1150 BV12-2466E-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 2.50 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 11.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 
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BV12-2466E-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 

BV12-2466E-PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN16, with lever 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026E1200 

121026E1250 

121026E1300 

BV12-2466E-PN10-DN200 - LEVER 

BV12-2466E-PN10-DN250 - LEVER 

BV12-2466E-PN10-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN16 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN16 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN16 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M Maellable iron 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126E1200 

121126E1250 

121126E1300 

BV12-2466E-PN16-DN200 - LEVER 

BV12-2466E-PN16-DN250 - LEVER 

BV12-2466E-PN16-DN300 - LEVER 
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BV12-2466E-PN10/PN16 - Aluminium 

Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium lever 

 

DN/Size H1 H2 H3 L L1 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 65 4

3 
210 PN16 3.70 

DN65 (2 

1/2") 
77,8 155,4 65 4

6 
210 PN16 4.30 

DN80 (3") 89 161,8 65 4

6 
210 PN16 5.00 

DN100 (4") 102 178 65 5

2 
210 PN16 7.50 

DN125 (5") 123 190,5 65 5

6 
210 PN16 9.50 

DN150 (6") 138 205,2 65 5

6 
210 PN16 11.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc 

Material 

Actuator 

Material 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026E1A050 

121026E1A065 

121026E1A080 

121026E1A100 

121026E1A125 

121026E1A150 

Belven Ref. 

BV12-2466E-PN16-DN050 - ALU LEVER 

BV12-2466E-PN16-DN065 - ALU LEVER 

BV12-2466E-PN16-DN080 - ALU LEVER 

BV12-2466E-PN16-DN100 - ALU LEVER 

BV12-2466E-PN16-DN125 - ALU LEVER 

BV12-2466E-PN16-DN150 - ALU LEVER 
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Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Aluminium 

BV12-2466E-PN10/PN16 - Short Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with short lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026E2050 BV12-2466E-PN16-DN050 - SHORT LEVER 

121026E2065 BV12-2466E-PN16-DN065 - SHORT LEVER 

121026E2080 BV12-2466E-PN16-DN080 - SHORT LEVER 

121026E2100 BV12-2466E-PN16-DN100 - SHORT LEVER 

121026E2125 BV12-2466E-PN16-DN125 - SHORT LEVER 

121026E2150 BV12-2466E-PN16-DN150 - SHORT LEVER 
 

 

DN/Size H1 H2 H3 L L1 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 4

3 
165 PN16 3.70 

DN65 (2 

1/2") 
77,8 155,4 22 4

6 
165 PN16 4.50 

DN80 (3") 89 161,8 22 4

6 
165 PN16 5.30 

DN100 (4") 102 178 22 5

2 
165 PN16 7.80 

DN125 (5") 123 190,5 22 5

6 
165 PN16 9.80 

DN150 (6") 138 205,2 22 5

6 
165 PN16 11.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc 

Material 

Actuator 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Maellable 

iron 

BV12-2466E-PN10/PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026E3050 BV12-2466E-PN16-DN050 - GEARBOX 

121026E3065 BV12-2466E-PN16-DN065 - GEARBOX 

121026E3080 BV12-2466E-PN16-DN080 - GEARBOX 

121026E3100 BV12-2466E-PN16-DN100 - GEARBOX 

121026E3125 BV12-2466E-PN16-DN125 - GEARBOX 

121026E3150 BV12-2466E-PN16-DN150 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,

5 
43 45 173,5 PN16 6.90 

DN65 (2 

1/2") 
150 77,8 155,4 56,

5 
46 45 173,5 PN16 7.50 

DN80 (3") 150 89 161,8 56,

5 
46 45 173,5 PN16 8.20 

DN100 (4") 150 102 178 56,

5 
52 45 170 PN16 11.60 

DN125 (5") 150 123 190,5 56,

5 
56 45 170 PN16 13.60 

DN150 (6") 150 138 205,2 56,

5 
56 45 170 PN16 15.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Cast iron 

BV12-2466E-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026E3200 BV12-2466E-PN10-DN200 - GEARBOX 

121026E3250 BV12-2466E-PN10-DN250 - GEARBOX 

121026E3300 BV12-2466E-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Cast iron 

BV12-2466E-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121026E3350 BV12-2466E-PN10-DN350 - GEARBOX 

121026E3400 BV12-2466E-PN10-DN400 - GEARBOX 

121026E3450 BV12-2466E-PN10-DN450 - GEARBOX 

121026E3500 BV12-2466E-PN10-DN500 - GEARBOX 

121026E3600 BV12-2466E-PN10-DN600 - GEARBOX 
 

 

DN/Size D H1 H2 H3 H4 L L1 W1 Press.Cl. Weight(kg) 

DN350 

(14") 
300 259 368 82 20 78 80,5 224 PN10 74.00 

DN400 

(16") 
390 309 400 105,5 20 102 120,5 292 PN10 112.00 

DN450 

(18") 
390 327 422 105,5 20 114 120,5 292 PN10 142.50 

DN500 

(20") 
390 361 480 147 22 127 121,5 349 PN10 208.00 

DN600 

(24") 
390 459 562 147 22 154 121,5 337 PN10 280.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Cast iron 

BV12-2466E-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126E3200 BV12-2466E-PN16-DN200 - GEARBOX 

121126E3250 BV12-2466E-PN16-DN250 - GEARBOX 

121126E3300 BV12-2466E-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN16 27.00 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN16 36.00 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN16 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Cast iron 

BV12-2466E-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126E3350 BV12-2466E-PN16-DN350 - GEARBOX 

121126E3400 BV12-2466E-PN16-DN400 - GEARBOX 

121126E3450 BV12-2466E-PN16-DN450 - GEARBOX 

121126E3500 BV12-2466E-PN16-DN500 - GEARBOX 

121126E3600 BV12-2466E-PN16-DN600 - GEARBOX 
 

 

DN/Size D H1 H2 H3 H4 L L1 W1 Press.Cl. Weight(kg) 

DN350 

(14") 
300 259 368 82 20 78 80,5 224 PN16 75.50 

DN400 

(16") 
390 309 400 105,5 20 102 120,5 292 PN16 113.00 

DN450 

(18") 
390 327 422 105,5 20 114 120,5 292 PN16 144.00 

DN500 

(20") 
390 361 480 147 22 127 121,5 349 PN16 200.00 

DN600 

(24") 
390 459 562 147 22 154 121,5 337 PN16 284.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Cast iron 

BV12-2466E-PN10/PN16 - Aluminium 

Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium gearbox 
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DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 140 71,4 142,7 52,

5 
43 42 168,5 PN16 4.60 

DN65 (2 

1/2") 
140 77,8 155,4 52,

5 
46 42 168,5 PN16 5.40 

DN80 (3") 140 89 161,8 52,

5 
46 42 168,5 PN16 5.90 

DN100 (4") 140 102 178 52,

5 
52 42 168,5 PN16 8.60 

DN125 (5") 140 123 190,5 52,

5 
56 42 168,5 PN16 10.20 

DN150 (6") 140 138 205,2 52,

5 
56 42 168,5 PN16 10.60 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Aluminium 

BV12-2466E-PN10 - Aluminium Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with aluminium gearbox 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026E5A050 

121026E5A065 

121026E5A080 

121026E5A100 

121026E5A125 

121026E5A150 

Belven Ref. 

BV12-2466E-PN16-DN050 - ALU GEARBOX 

BV12-2466E-PN16-DN065 - ALU GEARBOX 

BV12-2466E-PN16-DN080 - ALU GEARBOX 

BV12-2466E-PN16-DN100 - ALU GEARBOX 

BV12-2466E-PN16-DN125 - ALU GEARBOX 

BV12-2466E-PN16-DN150 - ALU GEARBOX 
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Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026E5A200 BV12-2466E-PN10-DN200 - ALU GEARBOX 

121026E5A250 BV12-2466E-PN10-DN250 - ALU GEARBOX 

121026E5A300 BV12-2466E-PN10-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
250 168 237 60 60 60 225,5 PN10 17.50 

DN250 

(10") 
250 207 268,3 60 68 60 225,5 PN10 33.10 

DN300 

(12") 
400 243,5 308,5 87 78 81 263 PN10 58.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Aluminium 

BV12-2466E-PN16 - Aluminium Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with aluminium gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126E5A200 BV12-2466E-PN16-DN200 - ALU GEARBOX 

121126E5A250 BV12-2466E-PN16-DN250 - ALU GEARBOX 

121126E5A300 BV12-2466E-PN16-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
250 168 237 60 60 60 225,5 PN16 17.50 

DN250 

(10") 
250 207 268,3 60 68 60 225,5 PN16 33.10 

DN300 

(12") 
400 243,5 308,5 87 78 81 263 PN16 58.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
EPDM Stainless steel : 

CF8M 
Aluminium 
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BV12-2466E- PN10/PN16 - Bare 

Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number  

121026E0040 BV12-2466E-PN16-DN040 - BARE SHAFT 

121026E0050 BV12-2466E-PN16-DN050 - BARE SHAFT 

121026E0065 BV12-2466E-PN16-DN065 - BARE SHAFT 

121026E0080 BV12-2466E-PN16-DN080 - BARE SHAFT 

121026E0100 BV12-2466E-PN16-DN100 - BARE SHAFT 

121026E0125 BV12-2466E-PN16-DN125 - BARE SHAFT 

121026E0150 BV12-2466E-PN16-DN150 - BARE SHAFT 
 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33       PN16 2.10 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 10.80 
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Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV12-2466E-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN10 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN10 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026E0200 

121026E0250 

121026E0300 

BV12-2466E-PN10-DN200 - BARE SHAFT 

BV12-2466E-PN10-DN250 - BARE SHAFT 

BV12-2466E-PN10-DN300 - BARE SHAFT 
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Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV12-2466E-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN10 64.00 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN10 96.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN10 126.50 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN10 166.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN10 237.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026E0350 

121026E0400 

121026E0450 

121026E0500 

121026E0600 

BV12-2466E-PN10-DN350 - BARE SHAFT 

BV12-2466E-PN10-DN400 - BARE SHAFT 

BV12-2466E-PN10-DN450 - BARE SHAFT 

BV12-2466E-PN10-DN500 - BARE SHAFT 

BV12-2466E-PN10-DN600 - BARE SHAFT 



Technical Product Sheet  

 Belven Ref. 

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

259tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

BV12-2466E-PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN16, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN16 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN16 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN16 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

BV12-2466E-PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN16, bare shaft 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126E0200 

121126E0250 

121126E0300 

BV12-2466E-PN16-DN200 - BARE SHAFT 

BV12-2466E-PN16-DN250 - BARE SHAFT 

BV12-2466E-PN16-DN300 - BARE SHAFT 
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DN/Size B B1 B2 H1 H2 H3 H4 L ISO PCD n x d1 Press.Cl. Weight(kg) 

DN350 (14") 28 31 8 259 368 65 20 78 F14 140 4 x d18 PN16 65.50 

DN400 (16") 38 41 12 309 400 75 20 102 F14 140 4 x d18 PN16 96.00 

DN450 (18") 38 41 12 327 422 75 20 114 F14 140 4 x d18 PN16 126.50 

DN500 (20") 45 48,5 14 361 480 90 22 127 F16 165 4 x d23 PN16 158.00 

DN600 (24") 55 58,5 14 459 562 100 22 154 F16 165 4 x d23 PN16 241.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Stainless steel : CF8M SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126E0350 

121126E0400 

121126E0450 

121126E0500 

121126E0600 

BV12-2466E-PN16-DN350 - BARE SHAFT 

BV12-2466E-PN16-DN400 - BARE SHAFT 

BV12-2466E-PN16-DN450 - BARE SHAFT 

BV12-2466E-PN16-DN500 - BARE SHAFT 

BV12-2466E-PN16-DN600 - BARE SHAFT 
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 BV12-2466B-PN10/16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026B1040 BV12-2466B-PN16-DN040 - LEVER 

121026B1050 BV12-2466B-PN16-DN050 - LEVER 

121026B1065 BV12-2466B-PN16-DN065 - LEVER 

121026B1080 BV12-2466B-PN16-DN080 - LEVER 

121026B1100 BV12-2466B-PN16-DN100 - LEVER 

121026B1125 BV12-2466B-PN16-DN125 - LEVER 

121026B1150 BV12-2466B-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
68 111 22  33 165       PN16 2.50 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 11.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Stainless steel : CF8M Maellable iron 
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 BV12-2466B-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Stainless steel : CF8M Maellable iron 

BV12-2466B-PN10/PN16 - Aluminium 

Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium lever 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026B1200 

121026B1250 

121026B1300 

Belven Ref. 

BV12-2466B-PN10-DN200 - LEVER 

BV12-2466B-PN10-DN250 - LEVER 

BV12-2466B-PN10-DN300 - LEVER 
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DN/Size H1 H2 H3 L L1 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 65 4

3 
210 PN16 3.70 

DN65 (2 

1/2") 
77,8 155,4 65 4

6 
210 PN16 4.30 

DN80 (3") 89 161,8 65 4

6 
210 PN16 5.00 

DN100 (4") 102 178 65 5

2 
210 PN16 7.50 

DN125 (5") 123 190,5 65 5

6 
210 PN16 9.50 

DN150 (6") 138 205,2 65 5

6 
210 PN16 11.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc 

Material 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Aluminium 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026B1A050 

121026B1A065 

121026B1A080 

121026B1A100 

121026B1A125 

121026B1A150 

Belven Ref. 

BV12-2466B-PN16-DN050 - ALU LEVER 

BV12-2466B-PN16-DN065 - ALU LEVER 

BV12-2466B-PN16-DN080 - ALU LEVER 

BV12-2466B-PN16-DN100 - ALU LEVER 

BV12-2466B-PN16-DN125 - ALU LEVER 

BV12-2466B-PN16-DN150 - ALU LEVER 
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BV12-2466B-PN10/PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026B3050 BV12-2466B-PN16-DN050 - GEARBOX 

121026B3065 BV12-2466B-PN16-DN065 - GEARBOX 

121026B3080 BV12-2466B-PN16-DN080 - GEARBOX 

121026B3100 BV12-2466B-PN16-DN100 - GEARBOX 

121026B3125 BV12-2466B-PN16-DN125 - GEARBOX 

121026B3150 BV12-2466B-PN16-DN150 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,

5 
43 45 173,5 PN16 6.90 

DN65 (2 

1/2") 
150 77,8 155,4 56,

5 
46 45 173,5 PN16 7.50 

DN80 (3") 150 89 161,8 56,

5 
46 45 173,5 PN16 8.20 

DN100 (4") 150 102 178 56,

5 
52 45 170 PN16 11.60 

DN125 (5") 150 123 190,5 56,

5 
56 45 170 PN16 13.60 

DN150 (6") 150 138 205,2 56,

5 
56 45 170 PN16 15.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Cast iron 
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BV12-2466B-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026B3200 BV12-2466B-PN10-DN200 - GEARBOX 

121026B3250 BV12-2466B-PN10-DN250 - GEARBOX 

121026B3300 BV12-2466B-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Cast iron 

BV12-2466B-PN10/PN16 - Aluminium 

Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with aluminium gearbox 
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DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 140 71,4 142,7 52,

5 
43 42 168,5 PN16 4.60 

DN65 (2 

1/2") 
140 77,8 155,4 52,

5 
46 42 168,5 PN16 5.40 

DN80 (3") 140 89 161,8 52,

5 
46 42 168,5 PN16 5.90 

DN100 (4") 140 102 178 52,

5 
52 42 168,5 PN16 8.60 

DN125 (5") 140 123 190,5 52,

5 
56 42 168,5 PN16 10.20 

DN150 (6") 140 138 205,2 52,

5 
56 42 168,5 PN16 10.60 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Aluminium 

BV12-2466B-PN10 - Aluminium Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with aluminium gearbox 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026B5A050 

121026B5A065 

121026B5A080 

121026B5A100 

121026B5A125 

121026B5A150 

Belven Ref. 

BV12-2466B-PN16-DN050 - ALU GEARBOX 

BV12-2466B-PN16-DN065 - ALU GEARBOX 

BV12-2466B-PN16-DN080 - ALU GEARBOX 

BV12-2466B-PN16-DN100 - ALU GEARBOX 

BV12-2466B-PN16-DN125 - ALU GEARBOX 

BV12-2466B-PN16-DN150 - ALU GEARBOX 
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Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026B5A200 BV12-2466B-PN10-DN200 - ALU GEARBOX 

121026B5A250 BV12-2466B-PN10-DN250 - ALU GEARBOX 

121026B5A300 BV12-2466B-PN10-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
250 168 237 60 60 60 225,5 PN10 17.50 

DN250 

(10") 
250 207 268,3 60 68 60 225,5 PN10 33.10 

DN300 

(12") 
400 243,5 308,5 87 78 81 263 PN10 58.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Aluminium 

BV12-2466B-PN16 - Aluminium Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with aluminium gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126B5A200 BV12-2466B-PN16-DN200 - ALU GEARBOX 

121126B5A250 BV12-2466B-PN16-DN250 - ALU GEARBOX 

121126B5A300 BV12-2466B-PN16-DN300 - ALU GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
250 168 237 60 60 60 225,5 PN16 17.50 

DN250 

(10") 
250 207 268,3 60 68 60 225,5 PN16 33.10 

DN300 

(12") 
400 243,5 308,5 87 78 81 263 PN16 58.20 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
NBR Stainless steel : 

CF8M 
Aluminium 
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BV12-2466B-PN10/PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 10.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Stainless steel : CF8M SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026B0050 

121026B0065 

121026B0080 

121026B0100 

121026B0125 

121026B0150 

Belven Ref. 

BV12-2466B-PN16-DN050 - BARE SHAFT 

BV12-2466B-PN16-DN065 - BARE SHAFT 

BV12-2466B-PN16-DN080 - BARE SHAFT 

BV12-2466B-PN16-DN100 - BARE SHAFT 

BV12-2466B-PN16-DN125 - BARE SHAFT 

BV12-2466B-PN16-DN150 - BARE SHAFT 
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BV12-2466B-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN10 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN10 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating NBR Stainless steel : CF8M SS Stem AISI 416 

BV12-2466V-PN10/PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026B0200 

121026B0250 

121026B0300 

Belven Ref. 

BV12-2466B-PN10-DN200 - BARE SHAFT 

BV12-2466B-PN10-DN250 - BARE SHAFT 

BV12-2466B-PN10-DN300 - BARE SHAFT 
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Item Number  

121026V1050 BV12-2466V-PN16-DN050 - LEVER 

121026V1065 BV12-2466V-PN16-DN065 - LEVER 

121026V1080 BV12-2466V-PN16-DN080 - LEVER 

121026V1100 BV12-2466V-PN16-DN100 - LEVER 

121026V1125 BV12-2466V-PN16-DN125 - LEVER 

121026V1150 BV12-2466V-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN16 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN16 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN16 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN16 11.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M Maellable iron 
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BV12-2466V-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M Maellable iron 

BV12-2466V-PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN16, with lever 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026V1200 

121026V1250 

121026V1300 

BV12-2466V-PN10-DN200 - LEVER 

BV12-2466V-PN10-DN250 - LEVER 

BV12-2466V-PN10-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN16 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN16 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN16 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M Maellable iron 

BV12-2466V-PN10/PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126V1200 

121126V1250 

121126V1300 

BV12-2466V-PN16-DN200 - LEVER 

BV12-2466V-PN16-DN250 - LEVER 

BV12-2466V-PN16-DN300 - LEVER 
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Item Number Belven Ref. 

121026V3050 BV12-2466V-PN16-DN050 - GEARBOX 

121026V3065 BV12-2466V-PN16-DN065 - GEARBOX 

121026V3080 BV12-2466V-PN16-DN080 - GEARBOX 

121026V3100 BV12-2466V-PN16-DN100 - GEARBOX 

121026V3125 BV12-2466V-PN16-DN125 - GEARBOX 

121026V3150 BV12-2466V-PN16-DN150 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,

5 
43 45 173,5 PN16 6.90 

DN65 (2 

1/2") 
150 77,8 155,4 56,

5 
46 45 173,5 PN16 7.50 

DN80 (3") 150 89 161,8 56,

5 
46 45 173,5 PN16 8.20 

DN100 (4") 150 102 178 56,

5 
52 45 170 PN16 11.60 

DN125 (5") 150 123 190,5 56,

5 
56 45 170 PN16 13.60 

DN150 (6") 150 138 205,2 56,

5 
56 45 170 PN16 15.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
VITON Stainless steel : 

CF8M 
Cast iron 
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BV12-2466V-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026V3200 BV12-2466V-PN10-DN200 - GEARBOX 

121026V3250 BV12-2466V-PN10-DN250 - GEARBOX 

121026V3300 BV12-2466V-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
VITON Stainless steel : 

CF8M 
Cast iron 

BV12-2466V-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126V3200 BV12-2466V-PN16-DN200 - GEARBOX 

121126V3250 BV12-2466V-PN16-DN250 - GEARBOX 

121126V3300 BV12-2466V-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN16 27.00 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN16 36.00 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN16 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
VITON Stainless steel : 

CF8M 
Cast iron 

BV12-2466V-PN10/PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 
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DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN16 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN16 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN16 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN16 10.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026V0050 

121026V0065 

121026V0080 

121026V0100 

121026V0125 

121026V0150 

BV12-2466V-PN16-DN050 - BARE SHAFT 

BV12-2466V-PN16-DN065 - BARE SHAFT 

BV12-2466V-PN16-DN080 - BARE SHAFT 

BV12-2466V-PN16-DN100 - BARE SHAFT 

BV12-2466V-PN16-DN125 - BARE SHAFT 

BV12-2466V-PN16-DN150 - BARE SHAFT 
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BV12-2466V-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN10 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN10 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M SS Stem AISI 416 

BV12-2466V-PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN16, bare shaft 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026V0200 

121026V0250 

121026V0300 

BV12-2466V-PN10-DN200 - BARE SHAFT 

BV12-2466V-PN10-DN250 - BARE SHAFT 

BV12-2466V-PN10-DN300 - BARE SHAFT 
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DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN16 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN16 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN16 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating VITON Stainless steel : CF8M SS Stem AISI 416 

BV12-2466T-PN10/16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126V0200 

121126V0250 

121126V0300 

BV12-2466V-PN16-DN200 - BARE SHAFT 

BV12-2466V-PN16-DN250 - BARE SHAFT 

BV12-2466V-PN16-DN300 - BARE SHAFT 
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Item Number  

121026T1050 BV12-2466T-PN16-DN050 - LEVER 

121026T1065 BV12-2466T-PN16-DN065 - LEVER 

121026T1080 BV12-2466T-PN16-DN080 - LEVER 

121026T1100 BV12-2466T-PN16-DN100 - LEVER 

121026T1125 BV12-2466T-PN16-DN125 - LEVER 

121026T1150 BV12-2466T-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 4.00 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 4.60 

DN80 (3") 89 161,8 22 12 46 266 11 F05/F07 70 50 4 x d10 4 x d7 PN10 5.30 

DN100 (4") 102 178 22 12 52 266 14 F07 70  4 x d10  PN10 7.80 

DN125 (5") 123 190,5 22 12 56 266 14 F07 70  4 x d10  PN10 9.70 

DN150 (6") 138 205,2 22 12 56 266 14 F07 70  4 x d10  PN10 11.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M Maellable iron 
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BV12-2466T-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M Maellable iron 

BV12-2466T-PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN16, with lever 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026T1200 

121026T1250 

121026T1300 

BV12-2466T-PN10-DN200 - LEVER 

BV12-2466T-PN10-DN250 - LEVER 

BV12-2466T-PN10-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 356 17 F10 102 4 x d12 PN10 18.00 

DN250 (10") 207 268,3 34,5 16 68 356 22 F10 102 4 x d12 PN10 31.50 

DN300 (12") 243,5 308,5 34,5 16 78 356 27 F12 125 4 x d14 PN10 46.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M Maellable iron 

BV12-2466T-PN10/16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126T1200 

121126T1250 

121126T1300 

BV12-2466T-PN16-DN200 - LEVER 

BV12-2466T-PN16-DN250 - LEVER 

BV12-2466T-PN16-DN300 - LEVER 
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Item Number Belven Ref. 

121026T3050 BV12-2466T-PN16-DN050 - GEARBOX 

121026T3065 BV12-2466T-PN16-DN065 - GEARBOX 

121026T3080 BV12-2466T-PN16-DN080 - GEARBOX 

121026T3100 BV12-2466T-PN16-DN100 - GEARBOX 

121026T3125 BV12-2466T-PN16-DN125 - GEARBOX 

121026T3150 BV12-2466T-PN16-DN150 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN50 (2") 150 71,4 142,7 56,

5 
43 45 173,5 PN10 6.90 

DN65 (2 

1/2") 
150 77,8 155,4 56,

5 
46 45 173,5 PN10 7.50 

DN80 (3") 150 89 161,8 56,

5 
46 45 173,5 PN10 8.20 

DN100 (4") 150 102 178 56,

5 
52 45 170 PN10 11.60 

DN125 (5") 150 123 190,5 56,

5 
56 45 170 PN10 13.60 

DN150 (6") 150 138 205,2 56,

5 
56 45 170 PN10 15.30 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
PTFE Stainless steel : 

CF8M 
Cast iron 
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BV12-2466T-PN10 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN10, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 

 

 

Item Number Belven Ref. 

121026T3200 BV12-2466T-PN10-DN200 - GEARBOX 

121026T3250 BV12-2466T-PN10-DN250 - GEARBOX 

121026T3300 BV12-2466T-PN10-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 26.50 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.50 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
PTFE Stainless steel : 

CF8M 
Cast iron 

BV12-2466T-PN16 - Gearbox 
Lug type butterfly valve, mounting beween flanges PN16, with gearbox 
Face to Face Standard: EN 558-1 Table 1 series 20 
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Item Number Belven Ref. 

121126T3200 BV12-2466T-PN16-DN200 - GEARBOX 

121126T3250 BV12-2466T-PN16-DN250 - GEARBOX 

121126T3300 BV12-2466T-PN16-DN300 - GEARBOX 
 

 

DN/Size D H1 H2 H3 L L1 W1 Press.Cl. Weight(kg) 

DN200 

(8") 
300 168 237 80,

5 
60 63 237 PN10 27.00 

DN250 

(10") 
300 207 268,3 80,

5 
68 63 237 PN10 36.00 

DN300 

(12") 
300 243,5 308,5 80,

5 
78 78 225 PN10 67.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat 

Material 

Disc Material Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
PTFE Stainless steel : 

CF8M 
Cast iron 

BV12-2466T-PN10/PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10/PN16, bare shaft 
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DN/Size H1 H2 H3 H4 L SQ ISO PCD PCD1 n x d1 n x d2 Press.Cl. Weight(kg) 

DN50 (2") 71,4 142,7 22 12 43 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.30 

DN65 (2 

1/2") 
77,8 155,4 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN10 3.90 

DN80 (3") 89 161,8 22 12 46 11 F05/F07 70 50 4 x d10 4 x d7 PN10 4.60 

DN100 (4") 102 178 22 12 52 14 F07 70  4 x d10  PN10 7.10 

DN125 (5") 123 190,5 22 12 56 14 F07 70  4 x d10  PN10 9.10 

DN150 (6") 138 205,2 22 12 56 14 F07 70  4 x d10  PN10 10.80 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M SS Stem AISI 416 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026T0050 

121026T0065 

121026T0080 

121026T0100 

121026T0125 

121026T0150 

BV12-2466T-PN16-DN050 - BARE SHAFT 

BV12-2466T-PN16-DN065 - BARE SHAFT 

BV12-2466T-PN16-DN080 - BARE SHAFT 

BV12-2466T-PN16-DN100 - BARE SHAFT 

BV12-2466T-PN16-DN125 - BARE SHAFT 

BV12-2466T-PN16-DN150 - BARE SHAFT 
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BV12-2466T-PN10 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN10, bare shaft 

 

DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN10 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN10 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M SS Stem AISI 416 

BV12-2466T-PN16 - Bare Shaft 
Lug type butterfly valve, mounting beween flanges PN16, bare shaft 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121026T0200 

121026T0250 

121026T0300 

BV12-2466T-PN10-DN200 - BARE SHAFT 

BV12-2466T-PN10-DN250 - BARE SHAFT 

BV12-2466T-PN10-DN300 - BARE SHAFT 
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DN/Size H1 H2 H3 H4 L SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 168 237 34,5 16 60 17 F10 102 4 x d12 PN10 16.10 

DN250 (10") 207 268,3 34,5 16 68 22 F10 102 4 x d12 PN10 29.70 

DN300 (12") 243,5 308,5 34,5 16 78 27 F12 125 4 x d14 PN10 44.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating PTFE Stainless steel : CF8M SS Stem AISI 416 

BV12NP-2425E-PN10/PN16 - Lever 
Lug type butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 
Face to Face Standard: EN 558-1 Table 1 series 20 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

121126T0200 

121126T0250 

121126T0300 

BV12-2466T-PN16-DN200 - BARE SHAFT 

BV12-2466T-PN16-DN250 - BARE SHAFT 

BV12-2466T-PN16-DN300 - BARE SHAFT 
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Item Number Belven Ref. 

121023NPE1050 BV12NP-2425E-PN16-DN050 - LEVER 

121023NPE1065 BV12NP-2425E-PN16-DN065 - LEVER 

121023NPE1080 BV12NP-2425E-PN16-DN080 - LEVER 

121023NPE1100 BV12NP-2425E-PN16-DN100 - LEVER 

121023NPE1125 BV12NP-2425E-PN16-DN125 - LEVER 

121023NPE1150 BV12NP-2425E-PN16-DN150 - LEVER 
 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 4.70 

DN65 (2 

1/2") 
71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 PN16 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x d10 PN16 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 70    4 x d10 PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x d10 PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + Ni Maellable iron 
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BV12NP-2425E-PN10 - Lever 
Lug type butterfly valve, mounting beween flanges PN10, with lockable lever 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD n x d1 Press.Cl. Weight(kg) 

DN200 (8") 165 243,5 34,5 45 60 350 17 F10 102 4 x d12 PN10 21.50 

DN250 (10") 202 273 34,5 45 68 350 22 F10 102 4 x d12 PN10 32.00 

DN300 (12") 235 311 34,5 45 78 350 27 F12 125 4 x d14 PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating EPDM Nickel plated : GGG40 + 

Ni 
Maellable iron 

BV12S-2425HE-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

Face   to   Face   Standard:   EN   558 - 1   Table   1   series   20 

Item Number 

1200 NPE 121023 

NPE 1250 121023 

NPE 1300 121023 

Belven Ref. 

BV12NP-2425E-PN16-DN200 - LEVER 

BV12NP-2425E-PN16-DN250 - LEVER 

BV12NP-2425E-PN16-DN300 - LEVER 
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DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
PN16 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating HT-EPDM Nickel plated : GGG40 + Ni Maellable 

iron 

50 

50 

70 

Body Material 

Item Number Belven Ref. 

12 S003034HE 10050 BV12S-2425HE-PN16-DN050 - LEVER 

10065 12 S003034HE BV12S-2425HE-PN16-DN065 - LEVER 

12 10080 S003034HE BV12S-2425HE-PN16-DN080 - LEVER 

12 10100 S003034HE BV12S-2425HE-PN16-DN100 - LEVER 

12 S003034HE 10125 BV12S-2425HE-PN16-DN125 - LEVER 

S003034HE 12 10150 BV12S-2425HE-PN16-DN150 - LEVER 
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BV12S-2425HE-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy 

coating 
HT-EPDM Nickel plated : 

GGG40 + Ni 
Maellable iron 

17 

27 

Body Material 

Item Number Belven Ref. 

10200 12 S002034HE BV12S-2425HE-PN10-DN200 - LEVER 

12 10250 S002034HE BV12S-2425HE-PN10-DN250 - LEVER 

S002034HE 12 10300 BV12S-2425HE-PN10-DN300 - LEVER 
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BV12S-2425HE-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy 

coating 
HT-EPDM Nickel plated : 

GGG40 + Ni 
Maellable iron 

17 

27 

Body Material 

Item Number Belven Ref. 

10200 12 S003034HE BV12S-2425HE-PN16-DN200 - LEVER 

12 10250 S003034HE BV12S-2425HE-PN16-DN250 - LEVER 

S003034HE 12 10300 BV12S-2425HE-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 294tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV12S-2425S-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
6 bar 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
6 bar 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
6 bar 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
6 bar 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
6 bar 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
6 bar 12.70 

50 

50 

70 

Item Number Belven Ref. 

12S003034S10050 BV12S-2425S-PN16-DN050 - LEVER 

12S003034S10065 BV12S-2425S-PN16-DN065 - LEVER 

12S003034S10080 BV12S-2425S-PN16-DN080 - LEVER 

12S003034S10100 BV12S-2425S-PN16-DN100 - LEVER 

12S003034S10125 BV12S-2425S-PN16-DN125 - LEVER 

12S003034S10150 BV12S-2425S-PN16-DN150 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 295tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating Steam 

Silicone 
Nickel plated : GGG40 + Ni Maellable 

iron 

BV12S-2425S-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Body Material 

17 

27 

Item Number Belven Ref. 

12S002034S10200 BV12S-2425S-PN10-DN200 - LEVER 

12S002034S10250 BV12S-2425S-PN10-DN250 - LEVER 

12S002034S10300 BV12S-2425S-PN10-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 296tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy 

coating 
Steam Silicone Nickel plated : 

GGG40 + Ni 
Maellable iron 

BV12S-2425S-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Body Material 

17 

27 

Item Number Belven Ref. 

12S003034S10200 BV12S-2425S-PN16-DN200 - LEVER 

12S003034S10250 BV12S-2425S-PN16-DN250 - LEVER 

12S003034S10300 BV12S-2425S-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 297tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy 

coating 
Steam Silicone Nickel plated : 

GGG40 + Ni 
Maellable iron 

BV12S-2466FC-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

AB/FC seat, suitable for dry abrasive media, max. operating pressure 16 bar, -10°C to 70°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 6.90 

Body Material 

50 

50 

Item Number Belven Ref. 

12 S003047FC 10050 BV12S-2466FC-PN16-DN050 - LEVER 

10065 12 S003047FC BV12S-2466FC-PN16-DN065 - LEVER 

12 10080 S003047FC BV12S-2466FC-PN16-DN080 - LEVER 

12 10100 S003047FC BV12S-2466FC-PN16-DN100 - LEVER 

12 S003047FC 10125 BV12S-2466FC-PN16-DN125 - LEVER 

S003047FC 12 10150 BV12S-2466FC-PN16-DN150 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 298tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
PN16 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

 

Disc Material 
 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy coating FC - Styrene-

Butadiene 
Stainless steel : CF8M Maellable 

iron 

BV12S-2466FC-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

AB/FC seat, suitable for dry abrasive media, max. operating pressure 16 bar, -10°C to 70°C 

 

DN/Size H1 H2 H3 H

4 

L L

1 

SQ ISO PCD n x 

d1 

Press.

Cl. 

Weight(k

g) 
DN200 

(8") 
165 243,5 34,5 45 6

0 
35

0  
F10 102 4 x d12 PN10 21.50 

DN250 

(10") 
202 273 34,5 45 6

8 
35

0 
22 F10 102 4 x d12 PN10 32.00 

70 

Body Material 

17 

Item Number Belven Ref. 

10200 12 S002047FC BV12S-2466FC-PN10-DN200 - LEVER 

12 10250 S002047FC BV12S-2466FC-PN10-DN250 - LEVER 

S002047FC 12 10300 BV12S-2466FC-PN10-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 299tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN300 

(12") 
235 311 34,5 45 7

8 
35

0  
F12 125 4 x d14 PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material  

Disc Material 
 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
FC - Styrene-Butadiene Stainless steel : 

CF8M 
Maellable iron 

BV12S-2466FC-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

AB/FC seat, suitable for dry abrasive media, max. operating pressure 16 bar, -10°C to 70°C 

 

DN/Size H1 H2 H3 H

4 

L L

1 

SQ ISO PCD n x 

d1 

Press.

Cl. 

Weight(k

g) 
DN200 

(8") 
165 243,5 34,5 45 6

0 
35

0  
F10 102 4 x d12 PN16 21.50 

DN250 

(10") 
202 273 34,5 45 6

8 
35

0 
22 F10 102 4 x d12 PN16 32.00 

DN300 

(12") 
235 311 34,5 45 7

8 
35

0  
F12 125 4 x d14 PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

27 

Body Material 

17 

27 

Item Number Belven Ref. 

10200 12 S003047FC BV12S-2466FC-PN16-DN200 - LEVER 

12 10250 S003047FC BV12S-2466FC-PN16-DN250 - LEVER 

S003047FC 12 10300 BV12S-2466FC-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 300tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 
Seat Material  

Disc Material 
 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
FC - Styrene-Butadiene Stainless steel : 

CF8M 
Maellable iron 

BV12S-2466HE-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
PN16 8.50 

Body Material 

50 

50 

Item Number Belven Ref. 

12 S003047HE 10050 BV12S-2466HE-PN16-DN050 - LEVER 

10065 12 S003047HE BV12S-2466HE-PN16-DN065 - LEVER 

12 10080 S003047HE BV12S-2466HE-PN16-DN080 - LEVER 

12 10100 S003047HE BV12S-2466HE-PN16-DN100 - LEVER 

12 S003047HE 10125 BV12S-2466HE-PN16-DN125 - LEVER 

S003047HE 12 10150 BV12S-2466HE-PN16-DN150 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 301tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating HT-EPDM Stainless steel : CF8M Maellable iron 

BV12S-2466HE-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

70 

Body Material 

17 

Item Number Belven Ref. 

10200 12 S002047HE BV12S-2466HE-PN10-DN200 - LEVER 

12 10250 S002047HE BV12S-2466HE-PN10-DN250 - LEVER 

S002047HE 12 10300 BV12S-2466HE-PN10-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 302tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
HT-EPDM Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466HE-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of high temperature EPDM, max. operating pressure 16 bar, -20°C to 130°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

27 

Body Material 

17 

Item Number Belven Ref. 

10200 12 S003047HE BV12S-2466HE-PN16-DN200 - LEVER 

12 10250 S003047HE BV12S-2466HE-PN16-DN250 - LEVER 

S003047HE 12 10300 BV12S-2466HE-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 303tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
HT-EPDM Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466S-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

27 

Body Material 

Item Number Belven Ref. 

12S003047S10050 BV12S-2466S-PN16-DN050 - LEVER 

12S003047S10065 BV12S-2466S-PN16-DN065 - LEVER 

12S003047S10080 BV12S-2466S-PN16-DN080 - LEVER 

12S003047S10100 BV12S-2466S-PN16-DN100 - LEVER 

12S003047S10125 BV12S-2466S-PN16-DN125 - LEVER 

12S003047S10150 BV12S-2466S-PN16-DN150 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 304tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
6 bar 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
6 bar 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
6 bar 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
6 bar 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
6 bar 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
6 bar 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating Steam 

Silicone 
Stainless steel : CF8M Maellable iron 

BV12S-2466S-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

50 

50 

70 

Body Material 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 305tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
Steam Silicone Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466S-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of steam silicone, suitable for steam water, max. operating pressure 6 bar, -55°C to 160°C 

17 

27 

Body Material 

Item Number Belven Ref. 

12S002047S10200 BV12S-2466S-PN10-DN200 - LEVER 

12S002047S10250 BV12S-2466S-PN10-DN250 - LEVER 

12S002047S10300 BV12S-2466S-PN10-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 306tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
Steam Silicone Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466VB-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

17 

27 

Body Material 

Item Number Belven Ref. 

12S003047S10200 BV12S-2466S-PN16-DN200 - LEVER 

12S003047S10250 BV12S-2466S-PN16-DN250 - LEVER 

12S003047S10300 BV12S-2466S-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 307tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

Seat made of FPM (Viton BIO), suitable for steam, biodiesel, acids..., max. operating pressure 16 bar, -5°C to 

200°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 6.90 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
PN16 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating FPM-BIO Stainless steel : CF8M Maellable iron 

50 

50 

70 

Body Material 

Item Number Belven Ref. 

12 S003047VB 10050 BV12S-2466VB-PN16-DN050 - LEVER 

10065 12 S003047VB BV12S-2466VB-PN16-DN065 - LEVER 

12 10080 S003047VB BV12S-2466VB-PN16-DN080 - LEVER 

12 10100 S003047VB BV12S-2466VB-PN16-DN100 - LEVER 

12 S003047VB 10125 BV12S-2466VB-PN16-DN125 - LEVER 

S003047VB 12 10150 BV12S-2466VB-PN16-DN150 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 308tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV12S-2466VB-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton BIO), suitable for steam, biodiesel, acids..., max. operating pressure 16 bar, -5°C to 

200°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

17 

27 

Body Material 

Item Number Belven Ref. 

10200 12 S002047VB BV12S-2466VB-PN10-DN200 - LEVER 

12 10250 S002047VB BV12S-2466VB-PN10-DN250 - LEVER 

S002047VB 12 10300 BV12S-2466VB-PN10-DN300 - LEVER 
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Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 309tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

Ductile iron : GGG40 + Epoxy 

coating 
FPM-BIO Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466VB-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton BIO), suitable for steam, biodiesel, acids..., max. operating pressure 16 bar, -5°C to 

200°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

17 

27 

Item Number Belven Ref. 

10200 12 S003047VB BV12S-2466VB-PN16-DN200 - LEVER 

12 10250 S003047VB BV12S-2466VB-PN16-DN250 - LEVER 

S003047VB 12 10300 BV12S-2466VB-PN16-DN300 - LEVER 
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Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 310tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
FPM-BIO Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466V-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton), max. operating pressure 16 bar, -5°C to 200°C 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n 

x 

d 

n x 

d1 

Press.Cl. Weight(kg) 

DN50 (2") 64 140,5 22 29 43 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 4.70 

DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 

x 

d7 

4 x 

d10 
PN16 5.20 

DN80 (3") 94 157,5 22 29 46 260 11 F05 
 

F07 70 4 

x 

d7 

4 x 

d10 
PN16 6.90 

Body Material 

50 

50 

Item Number Belven Ref. 

12S003047V10050 BV12S-2466V-PN16-DN050 - LEVER 

12S003047V10065 BV12S-2466V-PN16-DN065 - LEVER 

12S003047V10080 BV12S-2466V-PN16-DN080 - LEVER 

12S003047V10100 BV12S-2466V-PN16-DN100 - LEVER 

12S003047V10125 BV12S-2466V-PN16-DN125 - LEVER 

12S003047V10150 BV12S-2466V-PN16-DN150 - LEVER 
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Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 311tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x 

d10 
PN16 8.50 

DN125 (5") 119 191 22 29 56 260 14 F07 
    4 x 

d10 
PN16 12.00 

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x 

d10 
PN16 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat 

Material 

Disc Material Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating FPM Stainless steel : CF8M Maellable iron 

BV12S-2466V-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton), max. operating pressure 16 bar, -5°C to 200°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN10 21.50 

70 

Body Material 

17 

Item Number Belven Ref. 

12S002047V10200 BV12S-2466V-PN10-DN200 - LEVER 

12S002047V10250 BV12S-2466V-PN10-DN250 - LEVER 

12S002047V10300 BV12S-2466V-PN10-DN300 - LEVER 
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Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 312tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN10 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN10 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
FPM Stainless 

steel : CF8M 
Maellable iron 

BV12S-2466V-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 

Face Standard: EN 558-1 Table 1 series 20 

Seat made of FPM (Viton), max. operating pressure 16 bar, -5°C to 200°C 

 

DN/Size H1 H2 H3 H4 L L

1 

SQ IS

O 

PC

D 

n 

x 

d1 

Press.C

l. 

Weight(k

g) 

27 

Body Material 

Item Number Belven Ref. 

12S003047V10200 BV12S-2466V-PN16-DN200 - LEVER 

12S003047V10250 BV12S-2466V-PN16-DN250 - LEVER 

12S003047V10300 BV12S-2466V-PN16-DN300 - LEVER 



Technical Product Sheet  

Lug type 
Face to  

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 313tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

DN200 (8") 165 243,5 34,5 45 6

0 
35

0  
F1

0 
102 4 x 

d1

2 

PN16 21.50 

DN250 (10") 202 273 34,5 45 6

8 
35

0 
22 F1

0 
102 4 x 

d1

2 

PN16 32.00 

DN300 (12") 235 311 34,5 45 7

8 
35

0  
F1

2 
125 4 x 

d1

4 

PN16 50.50 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc 

Materia

l 

Actuator 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
FPM Stainless 

steel : CF8M 
Maellable iron 

17 

27 

Body Material 
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Lug type 
Face to  

Seat made of white EPDM, suitable for food applications, max. operating pressure 10 bar up to DN150, 6 bar for DN200 and larger, -10°C 

to 

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 314tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV12S-2466WE-PN10/PN16 - Lever 
 butterfly valve, mounting beween flanges PN10/PN16, with lockable lever 
Face Standard: EN 558-1 Table 1 series 20 

 

DN/Size H1 H2 H3 H4 L L1 SQ ISO PCD ISO1 PCD1 n x d n x d1 Press.Cl. Weight(kg) 

DN50 (2") 
 
140,5 

  
43 260 

     
4 x d7 4 x d10 

  
DN65 (2 1/2") 71,4 152,5 22 29 46 260 11 F05 50 F07 70 4 x d7 4 x d10 10 bar 5.20 

DN80 (3") 
 
157,5 

  
46 260 

     
4 x d7 4 x d10 

  
DN100 (4") 108,5 176 22 29 52 260 14 F07 70    4 x d10 10 bar 8.50 

DN125 (5") 
    

56 260 
      

4 x d10 
  

DN150 (6") 136 202,5 22 29 56 260 14 F07 70    4 x d10 10 bar 12.70 

Item 1 Item 2 Item 3 Item 4 

 
Seat Material Disc Material Actuator Material 

Ductile iron : GGG40 + Epoxy coating White EPDM Stainless steel : CF8M Maellable iron 

64 22 29 11 F05 50 F07 70 10  bar 4.70 

94 22 29 11 F05 50 F07 70 10  bar 6.90 

119 191 22 29 14 F07 70 10  bar 12.00 

Body Material 

Item Number Belven Ref. 

12 S003047WE 10050 BV12S-2466WE-PN16-DN050 - LEVER 

S003047WE 12 10065 BV12S-2466WE-PN16-DN065 - LEVER 

12 10080 S003047WE BV12S-2466WE-PN16-DN080 - LEVER 

12 10100 S003047WE BV12S-2466WE-PN16-DN100 - LEVER 

S003047WE 10125 12 BV12S-2466WE-PN16-DN125 - LEVER 

12 10150 S003047WE BV12S-2466WE-PN16-DN150 - LEVER 

90 °C 



Technical Product Sheet  

Lug type 
Face to  

Seat made of white EPDM, suitable for food applications, max. operating pressure 10 bar up to DN150, 6 bar for DN200 and larger, -10°C 

to 

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 315tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV12S-2466WE-PN10 - Lever 
 butterfly valve, mounting beween flanges PN10, with lockable lever 
Face Standard: EN 558-1 Table 1 series 20 

 

DN/Siz

e 

H1 H2 H3 H4 L L1 SQ ISO PCD n x 

d1 

Press.C

l. 

Weight(k

g) 

 

DN200 (8") 
 

 

16

5 
 

 

243

,5 
 

 
34,5 

 

 

45 
 

 
60 

 

 

35

0 
 

 

17 
 

 

F10 
 

 

102 
 

 

4 x d12 
 

 

6 bar 
 

 

21.50 
 

DN250 

(10") 
202 273 34,5 45 68 350 22 F10 102 4 x 

d12 
6 bar 32.00 

DN300 

(12") 
235 311 34,5 45 78 350 27 F12 125 4 x 

d14 
6 bar 50.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating 

 
Stainless steel : 

CF8M 
Maellable iron White EPDM 

Item Number Belven Ref. 

12 S002047WE 10200 BV12S-2466WE-PN10-DN200 - LEVER 

12 10250 S002047WE BV12S-2466WE-PN10-DN250 - LEVER 

12 10300 S002047WE BV12S-2466WE-PN10-DN300 - LEVER 

90 °C 



Technical Product Sheet  

Lug type 
Face to  

Seat made of white EPDM, suitable for food applications, max. operating pressure 10 bar up to DN150, 6 bar for DN200 and larger, -10°C 

to 

Belven N.V. 

Blokhuisstraat 24 l 2800 Mechelen l België 316tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l 

www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct notice. 

BV12S-2466WE-PN16 - Lever 
 butterfly valve, mounting beween flanges PN16, with lockable lever 
Face Standard: EN 558-1 Table 1 series 20 

 

DN/Siz

e 

H1 H2 H3 H4 L L1 SQ ISO PCD n x 

d1 

Press.C

l. 

Weight(k

g) 

 

DN200 (8") 
 

 

16

5 
 

 

243

,5 
 

 
34,5 

 

 

45 
 

 
60 

 

 

35

0 
 

 

17 
 

 

F10 
 

 

102 
 

 

4 x d12 
 

 

6 bar 
 

 

21.50 
 

DN250 

(10") 
202 273 34,5 45 68 350 22 F10 102 4 x 

d12 
6 bar 32.00 

DN300 

(12") 
235 311 34,5 45 78 350 27 F12 125 4 x 

d14 
6 bar 50.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Seat Material Disc 

Material 

Actuator 

Material 
Ductile iron : GGG40 + Epoxy coating 

 
Stainless steel : 

CF8M 
Maellable iron White EPDM 

Item Number Belven Ref. 

12 S003047WE 10200 BV12S-2466WE-PN16-DN200 - LEVER 

12 10250 S003047WE BV12S-2466WE-PN16-DN250 - LEVER 

12 10300 S003047WE BV12S-2466WE-PN16-DN300 - LEVER 

90 °C 
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Technical Product Sheet 

BV12SA-2425E-PN10/16  
DN50 - DN300 

DN NPS L H1 H2 H3 SQ ISO 5211 FLANGE CONNECTION 

050 2" 43 141 64 22.0 11 F05/F07 PN10 and PN16 

065 2 

1/2" 
46 153 71 22.0 11 F05/F07 PN10 and PN16 

080 3" 46 157 94 22.0 11 F05/F07 PN10 and PN16 

100 4" 52 176 108 22.0 14 F07 PN10 and PN16 

125 5" 56 191 120 22.0 14 F07 PN10 and PN16 

TECHNICAL DESCRIPTION 

Lug type butterfly valve - ATEX 

Design according to EN 593 fig. 3c body type 

Testing acc. to EN12266-1(P10-P12)/MSS SP-67 type 1 

Max. working pressure : 16 bar (PN16) / 10 bar (PN10) 

Shell(body) test pressure : 24bar (PN16)/ 15 bar (PN10) 
Seat test pressure : 17,6 bar (PN16)/11 bar (PN10) 
Max. temperature : 120°C at 1 bara 

Tightness : bi-directional bubble tight acc. EN 12266-1 Rate A  
Suitable for mounting between flanges 

DN50 to DN150 : EN1092-B1 PN10 and PN16                
             DN200 to DN300and EN1092-B1 PN10 or PN16 

Face to face dimensions acc. EN 558-1 table 1 series 20 

Body coating : Epoxy powder coating, blue RAL 5015 

With ATEX declaration suitable to be used in Zone 1 and 2 for explosive  
gases and vapors, and in Zone 21 and 22 for flammable dust 



Technical Product Sheet 
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150 6" 56 202 136 22.0 14 F07 PN10 and PN16 

200 8" 60 243 165 34.5 17 F10 PN10 or PN16 

250 10" 68 273 202 34.5 22 F10 PN10 or PN16 

300 12" 78 311 235 34.5 27 F12 PN10 or PN16 
Belven N.V. 
Blokhuisstraat 24 l 2800 Mechelen l Belgium tel. +32/(0)15 29 40 70 l fax +32 (0) 15 

20 14 13 l info@belven.com l www.belven.com 
We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

BV12SA-2425E-PN10/PN16 
DN50-DN300 

 

 

MATERIALS 
 

 

13 WASHER 2 AISI 316 

12 NUT 2 AISI 316 

11 SPRING LOADED 

SCREW 
1 STAINLESS STEEL 1.4305 

10 PHILIP SCREW 1 ZINC COATED STEEL 

9 RETAINER PLATE 1 ZINC COATED STEEL 

8 CIRCLIP 1 SPRING STEEL DIN 17222 

7 UPPER BUSHING 1 NYLON / PTFE 

6 O-RING 1 EPDM 

5 STEM 1 AISI 416 

4 DISC 1 GGG40+Nickle plating 

3 SEAT 1 EPDM 

2 BOTTOM BUSHING 1 NYLON / PTFE 

1 BODY 1 GGG40 with epoxy 

coating 

N° PART NAME QTY MATERIAL 
 

TORQUE-VALUES - in Nm        
for water at 20°C and 16 bar Dp and at 

least 1 open/close cycle per month 

11 
12 
13 

1 

2 

3 

4 

5 

6 
7 

8 
9 
10 



 

319 

The 

valve with 
our Belven 
lever 
remains 
suitable to 
be used in 
Zone 1 and 

2 for explosive gases and vapors, and in Zone 21 and 22 for        
flammable dust  

If the the valve is assembled with another operator the ATEX 
classification will be equal to the lowest category of the different parts 
of the assembly. 
If one element does not meet with ATEX, the complete assembly will 
not comply with ATEX 

Belven N.V. 
Blokhuisstraat 24 l 2800 Mechelen l Belgium tel. +32/(0)15 29 40 70 l fax +32 (0) 15 

20 14 13 l info@belven.com l www.belven.com 
We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

KV-VALUES - Flow in m³/h at 1 bar Dp  

SIZE CLOSE -------------------------------------------------------> OPEN 

DN 10° 20° 30° 40° 50° 60° 70° 80° 90° 

50 0,1 3 6 13 23 38 60 90 99 

65 0,1 5 10 22 39 65 102 153 169 

80 0,2 8 15 34 60 100 157 237 260 

100 0,3 15 31 67 120 198 313 470 516 

125 0,4 25 52 114 204 337 533 800 879 

150 0,4 39 82 176 315 520 824 1234 1358 

200 2 77 162 351 625 1034 1637 2454 2697 

250 3 130 275 597 1064 1760 2786 4179 4592 

300 3 201 426 922 1643 2719 4304 6456 7095 

DN Nm  DN Nm 

50 16 150 102 

65 17 200 192 

80 23 250 323 

100 40 300 490 

125 62   



 

 
  

Check Valves 

39 251 
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Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 
321tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

BV36-6666M-PN10/PN16/PN25/PN40 
Wafer type disc check valve, mounting beween flanges PN10/PN16/PN25/PN40 
Face to Face Standard: EN 558-1 series 49 

 

 

Item Number Belven Ref. 

36507800015 BV36-6666M-PN40-DN015 

36507800020 BV36-6666M-PN40-DN020 

36507800025 BV36-6666M-PN40-DN025 

36507800032 BV36-6666M-PN40-DN032 

36507800040 BV36-6666M-PN40-DN040 

36507800050 BV36-6666M-PN40-DN050 

36507800065 BV36-6666M-PN40-DN065 

36507800080 BV36-6666M-PN40-DN080 

36507800100 BV36-6666M-PN40-DN100 
 

 

DN/Size D H1 ID OD L Press.Cl. Weight(kg) 

DN15 

(1/2") 
43 43 15 53 16 PN40 0.11 

DN20 

(3/4") 
53 53 20 63 19 PN40 0.20 

DN25 (1") 63 63 25 73 22 PN40 0.27 

DN32 (1 

1/4") 
75 75 30 84 28 PN40 0.44 

DN40 (1 

1/2") 
86 86 38 94 32 PN40 0.64 

DN50 (2") 95 95 47 107 40 PN40 0.96 

DN65 (2 

1/2") 
115 115 62 126 46 PN40 1.44 
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Mechelen l Belgium 
322tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

DN80 (3") 131 131 77 145 50 PN40 2.08 

DN100 (4") 150 150 86 164 60 PN40 3.31 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4436 (AISI 

316) 
METAL 

BV36-6666E-PN10/PN16/PN25/PN40 
Wafer type disc check valve, mounting beween flanges PN10/PN16/PN25/PN40 
Face to Face Standard: EN 558-1 series 49 

 

 

Item Number Belven Ref. 

365078E0015 BV36-6666E-PN40-DN015 

365078E0020 BV36-6666E-PN40-DN020 

365078E0025 BV36-6666E-PN40-DN025 

365078E0032 BV36-6666E-PN40-DN032 

365078E0040 BV36-6666E-PN40-DN040 

365078E0050 BV36-6666E-PN40-DN050 

365078E0065 BV36-6666E-PN40-DN065 

365078E0080 BV36-6666E-PN40-DN080 

365078E0100 BV36-6666E-PN40-DN100 
 

 

DN/Size D H1 ID OD L Press.Cl. Weight(kg) 

DN15 

(1/2") 
43 43 15 53 16 PN40 0.11 

DN20 

(3/4") 
53 53 20 63 19 PN40 0.20 
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DN25 (1") 63 63 25 73 22 PN40 0.27 

DN32 (1 

1/4") 
75 75 30 84 28 PN40 0.44 

DN40 (1 

1/2") 
86 86 38 94 32 PN40 0.64 

DN50 (2") 95 95 47 107 40 PN40 0.96 

DN65 (2 

1/2") 
115 115 62 126 46 PN40 1.44 

DN80 (3") 131 131 77 145 50 PN40 2.08 

DN100 (4") 150 150 86 164 60 PN40 3.31 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4436 (AISI 

316) 
EPDM 

BV36-6666B-PN10/PN16/PN25/PN40 
Wafer type disc check valve, mounting beween flanges PN10/PN16/PN25/PN40 
Face to Face Standard: EN 558-1 series 49 

 

 

Item Number Belven Ref. 

365078B0015 BV36-6666B-PN40-DN015 

365078B0020 BV36-6666B-PN40-DN020 

365078B0025 BV36-6666B-PN40-DN025 

365078B0032 BV36-6666B-PN40-DN032 

365078B0040 BV36-6666B-PN40-DN040 

365078B0050 BV36-6666B-PN40-DN050 

365078B0065 BV36-6666B-PN40-DN065 

365078B0080 BV36-6666B-PN40-DN080 

365078B0100 BV36-6666B-PN40-DN100 
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DN/Size D H1 ID OD L Press.Cl. Weight(kg) 

DN15 

(1/2") 
43 43 15 53 16 PN40 0.11 

DN20 

(3/4") 
53 53 20 63 19 PN40 0.20 

DN25 (1") 63 63 25 73 22 PN40 0.27 

DN32 (1 

1/4") 
75 75 30 84 28 PN40 0.44 

DN40 (1 

1/2") 
86 86 38 94 32 PN40 0.64 

DN50 (2") 95 95 47 107 40 PN40 0.96 

DN65 (2 

1/2") 
115 115 62 126 46 PN40 1.44 

DN80 (3") 131 131 77 145 50 PN40 2.08 

DN100 (4") 150 150 86 164 60 PN40 3.31 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4436 (AISI 

316) 
NBR 

BV36-6666T-PN10/PN16/PN25/PN40 
Wafer type disc check valve, mounting beween flanges PN10/PN16/PN25/PN40 
Face to Face Standard: EN 558-1 series 49 
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Item Number Belven Ref. 

365078T0015 BV36-6666T-PN40-DN015 

365078T0020 BV36-6666T-PN40-DN020 

365078T0025 BV36-6666T-PN40-DN025 

365078T0032 BV36-6666T-PN40-DN032 

365078T0040 BV36-6666T-PN40-DN040 

365078T0050 BV36-6666T-PN40-DN050 

365078T0065 BV36-6666T-PN40-DN065 

365078T0080 BV36-6666T-PN40-DN080 

365078T0100 BV36-6666T-PN40-DN100 
 

 

DN/Size D H1 ID OD L Press.Cl. Weight(kg) 

DN15 

(1/2") 
43 43 15 53 16 PN40 0.11 

DN20 

(3/4") 
53 53 20 63 19 PN40 0.20 

DN25 (1") 63 63 25 73 22 PN40 0.27 

DN32 (1 

1/4") 
75 75 30 84 28 PN40 0.44 

DN40 (1 

1/2") 
86 86 38 94 32 PN40 0.64 

DN50 (2") 95 95 47 107 40 PN40 0.96 

DN65 (2 

1/2") 
115 115 62 126 46 PN40 1.44 

DN80 (3") 131 131 77 145 50 PN40 2.08 

DN100 (4") 150 150 86 164 60 PN40 3.31 

Item 1 Item 2 Item 3 
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Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4436 (AISI 

316) 
PTFE 

BV38-2345E-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383035E0050 BV38-2345E-PN16-DN050 

383035E0065 BV38-2345E-PN16-DN065 

383035E0080 BV38-2345E-PN16-DN080 

383035E0100 BV38-2345E-PN16-DN100 

383035E0125 BV38-2345E-PN16-DN125 

383035E0150 BV38-2345E-PN16-DN150 

383035E0200 BV38-2345E-PN16-DN200 

383035E0250 BV38-2345E-PN16-DN250 

383035E0300 BV38-2345E-PN16-DN300 
 

 

DN/Size A D H1 H2 L L1 Press.Cl. Weight(kg) 

DN50 (2") 32 99 65 130 18 44 PN16 1.20 

DN65 (2 

1/2") 
40 118 72 140 20 52 PN16 1.80 

DN80 (3") 54 132 94 150 20 62 PN16 2.10 

DN100 (4") 70 158 108 162 20 78 PN16 2.90 

DN125 (5") 92 184 120 175 22 95 PN16 3.80 

DN150 (6") 112 215 135 188 22 114 PN16 4.90 
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DN200 (8") 154 265 165 220 22 153 PN16 7.50 

DN250 (10") 200 319 202 250 29 195 PN16 12.70 

DN300 (12") 240 370 325 288 38 229 PN16 21.20 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Cast iron : GG25 + Epoxy coating Carbon steel EPDM 

BV38-4545E-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383055N0032 BV38-4545E-PN16-DN032 

383055N0040 BV38-4545E-PN16-DN040 

383055N0050 BV38-4545E-PN16-DN050 

383055N0065 BV38-4545E-PN16-DN065 

383055N0080 BV38-4545E-PN16-DN080 

383055N0100 BV38-4545E-PN16-DN100 

383055N0125 BV38-4545E-PN16-DN125 

383055N0150 BV38-4545E-PN16-DN150 

383055N0200 BV38-4545E-PN16-DN200 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 15 22 PN16 0.60 

DN40 (1 

1/2") 
22 95 16 25 PN16 0.80 

DN50 (2") 32 109 14 37 PN16 0.90 
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DN65 (2 

1/2") 
40 129 14 50 PN16 1.20 

DN80 (3") 54 144 14 61 PN16 1.50 

DN100 (4") 70 164 18 77 PN16 2.40 

DN125 (5") 92 195 18 98 PN16 3.30 

DN150 (6") 112 220 20 120 PN16 4.60 

DN200 (8") 154 275 22 160 PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
EPDM 

BV38-4545E-PN10 
Wafer type swing check valve, mounting beween flanges PN10 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

382055N0250 BV38-4545E-PN10-DN250 

382055N0300 BV38-4545E-PN10-DN300 

382055N0350 BV38-4545E-PN10-DN350 

382055N0400 BV38-4545E-PN10-DN400 

382055N0450 BV38-4545E-PN10-DN450 

382055N0500 BV38-4545E-PN10-DN500 

382055N0600 BV38-4545E-PN10-DN600 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 
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DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

DN350 

(14") 
266 440 38 250 PN10 33.50 

DN400 

(16") 
310 491 44 290 PN10 52.00 

DN450 

(18") 
350 541 52 340 PN10 71.00 

DN500 

(20") 
400 596 58 390 PN10 94.00 

DN600 

(24") 
486 698 62 470 PN10 128.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
EPDM 

BV38-4545B-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383055B0032 BV38-4545B-PN16-DN032 

383055B0040 BV38-4545B-PN16-DN040 

383055B0050 BV38-4545B-PN16-DN050 

383055B0065 BV38-4545B-PN16-DN065 

383055B0080 BV38-4545B-PN16-DN080 

383055B0100 BV38-4545B-PN16-DN100 

383055B0125 BV38-4545B-PN16-DN125 

383055B0150 BV38-4545B-PN16-DN150 

383055B0200 BV38-4545B-PN16-DN200 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 15 22 PN16 0.60 

DN40 (1 

1/2") 
22 95 16 25 PN16 0.80 

DN50 (2") 32 109 14 37 PN16 0.90 

DN65 (2 

1/2") 
40 129 14 50 PN16 1.20 

DN80 (3") 54 144 14 61 PN16 1.50 

DN100 (4") 70 164 18 77 PN16 2.40 

DN125 (5") 92 195 18 98 PN16 3.30 

DN150 (6") 112 220 20 120 PN16 4.60 

DN200 (8") 154 275 22 160 PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
NBR 

BV38-4545B-PN10 
Wafer type swing check valve, mounting beween flanges PN10 
Face to Face Standard: Factory standard 
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Item Number Belven Ref. 

382055B0250 BV38-4545B-PN10-DN250 

382055B0300 BV38-4545B-PN10-DN300 

382055B0350 BV38-4545B-PN10-DN350 

382055B0400 BV38-4545B-PN10-DN400 

382055B0450 BV38-4545B-PN10-DN450 

382055B0500 BV38-4545B-PN10-DN500 

382055B0600 BV38-4545B-PN10-DN600 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

DN350 

(14") 
266 440 38 250 PN10 33.50 

DN400 

(16") 
310 491 44 290 PN10 52.00 

DN450 

(18") 
350 541 52 340 PN10 71.00 

DN500 

(20") 
400 596 58 390 PN10 94.00 

DN600 

(24") 
486 698 62 470 PN10 128.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
NBR 
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BV38-6666E-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383077N0032 BV38-6666E-PN16-DN032 

383077N0040 BV38-6666E-PN16-DN040 

383077N0050 BV38-6666E-PN16-DN050 

383077N0065 BV38-6666E-PN16-DN065 

383077N0080 BV38-6666E-PN16-DN080 

383077N0100 BV38-6666E-PN16-DN100 

383077N0125 BV38-6666E-PN16-DN125 

383077N0150 BV38-6666E-PN16-DN150 

383077N0200 BV38-6666E-PN16-DN200 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 15 22 PN16 0.60 

DN40 (1 

1/2") 
22 95 16 25 PN16 0.80 

DN50 (2") 32 109 14 37 PN16 0.90 

DN65 (2 

1/2") 
40 129 14 50 PN16 1.20 

DN80 (3") 54 144 14 61 PN16 1.50 

DN100 (4") 70 164 18 77 PN16 2.40 

DN125 (5") 92 195 18 98 PN16 3.30 

DN150 (6") 112 220 20 120 PN16 4.60 

DN200 (8") 154 275 22 160 PN16 7.70 
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Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
EPDM 

BV38-6666E-PN10 
Wafer type swing check valve, mounting beween flanges PN10 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

382077N0250 BV38-6666E-PN10-DN250 

382077N0300 BV38-6666E-PN10-DN300 

382077N0350 BV38-6666E-PN10-DN350 

382077N0400 BV38-6666E-PN10-DN400 

382077N0450 BV38-6666E-PN10-DN450 

382077N0500 BV38-6666E-PN10-DN500 

382077N0600 BV38-6666E-PN10-DN600 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

DN350 

(14") 
266 440 38 250 PN10 33.50 

DN400 

(16") 
310 491 44 290 PN10 52.00 

DN450 

(18") 
350 541 52 340 PN10 71.00 
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DN500 

(20") 
400 596 58 390 PN10 94.00 

DN600 

(24") 
486 698 62 470 PN10 128.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
EPDM 

BV38-6666E-PN16 
Wafer type swing check valve, mounting beween flanges PN16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383077N0250 BV38-6666E-PN16-DN250 

383077N0300 BV38-6666E-PN16-DN300 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 331 26 190 PN16 13.10 

DN300 

(12") 
227 386 32 220 PN16 21.00 

Item 1 Item 2 Item 3 
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Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
EPDM 

BV38-6666B-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383077B0032 BV38-6666B-PN16-DN032 

383077B0040 BV38-6666B-PN16-DN040 

383077B0050 BV38-6666B-PN16-DN050 

383077B0065 BV38-6666B-PN16-DN065 

383077B0080 BV38-6666B-PN16-DN080 

383077B0100 BV38-6666B-PN16-DN100 

383077B0125 BV38-6666B-PN16-DN125 

383077B0150 BV38-6666B-PN16-DN150 

383077B0200 BV38-6666B-PN16-DN200 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 15 22 PN16 0.60 

DN40 (1 

1/2") 
22 95 16 25 PN16 0.80 

DN50 (2") 32 109 14 37 PN16 0.90 

DN65 (2 

1/2") 
40 129 14 50 PN16 1.20 

DN80 (3") 54 144 14 61 PN16 1.50 
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DN100 (4") 70 164 18 77 PN16 2.40 

DN125 (5") 92 195 18 98 PN16 3.30 

DN150 (6") 112 220 20 120 PN16 4.60 

DN200 (8") 154 275 22 160 PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
NBR 

BV38-6666B-PN10 
Wafer type swing check valve, mounting beween flanges PN10 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

382077B0250 BV38-6666B-PN10-DN250 

382077B0300 BV38-6666B-PN10-DN300 

382077B0350 BV38-6666B-PN10-DN350 

382077B0400 BV38-6666B-PN10-DN400 

382077B0450 BV38-6666B-PN10-DN450 

382077B0500 BV38-6666B-PN10-DN500 

382077B0600 BV38-6666B-PN10-DN600 
 

 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 
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DN350 

(14") 
266 440 38 250 PN10 33.50 

DN400 

(16") 
310 491 44 290 PN10 52.00 

DN450 

(18") 
350 541 52 340 PN10 71.00 

DN500 

(20") 
400 596 58 390 PN10 94.00 

DN600 

(24") 
486 698 62 470 PN10 128.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
NBR 

BV38-6666T-PN10/PN16 
Wafer type swing check valve, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

383077T0032 BV38-6666T-PN16-DN032 

383077T0040 BV38-6666T-PN16-DN040 

383077T0050 BV38-6666T-PN16-DN050 

383077T0065 BV38-6666T-PN16-DN065 

383077T0080 BV38-6666T-PN16-DN080 

383077T0100 BV38-6666T-PN16-DN100 

383077T0125 BV38-6666T-PN16-DN125 

383077T0150 BV38-6666T-PN16-DN150 

383077T0200 BV38-6666T-PN16-DN200 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 15 22 PN16 0.60 

DN40 (1 

1/2") 
22 95 16 25 PN16 0.80 

DN50 (2") 32 109 14 37 PN16 0.90 

DN65 (2 

1/2") 
40 129 14 50 PN16 1.20 

DN80 (3") 54 144 14 61 PN16 1.50 

DN100 (4") 70 164 18 77 PN16 2.40 

DN125 (5") 92 195 18 98 PN16 3.30 

DN150 (6") 112 220 20 120 PN16 4.60 

DN200 (8") 154 275 22 160 PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
PTFE 

BV38-6666T-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 
Face to Face Standard: Factory standard 

 

 

Item Number Belven Ref. 

382077T0250 BV38-6666T-PN10-DN250 

382077T0300 BV38-6666T-PN10-DN300 

382077T0350 BV38-6666T-PN10-DN350 

382077T0400 BV38-6666T-PN10-DN400 

382077T0450 BV38-6666T-PN10-DN450 

382077T0500 BV38-6666T-PN10-DN500 

382077T0600 BV38-6666T-PN10-DN600 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

DN350 

(14") 
266 440 38 250 PN10 33.50 

DN400 

(16") 
310 491 44 290 PN10 52.00 

DN450 

(18") 
350 541 52 340 PN10 71.00 

DN500 

(20") 
400 596 58 390 PN10 94.00 

DN600 

(24") 
486 698 62 470 PN10 128.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
PTFE 
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BV39-4545E-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number  Belven Ref.  

393055N0032 BV39-4545E-PN16-DN032 

393055N0040 BV39-4545E-PN16-DN040 

393055N0050 BV39-4545E-PN16-DN050 

393055N0065 BV39-4545E-PN16-DN065 

393055N0080 BV39-4545E-PN16-DN080 

393055N0100 BV39-4545E-PN16-DN100 

393055N0125 BV39-4545E-PN16-DN125 

393055N0150 BV39-4545E-PN16-DN150 

393055N0200 BV39-4545E-PN16-DN200 
 

DN/Si

ze 

A D L L

1 

Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 8

5 
1

5 
2

2 
PN16 0.60 

DN40 (1 

1/2") 
22 9

5 
1

6 
2

5 
PN16 0.80 
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DN50 

(2") 
32 10

9 
1

4 
3

7 
PN16 0.90 

DN65 (2 

1/2") 
40 12

9 
1

4 
5

0 
PN16 1.20 

DN80 

(3") 
54 14

4 
1

4 
6

1 
PN16 1.50 

DN100 

(4") 
70 16

4 
1

8 
7

7 
PN16 2.40 

DN125 

(5") 
92 19

5 
1

8 
9

8 
PN16 3.30 

DN150 

(6") 
11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 

(8") 
15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 (WCB) zinc plated EPDM 

BV39-4545E-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

Face   to   Face   Standard:   Factory   standard 

Item Number 

392055N0250 

392055N0300 

Belven Ref. 

BV39-4545E-PN10-DN250 

BV39-4545E-PN10-DN300 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
EPDM 

BV39-4545E-PN16 
Wafer type swing check valve with spring, mounting beween flanges PN16 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 331 26 190 PN16 13.10 

DN300 

(12") 
227 386 32 220 PN16 21.00 

Item 1 Item 2 Item 3 

Face   to   Face   Standard:   Factory   standard 

Item Number 

393055N0250 

393055N0300 

BV39-4545E-PN16-DN250 

BV39-4545E-PN16-DN300 
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Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
EPDM 

BV39-4545B-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number  Belven Ref.  Price (EURO) 

393055B0032 BV39-4545B-PN16-

DN 
032 71,4 

393055B0040 BV39-4545B-PN16-

DN 
040 78,12 

393055B0050 BV39-4545B-PN16-

DN 
050 78,79 

393055B0065 BV39-4545B-PN16-

DN 
065 88,37 

393055B0080 BV39-4545B-PN16-

DN 
080 101,6 

393055B0100 BV39-4545B-PN16-

DN 
100 131 

393055B0125 BV39-4545B-PN16-

DN 
125 159,35 

393055B0150 BV39-4545B-PN16-

DN 
150 240,41 

393055B0200 BV39-4545B-PN16-

DN 
200 329,87 

 

DN/S

ize 

A D L L

1 

Press.Cl. Weight(kg) 
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DN32 (1 

1/4") 
1

8 
8

5 
1

5 
2

2 
PN16 0.60 

DN40 (1 

1/2") 
2

2 
9

5 
1

6 
2

5 
PN16 0.80 

DN50 

(2") 
3

2 
10

9 
1

4 
3

7 
PN16 0.90 

DN65 (2 

1/2") 
4

0 
12

9 
1

4 
5

0 
PN16 1.20 

DN80 

(3") 
5

4 
14

4 
1

4 
6

1 
PN16 1.50 

DN100 

(4") 
7

0 
16

4 
1

8 
7

7 
PN16 2.40 

DN125 

(5") 
9

2 
19

5 
1

8 
9

8 
PN16 3.30 

DN150 

(6") 
11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 

(8") 
15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Carbon steel : 1.0619 (WCB) 

zinc plated 
Carbon steel : 1.0619 (WCB) zinc plated NBR 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

345tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

BV39-4545B-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Carbon steel : 1.0619 (WCB) zinc 

plated 
Carbon steel : 1.0619 

(WCB) zinc plated 
NBR 

BV39-6666E-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

Face   to   Face   Standard:   Factory   standard 

Item Number 

392055B0250 

392055B0300 

BV39-4545B-PN10-DN250 

BV39-4545B-PN10-DN300 
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Item Number  Belven Ref.  

393077N0032 BV39-6666E-PN16-DN032 

393077N0040 BV39-6666E-PN16-DN040 

393077N0050 BV39-6666E-PN16-DN050 

393077N0065 BV39-6666E-PN16-DN065 

393077N0080 BV39-6666E-PN16-DN080 

393077N0100 BV39-6666E-PN16-DN100 

393077N0125 BV39-6666E-PN16-DN125 

393077N0150 BV39-6666E-PN16-DN150 

393077N0200 BV39-6666E-PN16-DN200 
 

DN/Siz

e 

A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 1

5 
22 PN16 0.60 

DN40 (1 

1/2") 
22 95 1

6 
25 PN16 0.80 

DN50 

(2") 
32 10

9 
1

4 
37 PN16 0.90 

DN65 (2 

1/2") 
40 12

9 
1

4 
50 PN16 1.20 

DN80 

(3") 
54 14

4 
1

4 
61 PN16 1.50 

DN100 (4") 70 16

4 
1

8 
77 PN16 2.40 

DN125 (5") 92 19

5 
1

8 
98 PN16 3.30 

DN150 (6") 11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 (8") 15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 (CF8M/AISI 316Nb) EPDM 
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BV39-6666E-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
EPDM 

BV39-6666E-PN16 
Wafer type swing check valve with spring, mounting beween flanges PN16 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 331 26 190 PN16 13.10 

Face   to   Face   Standard:   Factory   standard 

Item Number 

392077N0250 

392077N0300 

BV39-6666E-PN10-DN250 

BV39-6666E-PN10-DN300 

Face   to   Face   Standard:   Factory   standard 

Item Number 

393077N0250 

393077N0300 

Belven Ref. 

BV39-6666E-PN16-DN250 

BV39-6666E-PN16-DN300 
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DN300 

(12") 
227 386 32 220 PN16 21.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
EPDM 
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BV39-6666B-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number  Belven Ref.  

393077B0032 BV39-6666B-PN16-DN032 

393077B0040 BV39-6666B-PN16-DN040 

393077B0050 BV39-6666B-PN16-DN050 

393077B0065 BV39-6666B-PN16-DN065 

393077B0080 BV39-6666B-PN16-DN080 

393077B0100 BV39-6666B-PN16-DN100 

393077B0125 BV39-6666B-PN16-DN125 

393077B0150 BV39-6666B-PN16-DN150 

393077B0200 BV39-6666B-PN16-DN200 
 

DN/Siz

e 

A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 1

5 
22 PN16 0.60 

DN40 (1 

1/2") 
22 95 1

6 
25 PN16 0.80 
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DN50 

(2") 
32 10

9 
1

4 
37 PN16 0.90 

DN65 (2 

1/2") 
40 12

9 
1

4 
50 PN16 1.20 

DN80 

(3") 
54 14

4 
1

4 
61 PN16 1.50 

DN100 (4") 70 16

4 
1

8 
77 PN16 2.40 

DN125 (5") 92 19

5 
1

8 
98 PN16 3.30 

DN150 (6") 11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 (8") 15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 (CF8M/AISI 316Nb) NBR 

BV39-6666B-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

Face   to   Face   Standard:   Factory   standard 

Item Number 

392077B0250 

392077B0300 

Belven Ref. 

BV39-6666B-PN10-DN250 

BV39-6666B-PN10-DN300 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
NBR 

BV39-6666B-PN16 
Wafer type swing check valve with spring, mounting beween flanges PN16 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 331 26 190 PN16 13.10 

DN300 

(12") 
227 386 32 220 PN16 21.00 

Item 1 Item 2 Item 3 

Face   to   Face   Standard:   Factory   standard 

Item Number 

393077B0250 

393077B0300 

BV39-6666B-PN16-DN250 

BV39-6666B-PN16-DN300 
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Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
NBR 

BV39-6666T-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number  Belven Ref.  

393077T0032 BV39-6666T-PN16-DN032 

393077T0040 BV39-6666T-PN16-DN040 

393077T0050 BV39-6666T-PN16-DN050 

393077T0065 BV39-6666T-PN16-DN065 

393077T0080 BV39-6666T-PN16-DN080 

393077T0100 BV39-6666T-PN16-DN100 

393077T0125 BV39-6666T-PN16-DN125 

393077T0150 BV39-6666T-PN16-DN150 

393077T0200 BV39-6666T-PN16-DN200 
 

DN/Siz

e 

A D L L1 Press.Cl. Weight(kg) 

DN32 (1 

1/4") 
18 85 1

5 
22 PN16 0.60 

DN40 (1 

1/2") 
22 95 1

6 
25 PN16 0.80 
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DN50 

(2") 
32 10

9 
1

4 
37 PN16 0.90 

DN65 (2 

1/2") 
40 12

9 
1

4 
50 PN16 1.20 

DN80 

(3") 
54 14

4 
1

4 
61 PN16 1.50 

DN100 (4") 70 16

4 
1

8 
77 PN16 2.40 

DN125 (5") 92 19

5 
1

8 
98 PN16 3.30 

DN150 (6") 11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 (8") 15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 (CF8M/AISI 316Nb) PTFE 

BV39-6666T-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

Face   to   Face   Standard:   Factory   standard 

Item Number 

392077T0250 

392077T0300 

BV39-6666T-PN10-DN250 

BV39-6666T-PN10-DN300 
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DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
PTFE 

BV39-6666M-PN10/PN16 
Wafer type swing check valve with spring, mounting beween flanges PN10/16 
Face to Face Standard: Factory standard 

 

 

Item Number  Belven Ref.  

39307700032 BV39-6666M-PN16-DN032 

39307700040 BV39-6666M-PN16-DN040 

39307700050 BV39-6666M-PN16-DN050 

39307700065 BV39-6666M-PN16-DN065 

39307700080 BV39-6666M-PN16-DN080 

39307700100 BV39-6666M-PN16-DN100 

39307700125 BV39-6666M-PN16-DN125 

39307700150 BV39-6666M-PN16-DN150 

39307700200 BV39-6666M-PN16-DN200 
 

DN/Siz

e 

A D L L1 Press.Cl. Weight(kg) 
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DN32 (1 

1/4") 
18 85 1

5 
22 PN16 0.60 

DN40 (1 

1/2") 
22 95 1

6 
25 PN16 0.80 

DN50 

(2") 
32 10

9 
1

4 
37 PN16 0.90 

DN65 (2 

1/2") 
40 12

9 
1

4 
50 PN16 1.20 

DN80 

(3") 
54 14

4 
1

4 
61 PN16 1.50 

DN100 

(4") 
70 16

4 
1

8 
77 PN16 2.40 

DN125 

(5") 
92 19

5 
1

8 
98 PN16 3.30 

DN150 

(6") 
11

2 
22

0 
2

0 
12

0 
PN16 4.60 

DN200 

(8") 
15

4 
27

5 
2

2 
16

0 
PN16 7.70 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 (CF8M/AISI 316Nb) METAL 
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BV39-6666M-PN10 
Wafer type swing check valve with spring, mounting beween flanges PN10 

DN/Size A D L L1 Press.Cl. Weight(kg) 

DN250 

(10") 
192 330 26 190 PN10 12.60 

DN300 

(12") 
227 380 32 220 PN10 20.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : 1.4408 

(CF8M) 
Stainless steel : 1.4408/1.4581 

(CF8M/AISI 316Nb) 
METAL 

Face   to   Face   Standard:   Factory   standard 

Item Number 

39207700250 

39207700300 

BV39-6666M-PN10-DN250 

BV39-6666M-PN10-DN300 
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BV40-2413E-PN10/16 
Duo-check valve, mounting beween flanges PN10/16 
Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

402042E0050 BV40-2413E-PN16-DN050 

402042E0065 BV40-2413E-PN16-DN065 

402042E0080 BV40-2413E-PN16-DN080 

402042E0100 BV40-2413E-PN16-DN100 

402042E0125 BV40-2413E-PN16-DN125 

402042E0150 BV40-2413E-PN16-DN150 

402042E0200 BV40-2413E-PN16-DN200 

402042E0250 BV40-2413E-PN16-DN250 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN50 (2") 70,5 107 43 PN16 1.70 

DN65 (2 

1/2") 
80 127 46 PN16 2.40 

DN80 (3") 94 142 64 PN16 3.30 

DN100 (4") 117 162 64 PN16 4.80 

DN125 (5") 145 192 70 PN16 6.50 

DN150 (6") 170 218 76 PN16 9.40 

DN200 (8") 221 273 89 PN16 15.50 

DN250 

(10") 
275,5 328 114 PN16 26.00 

Item 1 Item 2 Item 3 

Body Material Disc 

Material 

Seat 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
Alubronze C954 EPDM 

BV40-2413E-PN10 
Duo-check valve, mounting beween flanges PN10 

Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

402042E0300 BV40-2413E-PN10-DN300 

402042E0350 BV40-2413E-PN10-DN350 

402042E0400 BV40-2413E-PN10-DN400 

402042E0450 BV40-2413E-PN10-DN450 

402042E0500 BV40-2413E-PN10-DN500 

402042E0600 BV40-2413E-PN10-DN600 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN300 

(12") 
325,5 378 114 PN10 33.50 

DN350 

(14") 
360 438 127 PN10 55.00 

DN400 

(16") 
410 489 140 PN10 75.00 

DN450 

(18") 
467 539 152 PN10 101.00 

DN500 

(20") 
515 594 152 PN10 111.00 

DN600 

(24") 
624 695 178 PN10 172.00 

Item 1 Item 2 Item 3 

Body Material Disc 

Material 

Seat 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
Alubronze C954 EPDM 



Technical Product Sheet  

Belven N.V. Industriepark Mechelen Noord 1 l Blokhuisstraat 24 l 2800 

Mechelen l Belgium 

359tel. +32/(0)15 29 40 70 l fax +32 (0) 15 20 14 13 l info@belven.com l www.belven.com 

We keep the right to change the mentioned dimensions, weights, values and materials at any time without prior or direct 

notice. 

BV40-2413B-PN10/16 
Duo-check valve, mounting beween flanges PN10/16 
Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

402042B0050 BV40-2413B-PN16-DN050 

402042B0065 BV40-2413B-PN16-DN065 

402042B0080 BV40-2413B-PN16-DN080 

402042B0100 BV40-2413B-PN16-DN100 

402042B0125 BV40-2413B-PN16-DN125 

402042B0150 BV40-2413B-PN16-DN150 

402042B0200 BV40-2413B-PN16-DN200 

402042B0250 BV40-2413B-PN16-DN250 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN50 (2") 70,5 107 43 PN16 1.70 

DN65 (2 

1/2") 
80 127 46 PN16 2.40 

DN80 (3") 94 142 64 PN16 3.30 

DN100 (4") 117 162 64 PN16 4.80 

DN125 (5") 145 192 70 PN16 6.50 

DN150 (6") 170 218 76 PN16 9.40 

DN200 (8") 221 273 89 PN16 15.50 

DN250 

(10") 
275,5 328 114 PN16 26.00 

Item 1 Item 2 Item 3 

Body Material Disc 

Material 

Seat 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
Alubronze C954 NBR 

BV40-2413B-PN10 
Duo-check valve, mounting beween flanges PN10 

Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

402042B0300 BV40-2413B-PN10-DN300 

402042B0350 BV40-2413B-PN10-DN350 

402042B0400 BV40-2413B-PN10-DN400 

402042B0450 BV40-2413B-PN10-DN450 

402042B0500 BV40-2413B-PN10-DN500 

402042B0600 BV40-2413B-PN10-DN600 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN300 

(12") 
325,5 378 114 PN10 33.50 

DN350 

(14") 
360 438 127 PN10 55.00 

DN400 

(16") 
410 489 140 PN10 75.00 

DN450 

(18") 
467 539 152 PN10 101.00 

DN500 

(20") 
515 594 152 PN10 111.00 

DN600 

(24") 
624 695 178 PN10 172.00 

Item 1 Item 2 Item 3 

Body Material Disc 

Material 

Seat 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
Alubronze C954 NBR 
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BV40-2466E-PN10/16 
Duo-check valve, mounting beween flanges PN10/16 
Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

403047E0050 BV40-2466E-PN16-DN050 

403047E0065 BV40-2466E-PN16-DN065 

403047E0080 BV40-2466E-PN16-DN080 

403047E0100 BV40-2466E-PN16-DN100 

403047E0125 BV40-2466E-PN16-DN125 

403047E0150 BV40-2466E-PN16-DN150 

403047E0200 BV40-2466E-PN16-DN200 

403047E0250 BV40-2466E-PN16-DN250 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN50 (2") 70,5 107 43 PN16 1.70 

DN65 (2 

1/2") 
80 127 46 PN16 2.40 

DN80 (3") 94 142 64 PN16 3.30 

DN100 (4") 117 162 64 PN16 4.80 

DN125 (5") 145 192 70 PN16 6.50 

DN150 (6") 170 218 76 PN16 9.40 

DN200 (8") 221 273 89 PN16 15.50 

DN250 

(10") 
275,5 328 114 PN16 26.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 
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Ductile iron : GGG40 + Epoxy 

coating 
Stainless steel : A351 

CF8M 
EPDM 

BV40-2466E-PN10 
Duo-check valve, mounting beween flanges PN10 

Face to Face Standard: EN 558-1 series 16 

 

 

Item Number Belven Ref. 

402047E0300 BV40-2466E-PN10-DN300 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN300 

(12") 
325,5 378 114 PN10 33.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Ductile iron : GGG40 + Epoxy 

coating 
Stainless steel : A351 

CF8M 
EPDM 

BV40-6666E-PN10/16 
Duo-check valve, mounting beween flanges PN10/16 
Face to Face Standard: EN 558-1 series 16 
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Item Number Belven Ref. 

402077E0050 BV40-6666E-PN16-DN050 

402077E0065 BV40-6666E-PN16-DN065 

402077E0080 BV40-6666E-PN16-DN080 

402077E0100 BV40-6666E-PN16-DN100 

402077E0125 BV40-6666E-PN16-DN125 

402077E0150 BV40-6666E-PN16-DN150 

402077E0200 BV40-6666E-PN16-DN200 

402077E0250 BV40-6666E-PN16-DN250 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN50 (2") 70,5 107 43 PN16 1.70 

DN65 (2 

1/2") 
80 127 46 PN16 2.40 

DN80 (3") 94 142 64 PN16 3.30 

DN100 (4") 117 162 64 PN16 4.80 

DN125 (5") 145 192 70 PN16 6.50 

DN150 (6") 170 218 76 PN16 9.40 

DN200 (8") 221 273 89 PN16 15.50 

DN250 

(10") 
275,5 328 114 PN16 26.00 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 

CF8M 
EPDM 

BV40-6666E-PN10 
Duo-check valve, mounting beween flanges PN10 

Face to Face Standard: EN 558-1 series 16 
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Item Number Belven Ref. 

402077E0300 BV40-6666E-PN10-DN300 
 

 

DN/Size A OD L Press.Cl. Weight(kg) 

DN300 

(12") 
325,5 378 11

4 
PN10 33.50 

Item 1 Item 2 Item 3 

Body Material Disc Material Seat 

Material 

Stainless steel : A351 

CF8M 
Stainless steel : A351 CF8M EPDM 

BV41AQ-3444B-PN16 
Ball check valve, flanged PN16 with sinking ball 

Face to Face Standard: EN 558-1 series 48 

 

 

Item Number Belven Ref. 

41A3445B0040 BV41AQ-3444B-PN16 DN040 

41A3445B0050 BV41AQ-3444B-PN16 DN050 

41A3445B0065 BV41AQ-3444B-PN16 DN065 

41A3445B0080 BV41AQ-3444B-PN16 DN080 

41A3445B0100 BV41AQ-3444B-PN16 DN100 

41A3445B0125 BV41AQ-3444B-PN16 DN125 
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41A3445B0150 BV41AQ-3444B-PN16 DN150 

41A3445B0200 BV41AQ-3444B-PN16 DN200 
 

 

DN/Size H1 L Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
85 180 PN16 6.00 

DN50 (2") 100 200 PN16 7.00 

DN65 (2 

1/2") 
125 240 PN16 10.50 

DN80 (3") 136 260 PN16 11.90 

DN100 (4") 185 300 PN16 17.40 

DN125 (5") 196 350 PN16 22.50 

DN150 (6") 265 400 PN16 37.50 

DN200 (8") 340 500 PN16 68.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball Material Gasket 

Material 

Material 

Fasteners 

Ductile iron : GGG50 + Epoxy 

coating 
Steel covered 

with NBR rubber 
EPDM Stainless 

steel : AISI 

304 

BV41AQ-3444B-PN10 
Ball check valve, flanged PN10 with sinking ball 

Face to Face Standard: EN 558-1 series 48 
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Item Number Belven Ref. 

41A2445B0200 BV41AQ-3444B-PN10 DN200 

41A2445B0250 BV41AQ-3444B-PN10 DN250 

41A2445B0300 BV41AQ-3444B-PN10 DN300 

41A2445B0350 BV41AQ-3444B-PN10 DN350 

41A2445B0400 BV41AQ-3444B-PN10 DN400 
 

 

DN/Size H1 L Press.Cl. Weight(kg) 

DN200 

(8") 
340 500 PN10 72.00 

DN250 

(10") 
420 600 PN10 102.00 

DN300 

(12") 
480 700 PN10 180.00 

DN350 

(14") 
617 800 PN10 237.00 

DN400 

(16") 
680 900 PN10 294.50 

Item 1 Item 2 Item 3 Item 4 

Body Material Ball 

Material 

Gasket 

Material 

Material 

Fasteners 

Ductile iron : GGG50 + Epoxy 

coating 
Steel covered 

with NBR 

rubber 

EPDM Stainless 

steel : AISI 

304 
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BV49-3434E-F4-PN10/PN16 - HANDWHEEL 
Gate valve, flanged PN16, resilient seated, F4 short face to face, with handwheel 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

493444E2040 BV49-3434E-F4-PN16 DN040 - HANDWHEEL 

493444E2050 BV49-3434E-F4-PN16 DN050 - HANDWHEEL 

493444E2065 BV49-3434E-F4-PN16 DN065 - HANDWHEEL 

493444E2080 BV49-3434E-F4-PN16 DN080 - HANDWHEEL 

493444E2100 BV49-3434E-F4-PN16 DN100 - HANDWHEEL 

493444E2125 BV49-3434E-F4-PN16 DN125 - HANDWHEEL 

493444E2150 BV49-3434E-F4-PN16 DN150 - HANDWHEEL 
 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
160 240 140 PN16 7.70 

DN50 (2") 180 250 150 PN16 9.40 

DN65 (2 

1/2") 
180 265 170 PN16 11.50 

DN80 (3") 200 300 180 PN16 14.00 

DN100 (4") 200 350 190 PN16 17.00 

DN125 (5") 220 410 200 PN16 29.20 

DN150 (6") 250 450 210 PN16 34.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Wedge Material Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 
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BV49-3434E-F4-PN10 - Handwheel 
Gate valve, flanged PN10, resilient seated, F4 short face to face, with handwheel 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

492444E2200 BV49-3434E-F4-PN10 DN200 - HANDWHEEL 

492444E2250 BV49-3434E-F4-PN10 DN250 - HANDWHEEL 

492444E2300 BV49-3434E-F4-PN10 DN300 - HANDWHEEL 

492444E2350 BV49-3434E-F4-PN10 DN350 - HANDWHEEL 

492444E2400 BV49-3434E-F4-PN10 DN400 - HANDWHEEL 

492444E2450 BV49-3434E-F4-PN10 DN450 - HANDWHEEL 

492444E2500 BV49-3434E-F4-PN10 DN500 - HANDWHEEL 

492444E2600 BV49-3434E-F4-PN10 DN600 - HANDWHEEL 
 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN200 

(8") 
280 550 230 PN10 65.50 

DN250 

(10") 
320 650 250 PN10 88.17 

DN300 

(12") 
350 710 270 PN10 127.50 

DN350 

(14") 
450 762 290 PN10 197.00 

DN400 

(16") 
450 836 310 PN10 235.00 

DN450 

(18") 
640 957 330 PN10 258.00 

DN500 

(20") 
640 1036 350 PN10 415.00 

DN600 

(24") 
640 1188 390 PN10 575.00 

Item 1 Item 2 Item 3 Item 4 
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Body Material Wedge 

Material 

Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 

BV49-3434E-F4-PN16 - HANDWHEEL 
Gate valve, flanged PN16, resilient seated, F4 short face to face, with handwheel 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

493444E2200 BV49-3434E-F4-PN16 DN200 - HANDWHEEL 

493444E2250 BV49-3434E-F4-PN16 DN250 - HANDWHEEL 

493444E2300 BV49-3434E-F4-PN16 DN300 - HANDWHEEL 

493444E2350 BV49-3434E-F4-PN16 DN350 - HANDWHEEL 

493444E2400 BV49-3434E-F4-PN16 DN400 - HANDWHEEL 

493444E2450 BV49-3434E-F4-PN16 DN450 - HANDWHEEL 

493444E2500 BV49-3434E-F4-PN16 DN500 - HANDWHEEL 

493444E2600 BV49-3434E-F4-PN16 DN600 - HANDWHEEL 
 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN200 

(8") 
280 550 230 PN16 57.50 

DN250 

(10") 
320 650 250 PN16 91.00 

DN300 

(12") 
350 710 270 PN16 126.20 

DN350 

(14") 
450 762 290 PN16 190.00 

DN400 

(16") 
450 836 310 PN16 245.00 

DN450 

(18") 
640 957 330 PN16 355.00 
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DN500 

(20") 
640 1036 350 PN16 425.00 

DN600 

(24") 
640 1188 390 PN16 585.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Wedge 

Material 

Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 

BV49-3434E-F4-PN16 - ISO 
Gate valve, flanged PN16, resilient seated, F4 short face to face, bare shaft with ISO 5211 flange for automation 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

493444E0050 BV49-3434E-F4-PN16 DN050 - BARE SHAFT 

493444E0065 BV49-3434E-F4-PN16 DN065 - BARE SHAFT 

493444E0080 BV49-3434E-F4-PN16 DN080 - BARE SHAFT 

493444E0100 BV49-3434E-F4-PN16 DN100 - BARE SHAFT 

493444E0125 BV49-3434E-F4-PN16 DN125 - BARE SHAFT 

493444E0150 BV49-3434E-F4-PN16 DN150 - BARE SHAFT 

493444E0200 BV49-3434E-F4-PN16 DN200 - BARE SHAFT 

493444E0250 BV49-3434E-F4-PN16 DN250 - BARE SHAFT 

493444E0300 BV49-3434E-F4-PN16 DN300 - BARE SHAFT 
 

 

DN/Size B B1 B2 H1 H2 H3 H4 H5 ID L ISO PCD n x d Press.Cl. Weight(kg) 

DN50 (2") 20 21,5 6 320 36 45 5 3,5 70 150 F10 102 4 x d12 PN16 11.00 

DN65 (2 

1/2") 
20 21,5 6 335 36 45 5 3,5 70 170 F10 102 4 x d12 PN16 14.00 

DN80 (3") 20 21,5 6 370 36 45 5 3,5 70 180 F10 102 4 x d12 PN16 17.00 

DN100 (4") 20 21,5 6 420 36 45 5 3,5 70 190 F10 102 4 x d12 PN16 21.00 
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DN125 (5") 20 21,5 6 480 36 45 5 3,5 70 200 F10 102 4 x d12 PN16 29.00 

DN150 (6") 20 21,5 6 520 36 45 5 3,5 70 210 F10 102 4 x d12 PN16 38.00 

DN200 (8") 30 32 8 620 55 65 5 4,5 100 230 F14 140 4 x d18 PN16 58.00 

DN250 (10") 30 32 8 720 55 65 5 4,5 100 250 F14 140 4 x d18 PN16 90.00 

DN300 (12") 30 32 8 780 55 65 5 4,5 100 270 F14 140 4 x d18 PN16 120.00 

Item 1 Item 2 Item 3 

Body Material Wedge Material Stem Material 

Ductile iron : GGG50 + Epoxy coating EPDM vulcanized on ductile iron core GGG50 Stainless steel : AISI 

420 

BV49-3434E-F4-PN10 - ISO 
Gate valve, flanged PN10, resilient seated, F4 short face to face, bare shaft with ISO 5211 flange for automation 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

492444E0200 BV49-3434E-F4-PN10 DN200 - BARE SHAFT 

492444E0250 BV49-3434E-F4-PN10 DN250 - BARE SHAFT 

492444E0300 BV49-3434E-F4-PN10 DN300 - BARE SHAFT 

492444E0350 BV49-3434E-F4-PN10 DN350 - BARE SHAFT 

492444E0400 BV49-3434E-F4-PN10 DN400 - BARE SHAFT 

492444E0450 BV49-3434E-F4-PN10 DN450 - BARE SHAFT 

492444E0500 BV49-3434E-F4-PN10 DN500 - BARE SHAFT 

492444E0600 BV49-3434E-F4-PN10 DN600 - BARE SHAFT 
 

 

DN/Size B B1 B2 H1 H2 H3 H4 H5 ID L ISO PCD n x d Press.Cl. Weight(kg) 

DN200 (8") 30 32 8 620 55 65 5 4,5 100 230 F14 140 4 x d18 PN10 58.00 

DN250 (10") 30 32 8 720 55 65 5 4,5 100 250 F14 140 4 x d18 PN10 90.00 

DN300 (12") 30 32 8 780 55 65 5 4,5 100 270 F14 140 4 x d18 PN10 120.00 

DN350 (14") 30 32 8 884 60 65 5 4,5 100 290 F14 140 4 x d18 PN10 180.00 
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DN400 (16") 30 32 8 950 60 65 5 4,5 100 310 F14 140 4 x d18 PN10 235.00 

DN450 (18") 30 32 8 1000 60 65 5 4,5 100 330 F14 140 4 x d18 PN10 345.00 

DN500 (20") 30 32 8 1100 60 65 5 4,5 100 350 F14 140 4 x d18 PN10 415.00 

DN600 (24") 30 32 8 1235 60 65 5 4,5 100 390 F14 140 4 x d18 PN10 575.00 

Item 1 Item 2 Item 3 

Body Material Wedge Material Stem Material 

Ductile iron : GGG50 + Epoxy coating EPDM vulcanized on ductile iron core GGG50 Stainless steel : AISI 

420 

BV49-3434E-F4-PN16 - ISO 
Gate valve, flanged PN16, resilient seated, F4 short face to face, bare shaft with ISO 5211 flange for automation 
Face to Face Standard: EN 558-1 series 14 

 

 

Item Number Belven Ref. 

493444E0350 BV49-3434E-F4-PN16 DN350 - BARE SHAFT 

493444E0400 BV49-3434E-F4-PN16 DN400 - BARE SHAFT 

493444E0450 BV49-3434E-F4-PN16 DN450 - BARE SHAFT 

493444E0500 BV49-3434E-F4-PN16 DN500 - BARE SHAFT 

493444E0600 BV49-3434E-F4-PN16 DN600 - HANDWHEEL 
 

 

DN/Size B B1 B2 H1 H2 H3 H4 H5 ID L ISO PCD n x d Press.Cl. Weight(kg) 

DN350 (14") 30 32 8 884 60 65 5 4,5 100 290 F14 140 4 x d18 PN16 180.00 

DN400 (16") 30 32 8 950 60 65 5 4,5 100 310 F14 140 4 x d18 PN16 235.00 

DN450 (18") 30 32 8 1000 60 65 5 4,5 100 330 F14 140 4 x d18 PN16 345.00 

DN500 (20") 30 32 8 1100 60 65 5 4,5 100 350 F14 140 4 x d18 PN16 415.00 

DN600 (24") 30 32 8 1188  65 5 4,5 100 390 F14 140 4 x d18 PN16 585.00 
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Item 1 Item 2 Item 3 

Body Material Wedge Material Stem Material 

Ductile iron : GGG50 + Epoxy coating EPDM vulcanized on ductile iron core GGG50 Stainless steel : AISI 

420 

BV49-3434E-F5-PN10/PN16 - HANDWHEEL 
Gate valve, flanged PN16, resilient seated, F5 long face to face, with handwheel 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN40 (1 

1/2") 
160 240 240 PN16 8.60 

DN50 (2") 180 250 250 PN16 10.40 

DN65 (2 

1/2") 
180 265 270 PN16 12.50 

DN80 (3") 200 300 280 PN16 15.50 

DN100 (4") 200 350 300 PN16 20.90 

DN125 (5") 220 410 325 PN16 28.40 

DN150 (6") 250 450 350 PN16 40.90 

Item 1 Item 2 Item 3 Item 4 

Face   to   Face   Standard:   EN   558 - 1   series   15 

Item Number 

493544E2040 

493544E2050 

493544E2065 

493544E2080 

493544E2100 

493544E2125 

493544E2150 

Belven Ref. 

BV49-3434E-F5-PN16 DN040 - HANDWHEEL 

BV49-3434E-F5-PN16 DN050 - HANDWHEEL 

BV49-3434E-F5-PN16 DN065 - HANDWHEEL 

BV49-3434E-F5-PN16 DN080 - HANDWHEEL 

BV49-3434E-F5-PN16 DN100 - HANDWHEEL 

BV49-3434E-F5-PN16 DN125 - HANDWHEEL 

BV49-3434E-F5-PN16 DN150 - HANDWHEEL 
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Body Material Wedge Material Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 

BV49-3434E-F5-PN10 - Handwheel 
Gate valve, flanged PN10, resilient seated, F5 long face to face, with handwheel 
Face to Face Standard: EN 558-1 series 15 

 

 

Item Number Belven Ref. 

492544E2200 BV49-3434E-F5-PN10 DN200 - HANDWHEEL 

492544E2250 BV49-3434E-F5-PN10 DN250 - HANDWHEEL 

492544E2300 BV49-3434E-F5-PN10 DN300 - HANDWHEEL 

492544E2350 BV49-3434E-F5-PN10 DN350 - HANDWHEEL 

492544E2400 BV49-3434E-F5-PN10 DN400 - HANDWHEEL 

492544E2450 BV49-3434E-F5-PN10 DN450 - HANDWHEEL 

492544E2500 BV49-3434E-F5-PN10 DN500 - HANDWHEEL 

492544E2600 BV49-3434E-F5-PN10 DN600 - HANDWHEEL 
 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN200 

(8") 
280 550 400 PN10 59.20 

DN250 

(10") 
320 650 450 PN10 93.50 

DN300 

(12") 
350 710 500 PN10 137.00 

DN350 

(14") 
450 762 550 PN10 205.00 

DN400 

(16") 
450 836 600 PN10 294.00 

DN450 

(18") 
640 957 650 PN10 431.00 
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DN500 

(20") 
640 1036 700 PN10 519.00 

DN600 

(24") 
640 1188 800 PN10 719.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Wedge 

Material 

Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 

BV49-3434E-F5-PN16 - HANDWHEEL 
Gate valve, flanged PN16, resilient seated, F5 long face to face, with handwheel 
Face to Face Standard: EN 558-1 series 15 

 

 

Item Number Belven Ref. 

493544E2200 BV49-3434E-F5-PN16 DN200 - HANDWHEEL 

493544E2250 BV49-3434E-F5-PN16 DN250 - HANDWHEEL 

493544E2300 BV49-3434E-F5-PN16 DN300 - HANDWHEEL 

493544E2350 BV49-3434E-F5-PN16 DN350 - HANDWHEEL 

493544E2400 BV49-3434E-F5-PN16 DN400 - HANDWHEEL 

493544E2450 BV49-3434E-F5-PN16 DN450 - HANDWHEEL 

493544E2500 BV49-3434E-F5-PN16 DN500 - HANDWHEEL 

493544E2600 BV49-3434E-F5-PN16 DN600 - HANDWHEEL 
 

 

DN/Size D H1 L Press.Cl. Weight(kg) 

DN200 

(8") 
280 550 400 PN16 61.10 

DN250 

(10") 
320 650 450 PN16 106.00 

DN300 

(12") 
350 710 500 PN16 148.00 
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DN350 

(14") 
450 762 550 PN16 205.00 

DN400 

(16") 
450 836 600 PN16 294.00 

DN450 

(18") 
640 957 650 PN16 431.00 

DN500 

(20") 
640 1036 700 PN16 519.00 

DN600 

(24") 
640 1188 800 PN16 719.00 

Item 1 Item 2 Item 3 Item 4 

Body Material Wedge 

Material 

Stem 

Material 

Actuator 

Material 

Ductile iron : GGG50 + Epoxy 

coating 
EPDM vulcanized on 

ductile iron core 

GGG50 

Stainless 

steel : AISI 

420 

Ductile iron 

BV49-3434E-F5-PN16 - ISO 
Gate valve, flanged PN16, resilient seated, F5 short face to face, bare shaft with ISO 5211 flange for automation 
Face to Face Standard: EN 558-1 series 15 

 

 

Item Number Belven Ref. 

493544E0050 BV49-3434E-F5-PN16 DN050 - BARE SHAFT 

493544E0065 BV49-3434E-F5-PN16 DN065 - BARE SHAFT 

493544E0080 BV49-3434E-F5-PN16 DN080 - BARE SHAFT 

493544E0100 BV49-3434E-F5-PN16 DN100 - BARE SHAFT 

493544E0125 BV49-3434E-F5-PN16 DN125 - BARE SHAFT 

493544E0150 BV49-3434E-F5-PN16 DN150 - BARE SHAFT 

493544E0200 BV49-3434E-F5-PN16 DN200 - BARE SHAFT 

493544E0250 BV49-3434E-F5-PN16 DN250 - BARE SHAFT 

493544E0300 BV49-3434E-F5-PN16 DN300 - BARE SHAFT 
 

 

DN/Size B B1 B2 H1 H2 H3 H4 H5 ID L ISO PCD n x d Press.Cl. Weight(kg) 
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DN50 (2") 20 21,5 6 320 36 45 5 3,5 70 250 F10 102 4 x d12 PN16 11.00 

DN65 (2 

1/2") 
20 21,5 6 335 36 45 5 3,5 70 270 F10 102 4 x d12 PN16 14.00 

DN80 (3") 20 21,5 6 370 36 45 5 3,5 70 280 F10 102 4 x d12 PN16 17.00 

DN100 (4") 20 21,5 6 420 36 45 5 3,5 70 300 F10 102 4 x d12 PN16 20.90 

DN125 (5") 20 21,5 6 480 36 45 5 3,5 70 325 F10 102 4 x d12 PN16 28.40 

DN150 (6") 20 21,5 6 520 36 45 5 3,5 70 350 F10 102 4 x d12 PN16 40.90 

DN200 (8") 30 32 8 620 55 65 5 4,5 100 400 F14 140 4 x d18 PN16 61.10 

DN250 (10") 30 32 8 720 55 65 5 4,5 100 450 F14 140 4 x d18 PN16 106.00 

DN300 (12") 30 32 8 780 55 65 5 4,5 100 500 F14 140 4 x d18 PN16 148.00 

Item 1 Item 2 Item 3 

Body Material Wedge Material Stem Material 

Ductile iron : GGG50 + Epoxy coating EPDM vulcanized on ductile iron core GGG50 Stainless steel : AISI 

420 

BV49-3434E-F5-PN10 - ISO 
Gate valve, flanged PN10, resilient seated, F5 short face to face, bare shaft with ISO 5211 flange for automation 
Face to Face Standard: EN 558-1 series 15 

 

 

Item Number Belven Ref. 

492544E0200 BV49-3434E-F5-PN10 DN200 - BARE SHAFT 

492544E0250 BV49-3434E-F5-PN10 DN250 - BARE SHAFT 

492544E0300 BV49-3434E-F5-PN10 DN300 - BARE SHAFT 

492544E0350 BV49-3434E-F5-PN10 DN350 - BARE SHAFT 

492544E0400 BV49-3434E-F5-PN10 DN400 - BARE SHAFT 
 

 

DN/Size B B1 B2 H1 H2 H3 H4 H5 ID L ISO PCD n x d Press.Cl. Weight(kg) 
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DN200 (8") 30 32 8 620 55 65 5 4,5 100 400 F14 140 4 x d18 PN10 59.20 

DN250 (10") 30 32 8 720 55 65 5 4,5 100 450 F14 140 4 x d18 PN10 93.50 

DN300 (12") 30 32 8 780 55 65 5 4,5 100 500 F14 140 4 x d18 PN10 137.00 

DN350 (14") 30 32 8 884 60 65 5 4,5 100 550 F14 140 4 x d18 PN10 205.00 

DN400 (16") 30 32 8 950 60 65 5 4,5 100 600 F14 140 4 x d18 PN10 294.00 

DN450 (18") 30 32 8 1000 60 65 5 4,5 100 650 F14 140 4 x d18 PN10 431.00 

DN500 (20") 30 32 8 1100 60 80 5 4,5 100 700 F14 140 4 x d18 PN10 519.00 

DN600 (24") 30 32 8 1235 60 110 5 4,5 100 800 F14 140 4 x d18 PN10 719.00 

Item 1 Item 2 Item 3 

Body Material Wedge Material Stem Material 

Ductile iron : GGG50 + Epoxy coating EPDM vulcanized on ductile iron core GGG50 Stainless steel : AISI 

420 
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